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Esiet sveicinati AEG pasaulé! Pateicamies jums, ka iegadajaties
musu ierici.

®

Izmainu tiesibas rezervétas.

sanemtu lietoSanas ieteikumus un broSuras, ka art traucéjummeklésanas, servisa un
remonta informaciju:
www.aeg.com/support
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1. A DROSIBAS INFORMACIJA

u Pirms Sis ierices uzstadisanas un lietoSanas rupigi

izlasiet pievienotos noradijumus.

Razotajs neatbild par savainojumiem un bojajumiem, kas
radusies ierices nepareizas uzstadiSanas vai izmantoSanas
rezultata. Vienmeér glabajiet Sis instrukcijas drosa, pieejama
vieta, lai tas varétu izmantot nakotneée.
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1.1 Bérnu un ipasi jutigu personu drosiba

/\ BRIDINAJUMS!
Pastav nosmakS$anas, traumu vai pastavigas invaliditates

risks.

So ierici drikst izmantot bérni no 8 gadu vecuma un cilvéki
ar ierobezotam fiziskam, sensoram vai garigam spé&jam vai
pieredzes un zinasanu trukumu atbildigas personas
uzraudziba vai, ja tie ir informéti par ierices drosSu lietoSanu
un izprot potencialos riskus.

Bérniem vecuma no 3-8 gadiem un personam ar loti plasu
un sarezgitu invaliditati jaliedz piekluve iericei, ja vien tie
netiek pastavigi uzraudziti.

Nelaujiet bérniem tris gadu vecumu nesasniegusiem
bérniem tuvoties iericei, ja vien vini netiek pastavigi
uzraudziti.

Mazi bérni jauzrauga, lai tie nespélétos ar ierici.

Nelaujiet bérniem tuvoties iepakojumam un atbrivojieties no
ta pienaciga veida.

Glabajiet mazgasanas lidzeklus bérniem nepieejamas
vietas.

Nelaujiet bérniem atrasties ierices tuvuma, ja ir atvértas
ierices durvis.

Ja iericei ir bérnu droSibas ierice, ta jaaktivize.

Bérni nedrikst tirit ierici un veikt tas apkopi bez uzraudzibas.

.2 Vispariga drosiba

St ierice ir paredzéta lieto$anai majas apstaklos, tikai tadai
velai, kuru ir atlauts mazgat velas masina un zavét velas
zavétaja.

Neizmantojiet zavétaja funkciju, ja velai ir ripniecisku
kKimikaliju traipi.

St ierice ir izstradata tikai izmantoSanai majas apstaklos un
telpas.

So ierici var izmantot birojos, viesnicu viesu numuros,
pansiju viesu numuros, lauku viesu majas un citas lidzigas
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uzturéSanas vietas, kuras izmantoSana neparsniedz (vid€jo)
majsaimniecibas lietoSanas intensitati.

Nemainiet Si produkta specifikaciju.

lerice jauzstada ka brivstavoss izstradajums vai zem
virtuves darba virsmas, ja ir pietiekoSi daudz vietas.
Neuzstadiet ierici aiz sledzamam durvim, bidamam durvim
vai durvim ar engém pretéja puse, ja ta rezultata nevar
pilniba atvért ierices durvis.

Pieslédziet kontaktspraudni kontaktligzdai tikai
uzstadiSanas procesa beigas. Parbaudiet, vai péc ierices
uzstadisanas, ir érti pieejams stravas kabela
kontaktspraudnis.

Ventilacijas atveri pamatné nedrikst aizsegt ar paklaju vai
citu gridas segumu.

UZMANIBU: ierici nedrikst barot caur aréjo komutacijas
ierici, pieméram, taimeri, vai pievienot to sistémai, kuru
regulari ieslédz un izslédz inzeniertehniska nodrosinajuma
sistéma.

NodroSiniet piemérotu gaisa ventilaciju telpa, kura ir
uzstadita ierice, lai nepielautu nevélamu gazu un citu
degvielu, tostarp atkartu liesmu ieplusanu atpakal telpa.
Izplides gaisu nedrikst novadit dUmvada, kura tiek novadits
izpludes tvaiks no iericém, kas dedzina gazi vai cita veida
degvielu.

Udens spiedienam tdens iepludes punkta no savienojuma
ir jabat no 0,5 bar(0,05 MPa) lidz 10 bar (1,0 MPa).

lerices maksimala velas ietilpiba ir 10.0 kg. Neparsniedziet
ierices maksimalo velas ietilpibu (skatiet nodalu
"Programmas").

lerice japievieno udens padevei, izmantojot komplektacija
ieklautos jaunos Slatenu caurulu komplektus vai citus
pilnvarota servisa centra piegadatus jaunus Slttenu
komplektus.

Vecas Slutenes nedrikst izmantot atkartoti.

Ja elektribas padeves vads ir bojats, lai izvairitos no
elektribas trieciena riska, tas janomaina razotajam,
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autorizé€tajam servisa centram vai citam kvalificétam
specialistam.

Noslaukiet pUkas vai iepakojuma gruzus, kas sakrajusies
ap ierici.

PriekSmeti, kas piesarnoti ar tadam vielam ka augu ella vai
mineralella, acetons, spirts, benzins, petroleja, traipu tiritaji,
terpentins, vaski un vaska tintaji, pirms zavéSanas velas
masina ar zavétaju jaizmazga atseviski, izmantojot
palielinatu daudzumu mazgasanas lidzekla.

Nelietojiet ierici, ja apgérbs ir nosméréts ar rlipnieciskajam
kimikalijam.

Velas mazgajamaja masina ar zavetaju nedrikst zavét tadus
priekSmetus ka putu gumija (lateksa putas), dusas cepures,
udensnecaurlaidigi audumi, priekSmeti ar gumijas oderi un
apgeérbi vai spilveni, kas pilditi ar gumijas polsteréjumu.
Velas mikstinataji un tamlidzigi izstradajumi jaizmanto tikai
atbilstoSi velas mikstinataja razotaja noradém.

Iznemiet no apgérbiem visus priekSmetus, kas var izraisit
aizdegsanos, pieméram, sSkiltavas un sérkocinus.
UZMANIBU: Nekad neapturiet velas mazgajamas masinas
ar zavétaju darbibu pirms zavésanas cikla beigam, iznemot
gadijumus, kad visi priekSmeti tiek atri iznemti un izklati, lai
izvédinatos atlikuSais siltums.

lerices zavéSanas beidzamaija cikla netiek padots karstums
(atdziSanas cikls), lai rUpétos par to, lai izstradajumi tiek
uzturéti tada temperatura, kas nodroSina to nesabojasanu.
lerices tiriSanai neizmantojiet augstspiediena tdens struklas
un/vai tvaiku.

Tiriet ierici ar mitru mikstu dranu. 1zmantojiet tikai neitralus
mazgasanas lidzeklus. Neizmantojiet abrazivus
priekSmetus.

Pirms jebkadam apkopes darbibam izslédziet ierici un
atvienojiet spraudkontaktu no elektrofikla.
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2. DROSIBAS NORADIJUMI

2.1 Uzstadisana

®

UzstadiSanai jaatbilst attiecigajiem valsts
noteikumiem.

» levérojiet kopa ar ierici piegadatas
uzstadiSanas norades.

* Neuzstadiet un nelietojiet ierici vieta, kur
temperatura ir zemaka par 0 °C un kur ta
ir paklauta nokriSnu iedarbibai.

+ ParvietoSanas laika vienmer turiet ierici
vertikala stavokilr.

» Parliecinieties, ka starp ierici un gridu
cirkulé gaiss.

* Nonemiet iesainojuma materialus un
transportéSanai paredzétas skruves.

» Virsmai, uz kuras ierici paredzéts uzstadit,
jabat lidzenai, stabilai, karstumizturigai un
tirai.

* Glabajiet transportéSanai paredzétas
skruves drosa vieta. Ja ierice velak
japarvieto, tas atkartoti jaievieto, lai
nofiksétu tilpni, lai noverstu iek$ejus
ierices bojajumus.

* Vienmér uzmanigi parvietojiet ierici, jo ta ir
smaga. Vienmér izmantojiet droSibas
cimdus un slégtus apavus.

* Neuzstadiet un nelietojiet bojatu ierici.

» Neuzstadiet ierici vieta, kur ierices durvis
nevar atvert lidz galam.

» Noreguléjiet kajinas, lai nodrosinatu
nepiecieSamo atstarpi starp ierici un
gridas segumu.

» Kad ierice novietota pastavigaja vieta,
parbaudiet, vai ta ir pareizi nolimenota,
izmantojot spirta imenradi. Ja
nepiecieSams, noregul€jiet kajinas
attiecigi.

2.2 Pieslegums elektrotiklam

/\ BRIDINAJUMS!
Ugunsgréka un elektroSoka risks!

« UZMANIBU: STierice ir paredzéta
uzstadiSanai/pievienoSanai €kas
zemeéjuma savienojumam.

» Vienmér izmantojiet pareizi uzstaditu un
droSu kontaktligzdu.
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* Nelietojiet daudzkontaktu adapterus vai
pagarinatajus.

* Nekad neatslédziet ierici no tikla, velkot
aiz stravas kabela. Vienmeér velciet aiz
kontaktspraudna.

* Neaiztieciet stravas kabeli vai
kontaktspraudni ar slapjam rokam.

2.3 Udens piesléegums

* lepludes udens temperatura nedrikst
parsniegt 25 °C.

» Nebojajiet udens S|utenes.

* Pirms pievieno$anas jaunam caurulém,
ilgaku laiku neizmantotam caurulém,
labotam caurulém vai caurulém, kuram
pievienotas jaunas ierices (Udens skaititaji
u.c.), laujiet tdenim tecét, lidz tas klUst tirs
un dzidrs.

« Parbaudiet, vai nav redzamas udens
nopltides ierices pirmas lietoSanas reizes
laika un péc tas.

* Neizmantojiet lokana savienojuma
pagarinajumu, ja udens ievada lokanais
savienojums ir parak isa. Sazinieties ar
servisa centru, lai sanemtu jaunu iepludes
Slateni.

* lespéjams, ka izsainoSanas laika
noveérosiet udens izpliSanu no aizpludes
caurules. Tas ir ripnica veiktas ierices
parbaudes ar Udeni dél.

+ Udens novadi$anas $|Tteni var pagarinat
maksimali par 400 cm. Sazinieties ar
pilnvaroto servisa centru par otru idens
novadi$anas $|uteni un tas pagarinajumu.

« Parbaudiet, vai péc uzstadisanas var brivi
pieklut adens kranam.

2.4 Pielietojums

/\ BRIDINAJUMS!

Pastav risks gut savainojumus,
elektroSoku, izraisit ugunsgreku,
apdegumus vai ierices bojajumus.

* Neievietojiet iericé un neglabajiet tas
tuvuma vai uz tas viegli uzliesmojosas
vielas vai ar viegli uzliesmojo$am vielam
piesucinatus priekSmetus.



Programmas darbibas laika
nepieskarieties stikla durvim. Stikls var
sakarst.

Nezaveéjiet bojatus (saplisusus, spurainus)
priekSmetus, kas satur jebkada veida
polsteréjumu.

Ja vela ir mazgata ar traipu tiriSanas
lidzekli, pirms zavésanas cikla veiciet
papildu skalo$anas ciklu.

Parliecinieties, ka no velas ir iznemti visi
metala priekSmeti.

Zavéjiet tikai tadus audumus, kas ir
pieméroti zaveSanai Sada veida ierice.
levérojiet uz apgérbu informativajam
etiketém sniegtos kopSanas noradijumus.
Nesédiet un nekapiet uz atvértam ierices
durvim.

Neizmantojiet ierici pilosi slapju apgérbu
zavésanai.

Nepielaujiet uzkarstoSu priekSmetu,
pieméram, plastmasas detalu saskarsmi
ar ierici.

Pirms zavésanas programmas palaiSanas
iznemiet mazgasanas lidzekla bumbinu (ja
tada tiek izmantota).

lestatot nepartraukto programmu, nedrikst
izmantot mazgasanas lidzekla bumbinu.

2.5 Serviss

Lai salabotu ierici, sazinieties ar pilnvarotu
servisa centru. Izmantojiet tikai originalas
rezerves dalas.

Lddzu, nemiet véra, ka pasrocigi veikti
remontdarbi vai remontdarbi, kurus
veikusas neprofesionalas personas, var
radit apdraudéjumu, un garantija var
zaudeét spéeku.

Turpmak noraditas rezerves dalas ir
pieejamas vismaz 10 gadus péc modela
razoSanas partraukSanas: motors un
motora kontakti, transmisija starp motoru
un velas tilpni, sukni, amortizatori un
atsperes, velas tilpne, velas tilpnes

3. IZSTRADAJUMA APRAKSTS

3.1 Specialas funkcijas

Jusu jauna velas masina ar zavétaju atbilst
visam musdienu prasibam, kuras
piemérojamas efekfivai velas kopsanai ar
zemu Udens, elektroenergijas un

zvaigzne un tas lodiSu gultni, silditaji un
sildelementi, ieskaitot siltumstknus,
caurulvadi un to aprikojums, ieskaitot
$|Utenes, varstus, filtrus un Gdens
noslégvarstus, iespiedshémas plates,
elektroniskie displeji, spiediena slédzi,
termostati un sensori, programmatura un
aparatprogrammatura, ieskaitot
programmatiras atiestatiSanu, durvis,
durvju enges un blives, citas blives, durvju
slédzenu mehanismi, plastmasas
piederumi, pieméram, mazgasanas
lidzekla dozatori. Jusu valsti var tikt
piemérots ilgaks laiks. Lai iegutu papildu
informaciju, apmekl€jeit musu timekla
vietni.

Lddzu, nemiet véra, ka dazas no Sim
rezerves dalam ir pieejamas tikai
profesionaliem remontétajiem un ka ne
visas rezerves dalas der visiem modeliem.
Informacija par $aja produkta eso$o lampu
(lampam) un atseviski nopérkamajam
rezerves lampam: Sis lampas ir
paredzétas ekstremaliem fiziskajiem
apstakliem, pieméram, temperaturai,
vibracijai, mitrumam, majsaimniecibas
iericés vai paredzétas informésanai par
ierices darbibas statusu. Tas nav
paredzétas citiem lietoSanas veidiem un
nav piemérotas majsaimniecibas telpu
apgaismojumam.

2.6 lerices utilizacija

Atvienoijiet ierici no elektropadeves un
udens padeves.

Nogrieziet stravas kabeli netalu no ierices
un utilizéjiet to.

Nonemiet durvju fiksatoru, lai bérni vai
majdzivnieki nevarétu ierapties velas
zavétaja tilpné un tur sevi ieslégt.
Utilizéjiet ierici saskana ar WEEE Direktivu
par elektrisko un elektronisko iekartu
atkritumiem.

mazgasanas lidzek|u patérinu, ka ar
kvalitativai audumu kops$anai.

Wi-Fi savienojums un Attalinata
palaiSana lauj aktivizét ciklu, sazinaties ar
savu velas masinu un parbaudit
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mazgasanas cikla stavokli talvadibas
reZima.

« ProSense tehnologija nosaka velas
ielades daudzumu, no ka atkarigs
programmas ilgums, 30 sekunzu laika.
Mazgasanas programma pielagojas velai
un auduma veidam, nepatéréjot vairak
laika, elektroenergijas un Gdens neka ir
nepiecieSams.

« Tvaiks reZima izmantoSana ir atrs un érts
velas atsvaidzinaSanas veids. Maiga
tvaika faze likvidé smakas un samazina
sausu audumu burziSanos, lai tos
vajadzétu gludinat tikai nedaudz.

Tvaiks atSketina Skiedras un samazina
saburzijuma pakapi. Velas gludinasana
klust vienkarsaka!

3.2 lerices parskats

iy

T

' "/ A |

N

Darba virsma

Mazgasanas lidzekla dozators ar
AutoDose tvertném un manualiem
nodalijumiem

Vadibas panelis

Ldkas rokturis

Datu plaksnite

@ Udens izsiknésanas siknis
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» AutoDose tehnologija automatiski padod
nepiecieSamo mazgasanas lidzekla
daudzumu atbilstoSi velas ielades
daudzumam; atvilktné ir divi integréti
nodalijumi (mazgasanas lidzeklim +
mikstinatajam) un divi papildu nodalijumi
mazgasanas lidzeklim un piedevam
manualai ielade. Tas nodroSina visplasako
lietoSanas daudzveidibu.

« Sistema AEG Steam Fragrance ar tvaika
reZimu sniedz izcilu risinajumu pat
vissmalkakas velas atsvaidzinasanai bez
mazgasanas. lzmantojiet AEG izstradatas
smalkas smarzas, lai [ldz ar aromatu un
kroku likvidé$anu pieskirtu apgérbiem art
“tikko mazgatas” velas sajutu.

Kajinas ierices imenosanai

Bl zsiknésanas lokanais savienojums
El Udens iepludes $latenes savienojums
Elektrotikla kabelis

lerices transporté$anai paredzétas
skraves

Slatenes balsts



Razotaja plaksnité noradits:
QR kods

Modela nosaukums
Produkta numurs
Elektriskie raksturlielumi
Sérijas numurs

=
EEaE
5 o Mod. x00000000x
5 - Prod.No. [910000000 o]

I. [ 000V ~ 00Hz 0000 W = o0a

[~ Ser.No. 00000000

| N |
A BCD E

moowp»

Noskenéjiet QR kodu ar kameru, lai no lietotnu veikala lejupieladétu lietotni sava viedierice, un veiciet noraditas
darbibas. Registréjiet savu produktu un izmantojiet visas ta iespéjas.

. D:] Pieklistiet ierices informacijai, dokumentacijai un rakstiem par to, ka izmantot labakas funkcijas (lieto-
taja rokasgramata pieejama ari vietné aeg.com/manuals )

. ﬁ Sanemiet lietoSanas padomus, problému novér§anu, apkopes un remonta informaciju (pieejami art
vietné aeg.com/support )

. lﬂ legadajieties papildpiederumus, vienreizéjas lietoSanas materialus un originalas rezerves dalas savai
iericei (pieejams ari vietné aeg.com/shop )

4. TEHNISKIE DATI

Izméri Platums/augstums/kopéjais dzi- 59.7 cm /84.7 cm /66.0 cm
lums
Pieslégums elektrotiklam Spriegums 230V
Kopéja jauda 2100 W
Dros$inatajs 10A
Frekvence 50 Hz

Aizsargapvalka nodroSinatais aizsardzibas limenis pret cieto dali- 1PX4
nu un mitruma iedarbibu, iznemot gadijumus, kad zemsprieguma
iericém nav aizsardzibas pret mitrumu

Udens padeve 1) Aukstais Gdens

Udens pievada spiediens Minimalais 0,5 bar (0,05 MPa)
Maksimalais 10 bar (1,0 MPa)

Maksimalais velas daudzums  Cotton (Kokvilna) 10.0 kg

mazgasanai

Maksimalais velas daudzums  Cotton (Kokvilna) 6.0 kg

zavésanai Sintétika 4.0 kg

1) Pievienojiet idens iepludes $|ateni Gdens kranam ar 3/4" vitni.

5. UZSTADISANA

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".
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5.1 IzsainoSana

/\ BRIDINAJUMS!

Pirms ierices uzstadisanas nonemiet
visus iesainojuma materialus un
noskruveéjiet transportéSanai paredzétas
skraves.

/\ BRIDINAJUMS!
Lietojiet cimdus

5. Uzmanigi novietojiet ierici uz

1. Nonemiet aréjo iepakojumu. aizmuguréjas sie:rlgs. o
Nepiecie$amibas gadijuma izmantojiet 6. Novietojiet prieks€jo polistirola
asmeni. iepakojuma dalu uz gridas zem ierices.

@

Nodrosiniet, ka netiek bojatas
S|Utenes.

2. Nonemiet kartona virsmu un polistiro
iepakojuma materialus.

a

7. Nonemiet no ierices apakSpuses
polistirola aizsargelementu.

8. Pavelciet ierici uz augSu vertikala
stavokli.

4. Atveriet durvis, iznemiet polistirola bloku
no durvju blivéjuma un visus priekSmetus
no velas tilpnes.
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9. Atvienojiet baroSanas kabeli un izpludes
§|dteni no $|ltenes turétajiem.

®

lespéjams, ka novérosiet tdens
izpliSanu no izpludes Slutenes. Tas ir
rupnica veiktas ierices parbaudes ar
udeni dél.

10. Nonemiet tris skriives, izmantojot ierices
komplektacija ietverto atslégu.

11. Izvelciet plastmasas starplikas.

12. levietojiet atverés plastmasas vacinus,
kas atrodami lietotaja rokasgramatas
maisina.

lesakam saglabat iesainojuma materialus
un transportéSanai paredzetas skruves

gadijumam, ja ierice bus japarvieto.

5.2 NovietoSana un limenosana

1. Uzstadiet ierici uz lldzenas, stingras
pamatnes gridas.

@

Parliecinieties, ka paklaji netrauce
gaisam cirkulét zem ierices.
Parliecinieties, ka ierice nepieskaras

sienai vai citiem priekSmetiem.

2. Atskravejiet valigak vai pievelciet
reguléjamas kajinas, lai regulétu ierices
imenojumu.

/\ BRIDINAJUMS!

lerices imenosanas nolika nenovietojiet
zem tas kajinam kartona, koka vai
tamlidzigus materialus.

lericei jabut nolimenotai un stabilai.
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®

Pareiza ierices noreguléSana, lai ta batu
nolimenota, novérs vibracijas, trokSnus
un ierices parvietoSanos darbibas laika.

®

Kad ierice tiek uzstadita uz paaugstinaja,
izmantojiet sadala “Piederumi”
aprakstitos piederumus. Uzmanigi izlasiet
ar ierici un piederumu kopa piegadatas
instrukcijas.

5.3 UzstadiSana uz koka gridas

Ja uzstadat ierici uz koka gridas, ludzu,
izmantojiet fiksacijas plaksnes, lai
nostiprinatu ierices kajinas.

Uzmanigi izlasiet ar piederumu kopa
piegadatas instrukcijas.

5.4 levada lokanais savienojums

1. Ja nepiecieSams, pievienojiet idens
ievada lokano savienojumu ierices
aizmuguré. Parasti to uzstada jau
rdpnica.

2. Novietojiet to pa labi vai pa kreisi atkariba
no krana atraSanas vietas. Parliecinieties,
ka Udens ievada lokanais savienojums
neatrastos vertikala stavokii.

3. Ja nepiecieSams, atgrieziet gredzenveida
uzgriezni, lai novietotu to pareiza pozicija

4. Pievienojiet Udens iepludes §|uteni auksta
udens kranam ar 3/4 collu vitni.

Daziem modeliem var bit ieplides $|ltenes

ar udens apturéSanas varstu. Tas novers

jebkadas Gdens nopludes $|utené nolietojuma
dél. Uz So problému norada sektors lodzina

A. Ja tas notiek, aizgrieziet udens kranu un

sazinieties ar pilnvarotu servisa centru

saistiba ar informaciju par to, ka nomainit

$lateni.
5V
3/4” (@)

/\ @
i

/\ BRIDINAJUMS!

lepludes udens temperatura nedrikst
parsniegt 25 °C.

/\ UZMANIBU!

Parliecinieties, ka savienojuma vietas
neveidojas suce.

@

Neizmantojiet lokana savienojuma
pagarinajumu, ja udens ievada lokanais
savienojums ir parak 1sa. Sazinieties ar
servisa centru, lai sanemtu informaciju
par iepludes $|utenes nomainu.
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5.5 Aizsardzibas ierice pret
nopliadém

lepldes $lutene aprikota ar pretparplisanas
aizsardzibas ierici. STierice novérs adens



noplides Slutene, kas var rasties, Slutenei
nolietojoties.

Sarkanais sektors "A" lodzina norada uz So
klami.

A

Ja tas notiek, aizgrieziet adens kranu un
sazinieties ar pilnvarotu servisa centru, lai
nomainitu $|ateni.

5.6 Udens izsiknésana

Nopludes Slutenei jaatrodas augstuma, kas
nav mazaks par 60 cm un nav lielaks par 100
cm no gridas.

Udens novadi$anas $|Gteni var pagarinat
maksimali par 400 cm. Sazinieties ar
pilnvaroto servisa centru, lai iegadatos
otru Gdens novadi$anas $|uteni un tas
pagarinajumu.

@

Udens novadi$anas $lGteni iespéjams pievienot dazados veidos:

min.600 mm
max.1000 mm

(*) Informacija var mainities bez iepriek$€ja pazinojuma.

» Pievienojiet Gdens novadiSanas $|uteni
sifonam un nostipriniet to ar skavu.
» levietojiet §|uteni tiesi istabas siena

iebuvetaja novadcaurul€, piestiprinot to ar

skavu.

» Bez plastmasas $|utenes vadiklas uz
izlietnes sifonu — uzbidiet izvades $l|ateni
uz sifona pieslégvietas un nostipriniet ar
skavu.

Pie stavvada ar ventilacijas atveri —
ievietojiet nopludes S|uteni pasa
novadcaurulé.

Novadcaurules sluteni var salocit U forma
un apliekt ap plastmasas vadotni. Izlietnes
mala — piestipriniet vadiklu Gdens kranam
vai sienai.
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Parliecinieties, ka Gdens novadiSanas
Slutene veido cilpu, lai nelautu
netirumiem no ierices noklut izlietné.

6

Parliecinieties, ka, iericei izsuknéjot
udeni, plastmasas vadikla nekustas un
Udens novadiSanas $l|utenes gals nav
iemérkts Udenl. Sada veida iericé var
ieplUst atpakal nefirs Gdens.
legadajieties papildpiederumus no
pilnvarota piegadataja.

®

Udens novadi$anas $litenes gals
vienmér janodrosina ar atbilstosu
ventilaciju, t.i., novadcaurules iek§€jam
diametram (min. 38 mm — min.

1,5" collas) jabit lielakam neka tGdens
nopludes $|utenes aréjam diametram.

5.7 Elektrotikla savienojums

lerices uzstadiSanas beigas jUs varat pieslégt
spraudkontaktu kontaktligzdai.

6. VADIBAS PANELIS

6.1 Vadibas panela apraksts

NepiecieSamie elektroenergijas parametri ir
noraditi datu plaksnité un sadala “Tehniskie
dati”. Parbaudiet, vai tie ir saderigi ar
elektrotikla parametriem.

Parbaudiet, vai majas elektrofikls ir piemeérots
ierices maksimalajai jaudai, nemot véra ari
visas citas ierices, kuras var tikt izmantotas.

Pieslédziet ierici sazemétai kontaktligzdai.

Stravas padeves kabelim ir jabat viegli
sniedzamam péc ierices uzstadiSanas.

Lai veiktu jebkadus elektriskos darbus, kas
nepiecieSami Sis ierices uzstadiSanai,
sazinieties ar musu pilnvaroto servisa centru.
Razotajs neuznemas nekadu atbildibu par

bojajumiem un traumam, kas rodas minéto
droSibas pasakumu neievérosanas dél.

Sports
& — Home
) — Special

Delicates —//,
& &) wool/Handwash —/[1

Quick 20" Wash&Dry 60" —
MixLoad —
QP ¢ Hygiene ——

Rinse

KR

— AutoDose — —
o
& A th, ol
| B 9

RS

e sle]|

W
&

Spin/Drain ——

U
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®

lespé€jas nevar izveléties ar visam mazgasanas programmam. Parbaudiet iesp€ju un
mazgasanas programmu saderibu sadalas nodalas “Programmas” sadala “lesp€ju
saderiba ar programmam”. Kada iespéja var izslégt citu, Saja gadijuma ierice nelaus jums

iestatit nesavienojamas iespé€jas kopa.

Parliecinieties, ka ekrans un skarienjutigie taustini vienmer ir tiri un sausi.

lesl./Izsl. Spiedpoga ©)
Programmu parslégs

Izlases programmas Br

Displejs

AutoDose Skidra mazgasanas lidzekla
§ un velas mikstinataja skarientaustini

a Pabeigt peéc skariena tausting @ un
Attalinats starts skariena tausting E

Starts/pauze skarienpoga |
8] Laika taupiSana skarienpoga &

E Tvaiks rezims skariena taustins aw

Zavesana rezims 1Y Zavésana uz laiku

885 .. _. _ .
@' un Automatiska 2avésana §§§é skariena
taustins

Mazgasana rezims skariena tausting (s
Traipi / PriekSmazgasana skarienpoga

pry =y
N —

WY un pastaviga papildu skaloSanas
+
iespéja 53

IzgrieSana skarienpoga @un pastaviga
bérnu droSibas iespéja B3

Temperatura skarienpoga '

6.2 Displejs
L= @B )« _| I°:F
P %is'@ i
—0 1Y kg MAX @4_
o= @ 2 @;"ﬁm‘
N
—O0_(°8 0SB,
0% OO0 BT =

Mazgasanas fazes indikators. Tas mirgo priekSmazgasanas un mazgasanas fazes laika.

Skalo$anas fazes indikators. Mirgo skalo$anas fazes laika.

Velas izgrieSanas un tdens izsliknésanas fazes indikators. Tas mirgo velas izgrieSanas

un Udens izsuknésanas fazes laika.
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Zavésanas fazes indikators.

=

SJIE

Tvaika fazes indikators.

PretburziSanas fazes indikators (pieejams tikai lietotn€).

Durvju blokésanas indikators.

Velas ievieto$anas indikators: iedegas, kad programma uzsak darboties un lietotajs jopro-
jam var pauzeét ierici un pievienot papildu velu.

Eko programmas indikators: iedegas, kad ir atlasita programma un iesp&jam ir eko profils.

JVIEIEE

Indikators Pabeigt péc

)
-
o
wn
)
3
7]
]

Indikators ProSense

Attalinata savienojuma indikators.
Wi-Fi savienojuma indikators.

ol v )
ot
(ot

Digitalais indikators var radit kadu no turpmak noraditajiem parametriem.
. S o W . R -
*  Programmas ilgums (pieméram, =+ (i , mazgasanas un/vai zavésanas faze).

@

Attélotais laiks, kad programma ir iestafita, var neatbilst faktiska-
jam ilgumam un tas var mainities péc fazes ProSense.
* Maksimalais velas daudzums.

» PabeigSanas laiks (piem., I vai Cl h).
i
+ Cikla beigas (Ll).
+ Bridindjuma kods (piem., EEU)
(

> J_(m!
+ Skidra mazgasanas lidzekla un auduma mikstinataja daudzuma indikators: 1=(1Zf
Skatiet nodalu “ AutoDose tehnologija (Automatiska dozésana)”.
o | [
+ Darbojoties ar lietotni: I"t)~ 11—, 1711~ (piekluves punkts), I/ I (atjauninasana). Ska-
tiet sadalu “Wi-Fi savienojamibas iestatiSana”.

Maksimala velas daudzuma indikators. Vértiba tiek attélota tris sekunzu garuma péc pro-
grammas atlasiSanas, parmainus ar cikla ilgumu.

Maksimala velas daudzuma indikators. Tas mirkskina ja velas daudzums parsniedz nora-
dito maksimalo daudzumu.

AutoDose $kidra mazgasanas lidzekla tvertnes indikators. Kad tas ir izgaismots, ierice au-
tomatiski veic mazgasanas lidzekla dozésanu.

Sie indikatori paradisies blakus 1@ un % palielinot vai samazinot automatisko mazga-
Sanas lidzekla vai auduma mikstinataja dozésanu.

OFF AutoDose statusa indikators. Tas iedegas, kad papildiidzekliem ir atspéjota funkcija Auto-
Dose.
/\\/ Sie indikatori paradas, iestatot automatisko mazgasanas lidzekla vai auduma mikstinataja

dozésanu. (Skatiet nodalu “ AutoDose tehnologija (Automatiska dozésana)”.)
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Indikatori iespé&jam,
ko var lejupieladét
tikai ar lietotni

@5 Zavésanas laika indikators.

Indikators “Gatavs gludinasanai”.

P

(==

Indikators “levietoSanai skapt piemérots sausums”.

Papildu zaveésanas indikators.

o
B g

é) Savienota reZima indikators. Tas iedegas, kad abas AutoDose tvertnes ir sasaistitas un
piepilditas ar vienu un to paSu mazgasanas lidzekli. Funkcija AutoDose auduma mikstina-
tajam ir atspéjota: izdziest indikators % un displeja redzami divi $kidra mazgasanas lidz-
ekla tvertnu indikatori #7~%.

— Sie indikatori paradisies blakus 1@ un % palielinot vai samazinot automatisko mazga-
Sanas lidzekla vai auduma mikstinataja dozéSanu.

FI =:=° Temperatlras zona:

-= Temperaturas indikators

- Auksta Gdens indikators

[ "Ip Velas izgrieSanas apgabals:

'H oo Velas izgrieSanas atruma indikators

- -- Indikators Bez izgrieSanas. Velas izgrieSanas faze ir deaktivizéta.

dB Indikators Tpasi kluss.

~

Aizturétas skalo$anas indikators.

Bérnu droSibas slédza indikators.

Priek§mazgasanas indikators.

Traipu firi$anas indikators.

}+EBEED

Indikators Papildu skalo$ana

7. TASTATURA UN POGAS

7.1 lesl./izsl. ©

Piespiezot So taustinu dazas sekundes, jus
varat aktivizét vai deaktivizét ierici. leslédzot

vai izslédzot ierici, atskan dazadas melodijas.

Ta ka gaidstaves funkcija automatiski
deaktivizés ierici, lai samazinatu
elektroenergijas patérinu atseviskos
gadijumos, jums, iespéjams, vajadzes atkal
aktivizét ierici.
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Nokluséjuma atlasita programma,
ieslédzot ierici, vienmeér ir Eco 40-60
programma, ari péc aktivizéSanas péc
gaidiSanas rezima.

Lai iegutu papildinformaciju, skatiet rindkopu
par gaidstavi sadala "LietoSana ikdiena".

7.2 Programmu parslégs

Grozot programmu kontrolslédzi, ir iesp&jams
atlasit vélamo programmu.

7.3 Izlases programmas Br

Sis atlases pozicijas ir pieejamas péc tam,
kad iericei ir izveidots savienojums ar Wi-Fi.

Izlases programmas var iestatit un saglabat
lietotné, izvéloties tikai no pieejamajam
programmam, kas sadalitas tris kategorijas,
ka noradits uz vadibas panela.

Kad ir iestatitas izlases programmas, varat
atlasit tas, izmantojot lietotni vai pagriezot
programmu parslégu attiecigaja pozicija:
iedegas atbilstoSais indikators un attiecigi
mainas displeja redzama informacija.

7.5 AutoDose Skidrais mazgasanas
lidzeklis .4 un velas mikstinatajs B

Izmantojot Sis pogas, varat veikt turpmak

noraditas darbibas:

. /@: mazgasanas lidzekla automatiskas
padeves aktiviz€éSanai un deaktivizé$ana.

. 59: auduma mikstinataja automatiskas
padeves ieslégSana un izslégsana.

@

Papildu informaciju skatiet nodala
“AutoDose tehnologija (automatiska
dozeésana)”.

7.6 Pabeigt péc &

lestatiet So iespéju ka pedejo péec
programmas un citu iesp€ju atlases —
pretéja gadijuma to var atcelt, mainot

iestafijumus.

®

Izlases programmas var atcelt, lietotne
atlasot attiecigu komandu vai nospiezot
rupnicas nokluséjuma iestatijumu pogu
kombinaciju.

7.4 levads

®

lespéjas/funkcijas nevar izvéléties ar
visam mazgasanas programmam.
Parbaudiet iespéju/funkciju un
mazgasanas programmu saderibu,
aplukojot "Programmu tabulu". lespéja/
funkcija var izslégt citu, $aja gadijuma
ierice nelaus jums iestafit
nesavienojamas iespé€jas/funkcijas kopa.
Parliecinieties, ka ekrans un
skarienjufigie taustini vienmer ir firi un
sausi.
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STiespéja lauj izvéléties laiku, kura
programmai beigt darbibu. Programmas
beigu laiku var atlikt par 1 stundu,
pieskaroties pogai. Maksimalais atlikSanas
laiks ir 24 stundas.

Displeja redzams programmas standarta
darbibas laiks pamiSus ar iestatito
programmas beigu laiku (izteikts stundas
0 h). Minimali atlasamais laiks atbilst
programmas maksimalajam ilgumam
noapalotu stundu izteiksmé (pieméram, ja
cikla ilgums ir 3 h 15 min, tad minimali
atlasamais laiks ir 4 h).

Péc programmas darbibas sakuma durvis ir
blokétas un ierice uzsak fazi ProSense. Kad
ir pabeigta velas svara noteik§ana, displeja
mirgo darbibas fazes ikona un laika atskaite
tiek veikta ar stundas soli, bet pédéjas
stundas laika — ar 1 minates soli.

Attalinata palaisana &
Lai aktivizétu.

1. Pieskarieties taustinam Pabeigt péc G\‘n
Attalinatas vadibas indikators I3 sak
mirgot.




2. Pieskarieties taustinam Starts/pauze Dl

3 sekunzu laika, lai apstiprinatu. Saisfita

ikona 3 iedegas displeja, un durvis ir
blokétas.

®

Ja iestatat programmu lietotné un ta
nesakrit ar parsléga poziciju, displeja

. SR o [
pamidus paradas "0~ teksts un
programmas ilgums.

Attalinato palaiSanu var deaktivizét dazados
veidos.

* Pirms cikla sak$anas: pieskarieties Sim
taustinam un tad nospiediet taustinu
Starts/pauze D” 3 sekunzu laika: durvis
tiek atblokétas.

» Péc cikla sakSanas: pieskarieties
taustinam Starts/pauze Dl — durvis tiek
atblokétas. Tad nospiediet So taustinu.

+ leslédziet un izslédziet ierici.

+ Cikla beigas, kad durvis ir atblokétas.

=

7.7 Attalinata palaiSana ©

Atri pieskaroties $ai pogai, tiek aktivizéta
funkcija Attalinata palaiSana, kas lauj jums
attalinati palaist, pauzét un apturét ierices
darbibu.

ledegas saistita diode un displeja paradas
attieciga ikona.

®

Ja iestatat programmu lietotné un ta
nesakrit ar parsléga poziciju, displeja

pamisus paradas T teksts un

programmas ilgums.

Turiet nospiestu $o pogu ilgaku laiku, lai
veiktu divas citas funkcijas:
 turiet to nospiestu 3 sekundes Idz bridim,

kad atskan klikskis: tiek ieslégts un
izslegts Wi-Fi.

 turiet to nospiestu 10 sekundes lidz bridim,

kad atskan dubults pikstiens un displeja

paradas "~ , lai atiestatitu tikla
akreditacijas datus.

7.8 Starts/pauze Dl

Pieskarieties taustinam Starts/pauze D” lai
iedarbinatu, nopauzétu ierici vai partrauktu
ieslégto programmu.

7.9 Laika taupiSana &

Ar So iesp€ju var samazinat programmas
ilgumu.

e Jajusu vela ir vidéji vai nedaudz nefira,
ieteicams saisinat mazgasanas
programmu. Pieskarieties Sai pogai vienu
reizi, lai samazinatu ilgumu.

* Mazgajot mazaku velas daudzumu,
pieskarieties Sim taustinam divas reizes,
lai iestatitu Tpasi atru programmu.

Sada gadijuma nav iespé€jams atlasit
95 °C temperaturu.

Ir ieslégta pogas diode, un displejs attélo

atlasitas programmas darbibas ilgumu.

@

So iespéju var arl izmantot, lai salsinatu
tvaika rezima ilgumu.

7.10 Temperatura !

Kad izvélaties mazgasanas programmu,
ierice automatiski iesaka nokluséjuma
temperataru.

Nospiediet So taustinu vairakkart, lidz vélama
temperatura paradas displeja.

Kad displeja redzami indikatori * un = -,
ierice nesilda tdeni.

7.11 lzgrieSana ©

lestatot programmu, ierice automatiski izvélas
nokluséjuma izgrieSanas atrumu.

Pieskarieties Sim taustinam vairakkart, lai:
* Mainit velas izgrieSanas atrumu.

@

Displeja redzami tikai izgrieSanas
atrumi, kas darbojas ar iestatito

programmu.

» Aktivizéjiet skaloSanas pauzes iespéju.
Pédéjas skaloSanas laika idens no velas
masinas netiks izstuknéts, lai pasargatu
velu no krokoSanas. Mazgasanas
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programmas beigas velas tilpné paliek
tdens un pédéja velas izgrieSanas faze
netiek veikta.

Displejs rada indikatoru LI

Velas tilpne regulari griezas, lai
samazinatu burziSanos.

Durvis ir blokétas. Velas tilpne regulari
griezas, lai samazinatu burziSanos. Lai
atblokétu durvis, Jums ir jaizsikné no
tilpnes udens..

Pieskarieties Starts/pauze pogai [>||
ierice veic velas izgrieSanas fazi un
izsukné udeni.

» Aktivizéjiet ipasi kluso iespéju.
Visas velas izgrieSanas fazes (izgrieSana
starplaika un pasas beigas) tiek atceltas,
un programmas beigas velas tilpné paliek
Udens. Tas palidz samazinat burzisanos.
Ta ka programma ir |oti klusa, ta ir
piemérota nakfl, kad pieejami letaki
energijas tarifi. Dazas programmas
skalo$ana tiks veikta, izmantojot lielaku
udens daudzumu

Displejs rada indikatoru a8
Durvis ir blokétas. Velas tilpne regulari
griezas, lai samazinatu burzisanos. Lai
atblokétu durvis, Jums ir jaizsukné no
tilpnes udens..
Pieskarieties taustinam Starts/pauze :
ierice veic tikai udens izsuknéSanas fazi.

+ Bezvelas izgrieSanas — - —.
lestatiet So iesp€ju visu izgrieSanas fazu
deaktivizéSanai. Displeja tiek attélots
indikators = — —. lerice veic tikai izvélétas
mazgasanas programmas udens
izstknésanas fazi. lestatiet So iespéju loti
smalkiem audumiem. Dazam mazgasanas
programmam skalo$anas faze patérée
vairak dens.

lestatot So iespéju, indikators + paradas
blakus mazgasanas lidzekla simbolam

/45 un ierice automatiski dozé papildu
mazgasanas ldzekla daudzumu, kad ir
iespéjota automatiska mazgasanas
lidzekla tvertne.

Ja automatiska mazgasanas lidzekla
tilpne ir izslégta, ir iespéjams darbinat So
iespéju ka tradicionalai iericei, iepildot
mazgasanas lidzekli vai papildiidzekli
manualaja nodalijuma.

@

Nospiezot mazgasanas lidzekla
tvertnes pogu, kamer ir aktivizéta
iespéja Traipu firisana, funkcija
AutoDose tiek izslégta, taCu iespéja
joprojam Traipu tiriSana paliek aktiva

manualaja rezima.

. W PriekSmazgasana
Izmantojiet So iespé€ju, lai aktivizétu
priek8mazgasanas fazi 30 °C temperatura
pirms mazgaSanas fazes.
So iespéju ieteicams izmantot |oti nefirai
velai, it ipasi, ja taja atrodamas smiltis,
putekli, dubli un citas cietas dalinas.

@

Atlasot priekSmazgasanas fazi, kad ir
aktivizéta iespéja AutoDose, ierice
automatiski veic mazgasanas lidzekla
dozésanu. Kad iespéja AutoDose ir
izslegta, iepildiet mazgasanas ldzekli/
papildiidzekli dozéSanas bumbina
velas tilpne.

@

lesp€jas var pagarinat programmas

®

lerice automatiski izsukné Gdeni péc
aptuveni 18 stundam.

7.12 Traipi / Priek$§mazgasana &f' LLJ

Piespiediet So taustinu vairakkart, lai
aktivizétu vienu no divam iespéjam vai abas.

Displeja iedegsies attiecigais indikators.

. ‘EF Traipu tiriSana
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ilgumu.

7.13 Rezims Mazgasana (e

Kad ierice ir ieslégta, LED indikators iedegas,
noradot, ka tiks veikts mazgasanas cikls.



®

Ja nospiezat $o taustinu zavésanas vai
tvaika programmas laika, cikls atkal
pariet uz tikai mazgasanas rezimu.
Tadejadi varat atcelt zavéSanas un tvaika
rezZimu iestatiSanas laika vai atcelt
zaveésSanas rezimu, ja apturat ciklu pirms
zaveSanas fazes saksSanas.

7.14 Rezims Zavésana 1Y)

Nospiediet $o taustinu vienreiz, lai pievienotu
zaveSanas fazi mazgasanas fazes beigas.
LED indikatori ir MazgaSana (s un
Zavésana Y ieslagti.

Nospiediet So taustinu divreiz, lai ieslégtu
tikai zavésanas fazi. leslégta tikai Zavésana

i

¢ — = = Gludinasana: vela, kas
jagludina.

¢ — = = levietosanai skapT: vela, ko
ievietos skapl.

= Ipasi sauss: pilnigi sausa vela.

Katram auduma veidam nevar iestatit

®

Lai atkartoti ieslégtu tikai mazgasanas

rezimu, nospiediet Mazgasana (e
iestatiSanas laika vai tad, kad apturat
ciklu pirms zavéSanas fazes sakuma.

7.15 Zavésana uz laiku @

Programma, kura to iesp&jams mainit,
nospiediet o taustinu, lai iestatitu laiku, kas
piemérots Zavéjamajam audumam (skatiet
tabulu "Zaveésana ar noteiktu laiku"). Displeja
bus redzama iestatita vertiba.

Zavésanas rezimam jau jabit iestatitam.

Katru reizi, pieskaroties $im taustinam, laika
vértiba pieaug par 5 minatém.

®

Nevarat iestatit visas laika vértibas
dazadiem auduma veidiem.

7.16 Automatiska zavésana i}
Vispirms aktivizéjiet zavéSanas rezimu ar
attiecigo taustinu un tad pieskarieties Sim
taustinam, lai iestatitu vienu no

3 automatiskajam ierices ieteiktajam
sausuma pakapem.

Displeja iedegas attiecigais sausuma
indikators:

visas automatiskas pakapes.

7.17 Rezims Tvaiks >

ReZimu Tvaiks var izmantot velas burzijjumu
un nepatikamo aromatu samazinasanai
(pieméram, kokvilnai, sintétikai, jauktiem
materialiem, tostarp smalkiem audumiem un
vilnai), ja vela ir tikai jaatsvaidzina, vien 25
vai 30 minasu laika (atkariba no programmas)
bez mazgasanas.

Auduma Skiedras tiek relaksétas un péc tam
gludinasana ir vieglaka. Kad cikls ir pabeigts,
atri iznemiet velu no tilpnes. leteicama
maksimala ielade ir 1 kg.

Tvaika fazes laika displeja mirgo indikators

.

Cikla ilgumu var samazinat lidz 15 minutém,
izmantojot iespéju Laika taupiSana @“.

NEIESTATIET $o reZimu turpmak minétajiem

velas veidiem.

» apgérbi, kas nav pieméroti zavésanai
velas zavetaja;

» apgérbi, kuru kopsanas etiketé ir noradits
“Tikai Kimiska tirisana”.

@

Nelietojiet mazgasanas lidzek|us!
ReZims Tvaiks nenonem ipasi stipras
smarzas un neveic higiénas ciklu.

Péc apstrades ar tvaiku vela var bat
mikla. Izkariniet velu uz paris mindtém.

Aromats ( AEG Steam Fragrance)

AEG Steam Fragrance lauj atsvaidzinat pat
smalkvelu, izlidzinot burzijumus un pieskirot
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svaigumu ar maigu aromatu, kas ekskluzivi
izstradats AEG. Atsvaidzinot velu ar tvaiku,
nevis veicot pilnus mazgasanas ciklus,
apgérbs bis ilgak izskatigs un patikams.
DroSi varat izmantot aromatu ar programmam
Cashmere (Kasmirs) un Steam (Tvaiks), ja
tas ir pieejamas, smalkiem audumiem,
pieméram, kasmiram un vilnai. Apstradajot
mazaku velas daudzumu, samaziniet
aromata devu un cikla ilgumu: tikai

15 minatés jusu drébes atkal bus ka tikko
izmazgatas.

Uzmanigi izlasiet aromata komplektacija
ieklautas instrukcijas.

8. IESTATITIE PARAMETRI

8.1 levads

®

Nospiezot taustinu kombinaciju, nelieciet
pirkstus uz leju. Apaks$éjo pogu sensori ir
jutigi un var traucét jusu izvélei.

8.2 Skanas signali

Stierice ir aprikota ar dazadiem skanas
signaliem, kas darbojas, kad:

aktivizéjot ierici (pasa isa melodija);

izslédzot ierici (ipasa 1sa melodija);

pieskaroties taustiniem (klikSka skana);
jus veicat nepareizu izveli (3 isi klikSki);
programmas darbiba ir beigusies (secigas
skanas, kas dzirdamas aptuveni

divu minasSu garuma);

+ ierices darbiba radusSies traucejumi
(secigas skanas, kas dzirdamas aptuveni
piecu minis$u garuma).

« Kad ir konstatéts parmeérigs velas svars
fazé ProSense (vienreiz atskanots dubults
skanas signals).

Lai ieslegtulizslegtu So iespé€ju, turiet

nospiestu pogu ﬂ] lidz atskan pikstiens vai
dubults pikstiens.

NEMEGINIET:

« zavét velas zavétaja apgérbus, kas
apstradati ar smarzvielu. Ta izgaros;

* izmantot smarzvielu citiem mérkiem, kas
Seit nav noradtti;

» izmantot smarzvielu jauniem apgérbiem.
Jauns apgérbs var saturét apstrades
lidzek|u atliekas, kas nav saderigas ar
smarzvielu.

@

Aromats ir pieejams AEG timekla veikala
vai pie oficiala izplafitaja.

8.3 Bérnu drosibas funkcija

Ar So iesp€ju Js varat nelaut bérniem
spéléties ar vadibas paneli.

Lai ieslegtulizslégtu So iespé€ju, turiet

nospiestu taustinu @) dz E iedegas/
nodziest displeja.

lerice paries uz Sis iespé€jas izvéli péc tam,

kad to izslédz.

8.4 Pastaviga papildu skaloSanas
. +

funkcija =35

lestatot jaunu programmu, $i iespéja
pastavigi nodrosinas papildu skalo$anu.

Lai ieslegtulizslégtu So iespéju, turiet
nospiestu taustinu @ L3 sekundes, idz
indikators B3] iedegas/nodziest displeja.

Kad ta ir aktivizéta, ierice parslégsies uz So
iespéju pec tam, kad to izsleédz vai maina/
atiestata programmas.

@

S iespéja palielina programmas ilgumu.

®

Izslédzot So funkciju, skanas signals
parstaj skanét tikai programmas darbibas
beigas.
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9. PIRMS PIRMAS IESLEGSANAS

®

UzstadiSanas laika vai pirms pirmas
lietoSanas reizes iericé var but redzams
udens. Tas ir pari palikusais tdens péec
rapnica veiktas pilnas darbibas
parbaudes, kuras mérkis ir nodroSinat, ka
ierice tiek piegadatam klientam
nevainojama darba kartiba, un par to nav
jasatraucas.

1. Parliecinieties, ka visas transportéSanai
paredzéetas skruves ir iznemtas no
ierices.

Parliecinieties, ka pieejama
elektropadeve un udens krans ir atvérts.

10. AUTODOSE TEHNOLOGIJA
@

Rupigi izlasiet $o nodalu.

10.1 levads

Pareiza mazgasanas lidzekla un velas
mikstinataja deva labak kopj velu un
nodrosina labu mazgasanas sniegumu.

Parmeérigs mazgasanas lidzekla daudzums
boja drebes, savukart parak mazs daudzums
nenodroSina vajadzigo rezultatu.

Stierice ir aprikota ar automatisko dozésanas
sistému, kas spé&j automatiski piegadat
pareizo mazgasanas lidzekla un velas
mikstinataja devu, lai saglabatu auduma
viengabalainibu un krasu spilgtumu.

3. Parliecinieties piepildit AutoDose tvertnes
ar Skidro mazgasanas lidzekli /42 un

velas mikstinataju % Skatiet sadalu
"AutoDose pamata iestafijumi" nodala
"AutoDose tehnologija".

4. lelejiet tilpné 2 litrus Udens.

S darbiba aktivizé Gidens izsiknésanas

sistemu.

5. lestatiet un iedarbiniet kokvilnas
programmu ar augstako temperaturu,

_neievietojot velas tilpné velu.

Sadi no velas tilpnes tiek izfiriti visi

iespéjamie netirumi.

(AUTOMATISKA DOZESANA)

A AutoDose Skidra mazgasanas lidzekla
tvertne.

B AutoDose velas mikstinataja tvertne.

lerice ir ieprieks iestatita ripnica ta, lai ta
butu piemérota vairumam lietotaju.

Kad programma ir aktivizéta, ierice
automatiski pados vajadzigo mazgasanas
lldzekla un velas mikstinataja daudzumu
atbilstoSi realajam ievietotas velas
daudzumam, ja AutoDose ir aktivizéta un

displeja redzams indikators 1@ un/vai %

@

Dazas programmas AutoDose ir

deaktivizéta (indikatori ~4> un/vai &3
nedeg un displeja redzams OFF), jo ir
apgeérbi, kuriem nepieciesami speciali
mazgasanas lidzekli vai papildlidzekli.
Sada gadijuma ielejiet mazgasanas
lidzekli un citus lidzeklus attiecigaja
manualas uzpildes nodaljuma.
Skatiet sadalu “AutoDose un iespéju
saderiba ar programmam” nodala
“Programmas”.
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Sikaka informacija par AutoDose un
papildu iestatijumu aktivizeéSanu ir
pieejama, lejupieladgjot lietotni.

10.2 Mazgasanas lidzekla dozators
ar AutoDose tvertném un
manualiem nodalljumiem

®

Izmantojot mazgasanas lidzekli un visus
paréjos lidzeklus, vienmeér ievérojiet
mazgasanas lidzek|a razotaja
noradijumus uz iepakojuma. Més
iesakam neparsniegt katra nodalijuma
noradito maksimalo limeni (MAX).

Ja abas AutoDose tvertnes ir iespéjotas
iestatitaja programma , Skidrais mazgasanas
lidzeklis un velas mikstinatajs tiek pievienoti
automatiski.

Ja viena vai abas AutoDose tvertnes ir
atspéjotas (OFF ) iestafitaja programma,
uzpildiet produktu manuali attiecigaja

nodalijuma.
AutoDose
Ale g

Manual

(Manual) .'}:@

& AutoDose tvertnes Skidrajam
mazgasanas lidzeklim Adun velas
mikstinatajam 3.

/\ BRIDINAJUMS!

Neieberiet velas pulveri nodalijuma
AutoDose.

. 754

. & Manualais nodalijums mazgasanas
fazei: pulverveida un sSkidram
mazgasanas lidzeklim.
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Lietojot Skidro mazgasanas lidzekli,
parliecinieties, ka skidra
mazgasanas lidzekla tvertne ir
ievietota. Skatiet rindkopu "Manuala
mazgasanas lidzekla un papildiidzek|u
uzpildi$ana” $aja nodala. Skidra
mazgasanas lidzekla tvertne atrodas
tilpne.

» v Manualais nodalijums Skidriem
papildlidzekliem (velas mikstinatajam,
auduma atjaunotajam, cietei).

« MAX Maksimalais mazgasanas lidzekla/
papildlidzeklu daudzuma limenis.

10.3 AutoDose pamata iestatijumi

Rupnicas ieprieks iestatitas devas lielai
ieladei ir 90 ml mazgasanas lidzekla
tvertnei un 25 ml velas mikstinataja
tvertnei: optimala konfiguracija vairuma
lietoSanas gadijumu. Pamatojoties uz So
iestatijumu, ierice aprékinas precizu devu
katrai mazgasanas reizei.

Tomeér netipiskos apstaklos (loti miksts vai loti
ciets tdens) un konkréta mazgasanas
[ldzekla (pieméram, loti blivs) gadijuma més
iesakam pielagot ieprieks iestatito devu,
ieverojot uz mazgasanas lidzekla vai velas
mikstinataja iepakojuma sniegtos
noradijumus: piem., izmantojot ipasi blivu
mazgasanas lidzekli, jums var nakties
ieverojami samazinat ieprieks noteikto devu.

Ja mazgasanas rezultati nav apmierinosi vai
mazgasanas laika ir parak daudz putu, jus
varat mainit ripnicas iestatijumu. Lasiet
sadala “AutoDose konfiguréSanas rezZims”, ka



mainit pamata iestatijumu, bet vispirms
veiciet turpmako:

1. nosakiet iidens cietibas pakapi
Parbaudiet Gdens cietibas pakapi sava
rajona. Pakapes parasti ir noraditas ka:
miksts, vidéjs un ciets.

Ja nepiecieSams, sazinieties ar vietéjo
pasvaldibu, lai uzzinatu ddens cietibas
pakapi sava apgabala.

2. Nosakiet pielagotu mazgasanas
lidzekla devu.

noskaidrojiet lietojamo daudzumu.

Lidzekla ieteicamais daudzums ir tris

dazadu faktoru kombinacija:

» Qdens cietibas imeni (skatiet talak
esos$o tabulu);

* normalo netiribas pakapi;

» Nominala ierices ietilpiba (piem.,
maksimala ietilpiba 10.0 kg). Ja
nominala ietilpiba uz lidzekla tvertnes
etiketes attiecas uz iericem ar zemu
ietilpibu, pielagota deva japalielina par

0,
Parbaudiet etiketi uz mazgasanas 20 %.
lldzekl|a/velas mikstinataja iepakojuma un
® ™
3-5kg | 5-8kg | 8+kg
Pieméram, 8 kg tvertnei { !
ar videji cietu udeni, vide- : :
ju apgérba nefiribas pa- R 1 — 1
kapi devu nosaka lidzekla ! [ :
markéjuma devu krust- T R 1 1
punkta. | i
Udens cietibas pakapes
Pakapes Udens cietibas diapazons
of) °g2) °@3) mmol/l ppm
Miksts <15 <8 <10 <14 <140
Vidajs4) 15-25 8-14 0-17 15-25 150 - 250
Ciets >25 >14 >17 >2.5 >250

1) Franéu pakapés
2) Vacu pakapés
3) Anglu pakapés

) Rupnicas iestafijums, kas piemérots lielakajai dalai gadijumu.
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10.4 AutoDose konfiguréSanas
rezZims

®

Atveriet konfiguréSanas rezimu AutoDose
pirms turpinat programmu iestatiSanu.
Konfiguracijas rezims var atcelt pagaidu
iestafijumus.

velas mazgasanas produkts un divas
bultas. Pieskarieties pogai Temperattra

H atkartoti, lai samazinatu devu, vai

pogai lzgrieSana @) lai samazinatu devu:
minimalais solis ir 1 ml (katrs atseviSks
solis) vai 10 ml (kad pogu tur nospiestu).

1. Laiieslégtu ierici, dazu sekunzu garuma

turiet nospiestu taustinu lesl./Izsl. (D

2. Uzgaidiet apméram 10 sekundes, kamér
notiek ierices iekséja testéSana.

3. Lai atvertu konfiguréSanas rezimu, dazas
sekundes vienlaikus turiet nospiestas

pogas Temperatura ' un lzgrieSana @
lidz displeja paradas “=kun mirgo
mazgasanas [lidzek|a tvertnes 42 un

velas mikstinataja tvertnes & indikatori.
Ja netiek veikta mijiedarbiba ar vadibas
paneli 10 sekunzu laika, ierice iziet no
konfiguracijas rezima.

4. Piespiediet attiecigo tvertnu taustinus, lai
ieslégtu un izslégtu funkciju. Displejs rada
OFF (izslégts), kad tvertne ir atspéjota,
vai rada — tvertnes indikatoru, kad tvertne
ir iespéjota.

5. Laiiestatitu pamata devu, piespiediet
attiecigo tvertnu taustinus, lldz displeja
apaks$a paradas nokluséjuma dozésSanas
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6. Peéc aptuveni 10 sekundem displeja atkal

redzams programmu informacijas ekrans,
vai ari vélreiz piespiediet pogas

Temperatura E un IzgrieSana @ lai
nekaveéjoties izietu no izvélnes.

10.5 Mazgasanas lidzekla un
piedevu uzpilde AutoDose sistéema

@

Izlasiet nodalas “Padomi un ieteikumi”
sadalu “Mazgasanas lidzekli un citi
lidzekli”.

@

lesakam neparsniegt maksimalo noradito

imeni (MAX).

1. Atveriet mazgasanas lidzekla dozatoru.

\W//)

2. Paceliet AutoDose vaku.




3. Uzmanigi ielejiet mazgasSanas Ndzekli
AutoDose mazgasanas lidzek|a tvertné

/43 Piepildiet dz noraditajam
maksimalajam limenim MAX.

4. Uzmanigi ielejiet tikai velas mikstinataju
AutoDose velas mikstinataja tvertna®.
Piepildiet "dz noraditajam maksimalajam

fimenim MAX.

5. Novietojiet zemak AutoDose parsega
vaku.

6. RuUpigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klik$kis.

XJF

V)

10.6 AutoDose zema limena
indikators

Neuzpildiet AutoDose tvertnes, ja vien
ierice nenorada, ka viena vai abas
tvertnes ir tukSas.

Kad aktivizéta tvertne sak palikt tuk$a, ekrana
Iénam un ilgstosi mirgot attiecigais indikators.

Tas parstas mirgot, kad nodalijums ir
uzpildits.

Ja tvertne netiek uzpildita, kad programma
saks darboties, indikators parstas mirgot un
visu laiku degs. Ka programma ir beigusies,
tas atkal saks mirgot.

Ja vien AutoDose funkcija nav izslégta, ja
nodalijuma lidzekla nav palicis daudz,
attiecigajam nodalijumam iestatita deva bus
redzama displeja katru reizi, kad atvilktne tiek
atvérta, lai atgadinatu, ka to nepiecieSams
uzpildit.
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Ja abas tvertnés lidzekla palicis maz, abi
indikatori mirgos, tacu tikai mazgasanas
lldzek|a iestatita deva bls redzama displeja.

Ja tvertnes ir uzpilditas, pirms ierice tiek
ieslégta pirmo reizi, AutoDose indikators
nemirgos.

/\ UZMANIBU!

Tvertnes jauzpilda ar tadas pasas
markas un veida mazgasanas lidzekli/
velas mikstinataju/piedevu, kas tika
izmantota ieprieks, pretéja gadijuma
tvertnes pirms uzpildes jaizfira.

10.7 ParslégSanas no AutoDose uz
manualo dozésanu

Funkciju AutoDose var atsp€jot vienai vai
abam tvertném, nospiezot attieciga taustina
simbolu.

Pieméram:
» Lai izslegtu audumu mikstinataja tvertni,

nospiediet taustinu % lidz displeja
redzams OFF.

10.8 AutoDose deaktivizésana

Ja vélaties izmantot velas mazgajamo
masinu TIKAI manuali, varat automatiskas
dozéSanas funkciju deaktivizét. Kad ir
aktivizéts konfiguracijas rezims AutoDose,
nospiezot un turot nospiestus taustinus

Temperatira ' un lzgrieSana @:

1. Pieskarieties lidzekla taustinam 42 vai
mikstinataja taustinam &3, lidz displeja
redzams LIFF : funkcija AutoDose tiek
pilniba izslégta attiecigajai tvertnei vai
abam tvertném.

2. Peéc aptuveni 10 sekundem displeja atkal
redzams programmu informacijas ekrans.

10.9 Mazgasanas lidzekla un
papildlidzeklu manuala uzpilde

Jums, iesp€jams, bus jalieto cits mazgasanas
[ldzeklis vai velas mikstinatajs, nevis tas, kur$
tiek izmantots AutoDose tvertnés. Vispirms
parliecinieties, ka AutoDose tvertnes ir
atspéjotas, tad manualajos nodalijumos
ielejiet mazgasanas lidzekli un/vai citus
papildiidzek]|us.

» Ja vélaties lietot tadu mazgasanas lidzekli,
kas nav iepildits tvertnés AutoDose, jus
varat izslégt mazgasanas lidzekla tvertni,
nospiezot taustinu 143 lidz displeja
redzams OFF.
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Neparsniedziet maksimalo noradito

imeni (MAX).

1. Atveriet mazgasanas lidzekla dozatoru.



2. leberiet pulveri L tvertné. Ja izmantojat
Skidros mazgasanas [lidzek|us, skatiet
sadalu "Manuala Skidra mazgasanas
lidzekla uzpilde".

3. Ja vélaties ielejiet velas mikstinataju

nodalljuma  wanua ,

4. Rupigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klikSkis.

\%//3

Manuala sSkidra mazgasanas lidzekla

uzpilde

1. levietojiet Skidra mazgasanas lidzekla
tilpni.

2. lelejiet nodahjuma skidro mazgasanas
lidzekli 4.

3. RuUpigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klikskis.
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Ja masina nav lietota ilgak par 4 nedélam
un tvertnes bija uzpilditas, mazgasanas
lldzeklis/mikstinatajs var sabiezét un
izzlt. NepiecieSams iztirit atvilktni, ka tas
noradits nodala “Apkope un firisana”.

10.10 Atvertas atvilktnes indikators

Kad programma darbojas, mazgasanas
lidzekla atvilktnei vienmeér jabut aizvertai.

11. PROGRAMMAS

Sensors atvilkiné nosaka, ja atvilktne ir
atvérta (vai nav pareizi aizvérta), kad
programma darbojas. Sada gadijuma ierices
darbiba tiks nekavéjoties apturéta.

Ja piespiezat Starts/pauze |>|| taustinu,
atskan kludas signals, un displeja izslégsies
viss, iznemot AutoDose simbols, kas degs
dazas sekundes. Tad displejs parslégsies
sakotnéja apturéta stavokli.

Tas notiks ari tad, ja AutoDose funkcija ir
izslégta.

Lai turpinatu programmas izpildi,
parliecinieties, ka atvilktne ir pareizi aizvérta,

un piespiediet taustinu Starts/pauzeD”.

11.1 Lietotne App un papildu sléptas programmas

Lietotne App sniedz jums plasu izvéli ar papildu sléptam programmam. Izveidojiet savienojumu
ar App un varésiet izvéléties programmu, kas visvairak atbilst jusu vajadzibam.

Varat ari saglabat atmina jebkurus sléptos ciklus izlases programmu E"u“? pozicijas. Lai izvélétos
programmu tiesi no ierices, skatiet punktu “Izlases programmas” sadala “Centrala poga un taustini”.

®

Programmu nosaukumi var mainities atkariba no tirgus prasibam bez iepriek$€ja

bridinajuma.

Lietotné varat atrast pilnu aprakstu katrai programmai.

Sporta apgérbs Gultas vela

Ikdieniskais trenintérps Sega

Dinu jakas Dvieli

Futbola/regbija apgérbs Apgérbs ar majdzivnieku
Sléposanas apgérbs spalvam

SkrieSanas apavi

Zidainu apgérbi Viegli gludinat

DzZinsi Pretalergisks tvaiks

Lins 1 vienibas atra mazgasa-
Krekli na

Tvaiks - KaSmirs
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11.2 Programmu tabula

Programmas Atsauces ve- Maksima- Programmas apraksts
Nokluséjuma tem- las izgrieSa-  lais velas
peratiira nas atrums daudzums
Temperaturas dia- Velas izgrie-
pazons Sanas atruma
diapazons
Eco 40-60 (tikai maz-
gf)éanas rezims) — 400 apgr./min 10.0 kg
2)
Balti kokvilnas audumi un krasnoturigi kokvil-
Ec0 40-60 + skapi nas audumi. Vidéji nefira vela.
co 40-60 + skapja
sausuma limenis
(mazgaSanas unza&-  _ 400 apgr./min 6.0 kg
vésanas rezZims)
3)
2)
Eco T’(O‘(EO + Ieyie;oéa- 6.0 kg Balti kokvilnas audumi un krasnoturigi kokvil-
nai skapi piemérots - . nas audumi.
sausuma limenis (tikai
zavésanas rezims)
Balti un krasoti kokvilnas izstradajumi. Vid&ji, loti
Kokvilna _ 400 apgr./min 10.0 kg un viegli nefira vela.
40°C
95°C — auksts
1200 /mi Sintétikas vai jauktu audumu izstradajumi. Vidéji
o apgr./min nefira vela.
Sintstika 1200 apgr./min — 4.0kg '
30°C 400 apgr./min
60 °C - auksts
. Smalki audumi, pieméram, akrils, viskoze un
Smalka vela 1200 apgr./min jaukta veida audumi, kam nepiecieSama saudzi-
30°C ’ 1380 apg;./mln - 2.0kg gaka mazgasana. Vidéji un viegli netira vela.
apgr./min
40 °C - auksts P9
@ @ Velas mazgajama masina mazgajami vilnas, ar
- - 1200 apgr./min rokam mazgajami vilnas un citi audumi, uz ku-
I\'gréar;Mazgasana ar 1200 aggr./min - 1.5 kg riem noradits kop$anas simbols “mazgat ar rok-
40°C 400 apgr./min am4)

40 °C - auksts
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Programmas Atsauces ve- Maksima- Programmas apraksts
Nokluséjuma tem- las izgrieSa- lais velas
peratiira nas atrums daudzums
Temperaturas dia- Velas izgrie-
pazons Sanas atruma
diapazons
%
Virsdrébes @
30°C Nelietojiet auduma mikstinataju un ru-
40 °C —auksts péjieties par to, lai mazgasanas lidzek-
la dozatora nebutu velas mikstinataja
atlieku.
Ara apgérbs, tehniskais, sporta apgérbs, Gdensne-
caurlaidigas un gaisu caurlaidigas jakas, véjjakas ar
1200 apgr./min iznemamu vilnas vai iek3&jo silto oderi.
1200 apgr./min — 2.0 kg
400 apgr./min @
Izpildot kombinéto mazgasanas un za-
véSanas programmu, zavésanas faze
darbojas ar1 udensnecaurlaidibas at-
jaunosanai. Parbaudiet, vai apgérba
kopSanas etiketé ir noradits, ka attieci-
gos apgérbus ir atlauts zavét velas za-
vétaja.
Apkopes cikls ar karstu Gdeni velas tilpnes izfirisa-
Masinas fifidana nai un atsvaidzinasanai un smaku izraiso$u noguls-
60°C nu likvidésanai. Pirms $i cikla palaiSanas iznemiet
no velas tilpnes visus priekSmetus. lelejiet mazga-
1200 apgr./min $anas fazes nodalljuma glazi hlora balinataja vai ve-
1200 apgr./min — - las mazgajamo masinu tirisanas lidzekla mazgasa-
400 apgr./min nas lidzekla dozatora mazgasanas fazes nodaliju-
ma. NEIZMANTOJIET abus kopa.5)
Ja iestatat rezZimu Zévé§ana&| $ai programmai, tad
ierice veiks ciklu, lai atbrivotos no pukam tilpné.
1200 apgr./min 1.0 kg Programma, kas paredzéta lidz pat 1 kg jauktu sin-
1 kg Quick 20° tf‘atiskg a_udu_ma}(_re_kju izma_zg_ééa_mai tikavi_ 2_0 minﬁ—
Wash&Dry 60’ tés. P|eV|en01|e_tvzavesanavs_fa_zv|, lai nogjrosmatulpll-
30 °C nu velas mazgasanas un zavésanas ciklu 60 mind-
40°C—30°C tés.
. Kokvilnas un jaukti sintétikas audumi. Labi pieméro-
MixLoad 1288 :pg:-ﬂzz _ 50k ta ikdienas velas mazgasanai isa laika, labakai ap-
30°C 200 apggl;nin U Kg gérba saucgzesanal un labiem tiri$anas rezultatiem
60°C — 30°C : jau pie 30 °C.
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Programmas Atsauces ve- Maksima- Programmas apraksts
Nokluséjuma tem- las izgrieSa- lais velas
peratiira nas atrums daudzums
Temperaturas dia- Velas izgrie-
pazons Sanas atruma
diapazons
EEJ (G;) Balta kokvilnas vela. ST augstas efektivitates mazga-
Higiena $anas programma, kas apvienota ar tvaikiem, likvi-
60°C dé vairak neka 99,99 % baktériju un virusu®) maz-
apgr./min — gasanas laika uzturot temperatdru virs 60 °C; tvaika
400 apgr./min 10.0 kg faze nodroina papildu iedarbibu uz $kiedram; uzla-
bota skalo$anas faze nodroSina pienacigu velas
mazgajama lidzekla un mikroorganismu likvidésanu.
ST programma nodrosina ari ziedputek$nu/alergénu
pienacigu likvidéSanu.
Lai izskalotu un izgrieztu velu. Visi audumi, izne-
Skalog apgr./min — mot vilnas izstradajumus un smalkvelu. Samazi-
alosana 400 apgr./min 10.0kg niet velas izgrieSanas atrumu atbilstosi velas vei-
dam.
/mi Velas izgrieSana un udens izsuknéSana no velas
s - ’ apgr./min — tilpnes. Visi audumi, iznemot vilnas un smalkos au-
IzgrieSana/Udens iz- 400 apgr./min 10.0 kg dl’;mus. 4

suknésana

1) Saskana ar Eiropas Komisijas regulu ES 2019/2023. ST programma noklusé&juma temperatiira un izgrie$anas
atruma tikai mazgasanas rezima, kur nominala ietilpiba noradita ka 10.0 kg, spé&j mazgat kopa viena cikla vidéji
netiru kokvilnas velu, kuru drikst mazgat 40 °C vai 60 °C temperatra.

®

Velas sasniegto temperatiru, programmas darbibas ilgumu un citus datus skatiet nodala “Patérina vértibas”.
Visefektivakas programmas energopatérina zina parasti ir tas, kas darbojas ar zemaka temperatira un ilgaku

laiku.

2) Sis programmas temperatiira nav redzama displeja un tiek iestatita automatiski.

3) Saskana ar Eiropas Komisijas regulu ES 2019/2023. ST programma nokluséjuma temperatiira un izgrie$anas
atruma mazgasanas un zavésanas rezima, kur nominala ietilpiba noradita ka 6.0 kg un izmantota zavéSanas paka-
pe “levieto$anai skapt piemérots sausums”, sp&j izmazgat vidéji nefiru kokvilnas velu, kuru drikst mazgat kopa vie-
na cikla 40 °C vai 60 °C temperatira, un péc zavéSanas fazes beigdm velu var uzreiz ievietot skapl.

4) Si cikla laika velas tilpne griezas 1&nam, lai nodrosinatu saudzigu mazgasanu. Si cikla laika velas tilpne griezas
Iénam, lai nodroSinatu saudzigu mazgasanu, bet tas ir normali $ai programmai.

5) Péc velas tilpnes izfiriSanas palaidiet skaloSanas ciklu ar tukSu velas tilpni, nepievienojot velas mazgasanas
lidzekli, lai izskalotu balinataja atlikumus.

6) . Parbaudita pret zeltaino stafilokoku (Staphylococcus aureus), enterokokiem (Enterococcus faecium), raugvei-
da sénitéem (Candida albicans), baktériju Pseudomonas aeruginosa un MS2 bakteriofagu aréja parbaude, kuru
2021. gada veica uznémums “Swissatest Testmaterialien AG” (parbaudes zinojuma nr. 202120117),
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Programmu iespéju saderiba
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Programma

lespéjas

Eco 40-60

Kokvilna

Sintétika
Smalka vela

kam

asana ar ro

Vilna/Mazg

8.2

Masinas tirisana

Q‘l Virsdrébes

MixLoad

{b({l)) Higiéna

1 kg Quick 20’ Wash&Dry 60’
Skalos$ana

lzgrieSana/Udens izsuknésana

§§89

AUTO
Automatiska zavé-
Sana

u3)

@S

Zavésana uz laiku

@.

Laika taupiSana 4)

G

Tvaiks 5)

@

Pabeigt péc

1) |estatot iespéju Bez velas izgrieSanas, ierice veic tikai tdens izstiknésanu.

2) S iespéja nav pieejama temperatirai, kas zemaka par 40 °C.

3) Nevar izvéléties kopa ar gludinasanas sausuma limeni.

4) lestatot visisako darbibas ilgumu, iesakam samazinat mazgajamas velas daudzumu. lericé var ievietot ari mak-
simalo velas daudzumu, tacu tas pasliktinas mazgasanas rezultatu.

5) Tvaika fazes ilgumu var samazinat, izmantojot pogu Laika taupT§ana€".

4 = Pieejama tikai programma “Gatavs

ievietoSanai skapr”.

Katrai programmai piemérotie mazgasanas Iidzekli

Programmas Universals Skidrais uni-  Skidrais maz- Smalkvela, Ipass
velas mazga- versalais gasanas lidz- vilnas izstra-
Sanas pulve- mazgasanas eklis krasai- dajumi
ris1) lidzeklis niem audu-
miem
Eco 40-60 A A - -
Kokvilna A A - -
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Programmas Universals Skidrais uni-  Skidrais maz- Smalkvela, Ipass

velas mazga- versalais gasanas lidz- vilnas izstra-

Sanas pulve- mazgasanas eklis krasai-  dajumi

ris1) Iidzeklis niem audu-

miem

Sintétika A A A - -
Smalka vela -- -- - A a
Vilna/Mazgasana _ _ _ . .
ar rokam
Virsdrébes -- - - A A
1 kg Quick 20’ 3 R N B __
Wash&Dry 60’
MixLoad - A A - -
Higiéna A A - - A

1) Temperatira, kas parsniedz 60 °C, ieteicams lietot pulverveida mazgasanas lidzekli.

A = jeteicams
-- = nav ieteicams

11.3 Woolmark Wool Care — Zils

Q)
WOOL CARE

WOOL HAND WASH SAFE

*  Uznémums "Woolmark Company" ir
parbaudijis §is masinas vilnas
mazgasanas programmu un atzinis to par

11.4 Automatiska zavesana

piemérotu vilnu saturo$u apgérbu, kuriem
uz etiketes noradits, ka tie jamazga ar
rokam, mazgasanai ar nosacijumu, ka Sie
izstradajumi tiek mazgati saskana ar
noradém uz apgérbu etiketém un velas
masinas razotaja noradijumiem. M1230.

« Sis velas mazgajamas masinas vilnas
zavésanas ciklu parbaudija un par labu
atzina uznémums "Woolmark Company".
Sis cikls ir piemerots, lai zavétu vilnas
izstradajuma apgérbus, kuriem uz etiketes
noradits, ka tie jamazga ar rokam, ar
noteikumu, ka tie mazgati, izmantojot
Woolmark apstiprinatu mazgasanas ciklu
apgérbiem, kas jamazga ar rokam, un
izzavéti saskana ar razotaja instrukcijam.
M1224.

Woolmark simbols daudzas valstis ir atzits

par sertifikacijas zimi.

@

kirties no paradita laika.

Sakotnéjie cikla laiki programmam ar funkciju Automatiska zave-
Sana ir tikai apléstas, faktiskais zavéSanas laiks var nedaudz ats-
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Sausuma pakape Auduma veids levietojamais velas

daudzums
Kokvilna un lins lidz 6.0 kg
(peldmételi, vannas dvieli, u.c.)
Loti sausa
Dvielu audumiem
Kokvilna un lins lidz 6.0 kg
ED (peldmételi, vannas dvieli, u.c.)
levietosanai skapi piemérots sausums Siptétika_un jaukti audlvlmi = fidz 4.0 kg
Uzglabasanai (dZzemperi, blizes, apak$vela, maj-
saimnieciba izmantojamas vela un
gultas vela)
Smalki audumi idz 2.0 kg
(akrila, viskozes un smalki, jaukti au-
dumi)
Vilnas izstradajumi fidz 1.0 kg
(vilnas dzemperi)
Ara sporta apgérbs lidz 2.0 kg
(ara apgérbs, darba apgérbs, sporta
apgérbs, Gdensnecaurlaidigas un el-
pojosa auduma jakas, véjjakas)
Kokvilna un lins lidz 6.0 kg
= (palagi, galdauti, krekli u.c.)
Iron Dry (Gludinatas velas sausums)
Piemérota gludinasanai
11.5 Zavésanas laiks
Sausuma paka- Auduma veids Velas daudz- leteicamais
pe ums (kg) laiks (mindtes)
lzgrieSanas
atrums (apgr./
min)
Loti sausa Kokvilna un lins 6.0 245 - 265
Dvielu audumiem (peldmételi, vannas dvieli, u.c.) 1600
4.0 165 - 185
1600
2.0 125-135
1600
levieto$anai skapt  Kokvilna un lins 6.0 235 - 255
piemérots sau- (peldmételi, vannas dvieli, u.c.) 1600
sums
Uzglabasanai
4.0 155 - 175
1600
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Sausuma paka- Auduma veids Velas daudz- leteicamais
pe ums (kg) laiks (mintes)
lzgrieSanas
atrums (apgr./
min)
2.0 115-125
1600
Sintétika un jaukti audumi 4.0 135-145
(dZzemperi, blizes, apak$vela, majsaimnieciba iz- 1200
mantojamas vela un gultas vela)
1.0 40-50
1200
Smalkvela 2.0 140 - 160
(akrila, viskozes un smalki, jaukti audumi) 1200
1.0 70-80
1200
Vilna 1.0 110 - 130
(vilnas dzemperi) 1200
Ara sporta apgérbs 2.0 140 - 160
(ara apgérbs, darba apgérbs, sporta apgérbs, 1200
Gdensnecaurlaidigas un elpojo$a auduma jakas,
v€jjakas)
1.0 70-80
1200
Iron Dry (Gludina-  Kokvilna un lins 6.0 170 - 190
tas velas sausums) (palagi, galdauti, krekli u.c.) 1600
Piemérota gludina-
Sanai
4.0 105 - 125
1600
2.0 75-85
1600

12. T WI-FI — SAVIENOJUMA IESTATISANA

S sadala apraksta, ka pieslégt viedierici Wi-
Fi tiklam un savienot to ar mobilajam iericeém.

Ar Sis funkcijas palidzibu varat sanemt
pazinojumus, uzraudzit un parvaldit savu
ierici no mobilas ierices.

Wi-Fi funkcija ka rapnicas noklus€juma
iestatijums ir izslegta.

Lai pieslégtu ierici, kas laus jums baudit pilnu
funkciju un pakalpojumu klastu, jums
nepiecieSams:

* bezvadu tikls majas ar iesp€jotu interneta
pieslégumu;
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* bezvadu fiklam pieslégta mobila ierice.

Wi-Fi modula parametri

Frekvence 2,412 — 2,472 GHz Eiropas tir-
gum
Protokols IEEE 802.11b/g/n

Maksimala jauda <20 dBm

Sifrésana WPA, WPA2, WPA3




12.1 QR kods uz tehnisko datu
plaksnites

CIEAE oo
7.3 v S
E '-,I-‘\' Ser.No. 00000000

QR kodu var izmantot divos veidos:

* Noskenéjiet QR kodu ar iebuvéto kameras

lietotni, lai lietotnu veikala lejupieladétu

musu lietotni sava viedierice, un veiciet

noraditas darbibas.

» Savienojuma izveidoSana starp ierici un

viedierici procesa vienkarsosanai.
Noskenéjiet QR kodu, izmantojot musu
lietotné integréto QR kodu skeneri.

12.2 App instalesana un
konfigurésSana

®

App lauj jums kontrolét jusu velas
mazgasanu ar mobilo ierici.

Taja ir daudz programmu, noderigas
funkcijas un 1pasi Jusu iericei paredzéeta
produkta informacija.

Lietotné jus varat izvéléties programmas,
kas ir pieejamas ierices vadibas panel,
ka art atblokét papildu programmas, kas
ir pieejamas tikai mobilaja ierice.

Papildu programmas var maintties laika
gaita lidztekus jaunam lietotnes versijam.
Ta ir personalizétu velas kop$ana — viss
no JUsu mobilas ierices.

Lejupieladéjiet un instal€jiet musu lietotni.
Startéjiet lietotni. Izvélieties valsti un
valodu un pierakstieties ar savu e-pasta
adresi un paroli. Ja jums nav konta,
izveidojiet jaunu, izpildot App sniegtos
noradijumus.

lekartas registréSanai un konfiguré$anai
izpildiet lietotné sniegtos noradijumus.

12.3 lerices bezvadu savienojuma
konfigurésana

1.

Lai ieslégtu ierici, dazu sekunzu garuma

turiet nospiestu taustinu lesl./Izsl. @
Pirms turpinat bezvadu savienojuma
konfiguréSanu, nogaidiet aptuveni

10 sekundes.

Izvélieties programmu, pagriezot
programmu izvéles regulatoru.
Vienlaicigi nospiediet un turiet Pabeigt

pac @ un Automatiska zavésana

pogas dazas sekundes, lldz atskan
klikSkis. Atlaidiet taustinus. Displeja uz
5 sekundém paradas Gn, un sak mirgot
indikators =.

Bezvadu modulis sak aktivizéties.

)))

@

Parliecinieties, ka jusu lietotne ir gatava
savienojumam.

4. Péc aptuveni 10 sekundém displeja

paradas - (Piekluves punkts).

Izveidojot ierices savienojumu ar lietotni,
staviet ar mobilo ierici tas tuvuma.

Parliecinieties, ka mobila ierice ir savienota ar

bezvadu tiklu.
1. Dodieties sava iericé uz App Store vai

noskenéjiet QR kodu (sk. rindkopu “QR

kods uz raZotgja plaksnites’).

Piekluves punkts bus atvérts aptuveni 5
mindtes.

LATVIESU 39



5. Konfiguréjiet App sava viediericé un
izpildiet noradijumus, lai pieslégtu ierici
Wi-Fi tiklam.

6. Ja pieslegums ir konfiguréts, kad
programmas informacijas ekrans atkal
bus redzams, displeja paradisies
indikators =.

)))

®

Katru reizi, kad ieslégsiet ierici, tai bus
nepiecieSamas aptuveni 10 sekundes, lai
automatiski pieslégtos pie tikla. Kad
indikators = parstaj mirgot, savienojums
ir izveidots.

Lai izslegtu bezvadu savienojumu,
vienlaikus nospiediet un turiet pogas Pabeigt
péc un Automatiska zavésana dazas

sekundes, lidz atskan pirmais skanas signals.

Atlaidiet taustinus. Displeja uz 5 sekundém
sdss TJFF
paradas Ui .

®

Ja jus izsledzat un atkal iesleédzat ierici,
bezvadu savienojums automatiski
izslegsies.

Lai dzéstu bezvadu datus, vienlaikus
piespiediet un turiet nospiestas pogas
Pabeigt pec un Automatiska zavesana dazas
sekundes, idz atskan otrais skanas signals:

Displeja uz paris sekundém paradas =~
12.4 @ Attalinata ieslégsana
Attalinata palaiSana |auj aktivizet ciklu,
izmantojot talvadibu.
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@

Talvadiba ieslédzas automatiski, kad

piespiezat taustinu Starts/pauze |>|| lai
aktivizétu programmu, ta¢u mazgasanas
programmu iespéejams ieslégt ar
attalinati. Funkcija ir izslégta, kad durvis
ir atvertas.

JUs varat aktivizét attalinato ieslégsanu, kad
ir instaléta lietotne un izveidots bezvadu
savienojums, turpmak izklastitaja veida.

1. Pieskarieties pogai Attalinats starts B.
Displeja dazas sekundes mirgo indikators
P

.

)))

2. Pieskarieties pogai Starts/pauze |>|| lai
aktivizétu attalinato palaiSanu, pirms
— [ |
indikators Imti7 1~ parstaj mirgot.

Indikatori & un =0 paradas programmas

kopsavilkuma ekrana, un durvis ir slégtas.

Tagad varat aktivizét programmu attalinati.

@

Pieskaroties taustinam Starts/pauze [>||

kad beidz mirgot indikators F: F'F', netiek
aktiveta Attalinata palaiSana, bet sak
darboties iestatita programma.

Lai nonemtu Attalinato palaiSanu,

nospiediet pogu Attalinats starts O un
apstipriniet izveli, nospiezot pogu Starts/

pauze Dl

12.5 Bezvadu atjauninasana
Lietotne var piedavat atjauninajumu jasu
iericei.

Atjauninajumu var pienemt tikai, izmantojot
lietotni.



Ja darbojas kada programma, lietotne pazino,
ka atjauninaSana saksies péc programmas
beigam.

Atjauninasanas laika ierice rada i F'd
displeja.

Neizslédziet un neatvienojiet ierici no
elektrofikla atjauninasanas laika.

lerice bus atkal lietojama péc atjauninasanas
pabeigSanas, netiks paradits nekads
pazinojums par veiksmigu atjauninasanu.

Ja rodas kluda, ierice rada E ™ displeja:
vienkarsi nospiediet jebkuru taustinu vai
pagrieziet regulatoru, lai atgrieztos normalas
lietoSanas rezima.

13. IZMANTOSANA IKDIENA

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".

13.1 lerices aktivizésSana

1. Pievienojiet elektrotikla vada spraudni
elektrotikla kontaktligzdai.

2. Atveriet udens kranu.

3. Laiieslégtu ierici, dazu sekunzu garuma

turiet nospiestu taustinu lesl./Izsl. @
Atskan 1ss skanas signals. lerice automatiski
piedava nokluséjuma programmu. ledegas
attiecigais indikators.

Displeja redzama noklus€juma programma,
Eco 40-60, cikla ilgums, maksimalais velas
daudzums (dazas sekundes), noklus€juma
temperatira, nokluséjuma velas izgrieSanas
atrums un programmu veidojoSo fazu
indikatori.

13.2 Velas ievietoSana tilpné

» Atveriet ierices durvis.

* lzpuriniet drébes, pirms ievietojat tas
ierice.

* levietojiet velu tilpné pa vienam gabalam.

Parliecinieties, ka tilpné nav ievietots parak

daudz velas.

» Stingri aizveriet durvis.

12.6 Wi-Fi vienmeér ieslégts
Lietotné ir pieejama funkcija Wi-Fi vienmér
ieslegts (Wi-Fi Always On).

&7 funkcija nodrosina ierices pastavigu
savienojumu ar tiklu pat tad, ja ierice ir
izslégta.

Indikators = iedegas un izslédzas ar
partraukumiem.

lerici ir iesp&jams ieslégt, nospiezot pogu
lesl./1zsl. O) vai izmantojot lietotni.

@

Funkcija Wi-Fi vienmér ieslégts var
ietekmét elektroenergijas patérinu.

/\ UZMANIBU!

- Aizveriet ierices durvis un
parliecinieties, ka starp tas blivi un
durvim nav iesprudusi vela. Sada
gadijuma pastav udens nopludes vai
velas bojajumu risks.

- Mazgajot loti netiru velu ar ellas
traipiem, var nodarit bojajumus ierices
gumijas dalam.

13.3 Mazgasanas un citu lidzek|u
lietoSana

Ja abas AutoDose tvertnes ir iespéjotas
iestatitaja programma, mazgasanas ldzeklis
un velas mikstinatajs tiek pievienoti
automatiski.
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Ja viena AutoDose tvertne ir atspéjota
(OFF) iestatitaja programma, uzpildiet
produktu manuali attiecigaja nodalijuma.

13.4 Programmas iestatiSana

®

Ja vélaties mainit automatisko
mazgasanas lidzekla vai auduma
mikstinataja dozeéSanu, atveriet AutoDose
konfiguracijas rezimu, pirms turpinat
programmas iestafiSanu. Konfiguracijas
rezims var atcelt pagaidu iestafijumus.
Skatiet sadalu “AutoDose konfiguracijas
reZims” nodala “AutoDose tehnologija
(automatiska dozésana)”.

1. Pagrieziet programmu izvéles parslégu
izveletas mazgasanas programmas
pozicija. leslédzas attiecigas programmas
indikators.

Eco 40-60 ir nokluséta piedavata programma,

kad ierice ir ieslégta; ta ir programma, uz kuru

attiecas energomarkéjuma noradita
informacija.

Mirgo pogas Starts/pauze Pllindikators.

Displeja redzams orientéjoSais programmas

ilgums, maksimala noradita ielade

programmai (tikai dazas sekundes),
nokluséjuma temperatira, noklus€juma velas
izgrieSanas atrums un mazgasanas fazes
indikatori (kad tadi ir).

2. Lai mainitu temperaturu un/vai velas
izgrieSanas atrumu, nospiediet attiecigas
pogas.

3. Ja vélaties, iestatiet vienu vai vairakas
iespéjas, pieskaroties attiecigajiem
taustiniem. Saistfitie indikatori iedegas
displeja un noradita informacija attiecigi
mainas.

®

Ja izvéle nav iespéjama, atskan skanas
signals.

13.5 Programmas saksSana

/\ BRIDINAJUMS!

Parliecinieties, ka mazgasanas lidzekla
dozators ir ciesi aizverts, jo pretéja
gadijuma programma nesaks darboties.
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Pieskarieties taustinam Starts/pauze |>|| lai
ieslégtu programmu.

Attiecigais indikators partrauc mirgot un
turpina degt.

Programma uzsak darbibu, durvis ir blokétas.

Displejs rada indikatoru —0,

@

Udens izslikné$anas siknis darbojas Tsu
bridi, pirms iericeé ieplUst udens.

13.6 Programmas palai$ana ar
iespéju Pabeigt péc @

1. Vairakkart nospiediet to, lidz displeja
redzams vélamais programmas beigu
laiks. ledegas indikators .

2. Pieskarieties taustinam Starts/pauze |>||
Velas tilpne sak veikt ProSense aprékinu, ja
tas ir paredzeéts atlasitaja programma.

3. lerice sak laika atskaiti [idz programmas
beigu laikam, un programma sak
darboties attiecigaja bridi, lai pabeigtu
darbibu $aja iespé€ja iestatitaja laika.

Sis iespéjas maini$ana un atcel$ana:

1. lzslédziet ierici, nospiezot pogu lesl./Izsl.

O]

2. leslédziet ierici atkartoti.
3. lestatiet programmu atkartoti.

13.7 Tilpneé ievietota velas

daudzuma noteikSana ar ProSense
ProSense

@

Displeja redzamais programmas ilgums
attiecas uz videjullielu ievietotas velas
daudzumu.

Ja programma to atbalsta, peéc mazgasanas
programmas iestatiSanas displeja iedegas

. ProSense
IKONQ mm o e .

Péc pieskarSanas pogai Starts/pauze |>||
ProSense uzsak tilpné ievietotas velas svara
noteikSanu:



1. Pirmajas 30 sekundés ierice nosaka
tilpné ievietotas velas svaru: mirgo
ProSense

indikators L un laika punkti e e s e,
velas tilpne nedaudz rote.

2. Kad tilpne parstaj rotét, displejs attélo
jauno programmas darbibas ilgumu, kas
var but 1saks vai garaks atbilsfigi tilpné
ievietotajam velas svaram. Stabinu skaits
norada svaru ceturtdalas (no 1-4; 4
apzimé parmeérigu svaru), atkartoti
iedegas maksimali atlauta velas
daudzuma indikators. Vel péc 30
sekundém ierice sak piepildities ar tdeni.

®

Parmériga velas tilpné ievietota
svara gadijuma atkartoti iedegas
maksimali atlauta velas daudzuma
indikators, pastavigi mirgojot
indikatoram MAX. §ada gadijuma
80 30 sekunzu laika ir iespéjams
pauzeét ierices darbibu un iznemt lieko
velu.

Kad maksimalo svaru parsniedzosa
velas dala ir iznemta, pieskarieties

taustinam Starts/pauze D” lai
atkartoti iedarbinatu programmu.
ProSense fazi var atkartot ne vairak
ka tris reizes (skat. 1. punktu).

Svarigi! Ja velas daudzumu nesamazina,
mazgasanas programma atsak darbibu
jebkura gadijuma, neraugoties uz to, ka ierice
ir parslogota. Sada gadijuma nav iesp€jams
garantét labakos mazgasanas rezultatus.

®

Aptuveni 20 minutes péc programmas
darbibas sakuma programmas ilgumu var
noregulét vélreiz atkariba no audumu
tdens uzsukSanas spéjam.

®

ProSense noteikSana tiek veikta tikai ar
pilna cikla mazgasanas programmam
(neizlaizot fazes).

@

Funkcija ProSense nav pieejama tadam
programmam ka Vilna/Mazgasana ar
rokam, isa cikla programmam un
programmam bez mazgasanas fazes.

13.8 Programmas fazu indikatori

Kad programma sak darboties, darbojosas
fazes indikators mirgo, un citi fazes indikatori
deg nepartraukti.

Piem., darbojas mazgasanas vai

priekS§mazgasanas faze: E = ©.

Kad faze beidzas, attiecigais indikators
parstaj mirgot un deg nepartraukti. Sak mirgot
nakamas fazes indikators.

% S
Piem., darbojas skalo$anas faze: = O.

Ja izvélaties Tvaiks, iedegas tvaika fazes
indikators Cﬁb

13.9 Programmas partrauk$ana un
iespéju maina

Kad programma darbojas, mainit var tikai
dazas iespéjas:

1.

Pieskarieties taustinam Starts/pauze D”

Sak mirgot attiecigais indikators.

2,

3.

Mainiet iespéjas. Displeja noradita
informacija attiecigi mainas.
Pieskarieties vélreiz Starts/pauze |>||
taustinam.

Mazgasanas programmas darbiba turpinas.

13.10 Aktivizétas programmas
atcelSana

1.

2,

Piespiediet taustinu lesl./Izsl. @ lai
atceltu programmu un izslégtu ierici.

Veélreiz piespiediet taustinu lesl./Izsl. @
lai ieslégtu ierici.

Tagad varat iestafit jaunu mazgasanas
programmu.
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®

Ja ProSense faze jau darbojas un tdens
sak ieplust velas tilpng, jauna programma
aktivizétas, neatkartojot ProSense fazi.
Udens un mazgasanas lidzeklis netiek
izstknéti, lai izvairitos no liekas resursu
izSkieSanas. Displeja redzams
programmas maksimalais ilgums, uzradot
jaunako informaciju aptuveni 20 mindtes
pEc jaunas programmas sakuma.

13.11 Tvertnes durvju atvérSana —
apgeérba gabalu pievieno$sana

lerices durvis ir blokétas laika, kad darbojas
programma vai atliktais starts.

®

Ja temperatura vai tdens limenis velas
tilpné ir parak augsti un/vai velas tilpne
joprojam griezas, durvis atvert nav
iespéjams.

Laika, kad ir iedegta ikona ij' varat erti
atvert ierices durvis, lai pievienotu apgérba
gabalus vai iznemtu tos.

1. Pieskarieties taustinam Starts/pauze [>||

Attiecigo durvju blokéSanas indikators

nodziest displeja.

2. Atveriet ierices durvis. Ja nepiecieSams,
ievietojiet vai iznemiet priekSmetus.

3. Aizveriet durvis un pieskarieties pogai
Starts/pauze D”

Turpina darboties programma vai atliktais
starts.

Durvis var atvert, kad izdziest ikona 5—? ja
programma ir beigusi darbibu. Varat art
iestafit izgrieSanas vai tdens izsliknéSanas
programmu/iespéju un tad nospiest pogu

Starts/pauze D” Ja programmu parsléga
nav pieejamas velas izgrieSanas un udens
izsuknéSanas programmas, tas var iestatit,
izmantojot lietotni.

13.12 Programmas darbibas beigas

Kad programma ir pabeigta, ierice
automatiski parstaj darboties. Atskan skanas
signali (ja tie ir aktivizeti).
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Displeja deg visi mazgasanas fazes indikatori
un redzama laika zona D

Taustina Starts/pauze D” indikators izdziest.

Durvis tiek atblokétas, un indikators ~—
izdziest.

MAX mirgo programmas beigas, ja velas
tilpne ir parslogota.

1. Nospiediet pogu lesl./Izsl. (D lai izslegtu
ierici.

Piecas mindtes péc programmas beigam

energijas taupi$anas funkcija automatiski

izsledz ierici.

@

Kad atkal aktivizéejat ierici, tad ierice
piedava Eco 40-60 nokluséjuma
programmu. Pagrieziet programmu
parslégu, lai iestafitu jaunu ciklu.

Iznemiet no ierices velu.
Parliecinieties, ka velas tilpne ir tuk3a.
Turiet durvis un mazgasanas lidzekla
dozatoru pusvirus, lai iericé neveidotos
peléjums un smakas.

5. Aizveriet idens kranu.

poN

13.13 Udens izsiiknésana no tilpnes
péc cikla beigam

Izvéloties programmu vai iespéju, kura
neizsukné tUdeni péc pedejas skaloSanas
reizes, programma ir beigusies, tacu:

« Displejs attélo indikatoru D darbibas
indikatoru ) vai 92 un durvju blokésanas
indikatoru =0, Mirgo fazes =] indikators.

« velas tilpne regulari griezas péc
regulariem intervaliem, lai novérstu velas
burzisanos;

e Durvis ir blokétas.

e Lai atvértu vaku, vispirms Jums ir
jaizsukné udens no tilpnes:

1. Ja nepiecieSams, pieskarieties pogai

IzgrieSana (9 lai samazinatu ierices
piedavato velas izgrieSanas atrumu.

2. Pieskarieties pogai D”
* jairiestatits LI ierice izsukné udeni
un izgriez velu;



. jair iestatits 98, ierice tikai izsikné
tdeni.
lespéjas indikators = vai €8 izdziest, tikmer

mirgo un tad izdziest indikators @
3. Kad programmas darbiba beigusies un

lkas blokésanas indikators ~—jr
izdzisis, jus varat atvért durvis.
4. Laiizslégtu ierici, dazas sekundes turiet

nospiestu pogu lesl./Izsl. @

®

Jebkura gadijuma ierice izsukné udeni
automatiski péc aptuveni 18 stundam.
13.14 Gaidstaves iespéja

Gaidstaves funkcija automatiski izslédz ierici,
lai samazinatu energijas patérinu, ja:

* lerice netiek lietota piecas minutes pirms
pieskarSanas taustinam Starts/pauze [>||

Nospiediet taustinu lesl./Izsl. @ lai atkal
ieslégtu ierici.

5 minutes péc mazgasanas programmas
beigam.

Nospiediet taustinu lesl./Izsl. @ lai atkal
ieslégtu ierici.

lerice ka noklus€juma programmu ierosina
izmantot Eco 40-60.

Pagrieziet programmu parslégu, lai
iestatitu jaunu ciklu.

@

Ja iestatat programmu vai iesp€ju, kas
beidzas ar tdeni tilpné, Gaidstaves
funkcija neizslédz ierici, lai atgadinatu,
ka jaizsukné udens.

@

Funkcija Wi-Fi vienmér ieslégts ir
aktivizéta, tikai periodiski ieslédzas un
izsledzas indikators =.

14. IZMANTOSANA IKDIENA — MAZGASANA UN ZAVESANA

/\ BRIDINAJUMS!
Skatiet sadalu "DroSiba".

®

Siierice ir automatiska velas mazgajama
masina — velas zavétajs.

14.1 NON-STOP programma —
Mazgasana un zavésana ar laika
kontroles rezZimu

®

Ne visas programmas ir saderigas ar
zavésanas rezimu.

Dazam mazgasanas programmam varat
apvienot rezZimu Mazgasana (s un
zavasana WY, 1ai palaistu pilnigu
mazgasanas un zaveésanas programmu.
Rikojieties $adi:

1. Piespiediet taustinu lesl./Izsl. @uz
dazam sekundém, lai ieslégtu ierici.

2. levietojiet velu tvertné pa vienam velas

gabalam.

3. Attiecigaja nodalijuma iepildiet

mazgasanas lidzekli un piedevas.

4. Pagrieziet programmu parslégu uz

mazgasanas programmu. Displeja
redzama noklus€juma temperatira un
velas izgrieSanas apgriezienu skaits. Ja
nepiecieSams, mainiet Sis véertibas
atkariba no mazgajamas velas ipasibam.
Displeja ari redzams mazgasanai
ieteicamais maksimalais velas svars.

5. lestatiet velamas iespéjas, ja tadas ir

pieejamas.

6. Pieskarieties re¥ima Zavé$ana taustinam

1855 vienreiz, lai aktivizétu arf ZavéSanas
funkciju. LED indikatori Mazgasana EI
un Zavasana Y iedegas. Indikatori 1)
un — = = paradas displeja. Tapat
displeja paradas maksimala ieteicama
ielade mazgasanas un zaveéSanas
programmai (piem., 6.0 kg kokvilnai).
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®

Zavéjot lielu velas daudzumu,
parliecinieties, ka apgérbi nav
saruléjusies un ir vienmerigi izvietoti
tilpne.

14.2 Automatiskas mazgasanas un
zaveésSanas pakapes
Nokluséjuma limenis ir ievietoSanai skapt

[0

piemérots sausums — = =. Dazas
programmas sausuma pakapi varat mainit.

1. Vairakkart piespiediet taustinu
Automatiska zavasanall¥, fidz displeja

redzama nepiecieSama sausuma pakape.

Displeja iedegas atbilstoSie indikatori:

= . .

a. — = = Gludinasana: kokvilnas
apgérbiem;

b. — = = Novietosanai drébju
skaprt: kokvilnas un sintétikas
apgérbiem;

o

c. — = = lIpaSi sauss: kokvilnas

apgérbiem.

Displeja redzama laika vértiba atbilst
mazgasanas un zavésanas ciklu ilgumam
kopa.

®

Lai nodroSinatu kvalitativu zavésanu,
izmantojot mazak elektroenergijas un
1saka laika, ierice nelauj iestatit parak
zemu izgrieSanas atrumu
mazgajamajiem un zavejamajiem
apgérbiem.

2. Pieskarieties taustinam Starts/pauze D”
lai ieslégtu programmu. Sakas ProSense
noteikSana.

Displeja iedegas durvju blokésanas ™8

indikators, esos$as fazes indikators sak

mirgot.

Displeja bus redzams ari programmas

atliku$ais laiks.
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14.3 Mazgasanas un zavéSanas
laiks

Varat ar izlaist automatiskas zavésanas
rezimu un izvéléties zavésanas rezimu
manuali.

1. Vairakkart pieskarieties taustinam

. . IS L
ZavéSana uz laiku GJ, lai iestatitu vélamo
laika vértibu (sk. tabulu “Noteikta laika
zavesSana” sadala “Programmas”).

Indikators Autométiska Zavésana Wl

izslédzas un indikators a iesleédzas.

Minimalais noteiktais zavéSanas laiks ir

10 mindtes.

Katru reizi, nospiezot $o taustinu, laika

vértiba pieaug par 5 minatém. Displeja bls

redzama iestatita laika vértiba.

2. Pieskarieties taustinam Starts/pauze D”
lai ieslégtu programmu. Sakas ProSense
noteikSana.

Displeja iedegas durvju blokésanas =0

indikators, esos$as fazes indikators sak

mirgot.

Displeja bus redzams ari programmas

atlikusais laiks.

14.4 Zavésanas programmas beigas

« lerice automatiski apstajas.

« Atskan skanas signali (ja tie ir aktivizéti).

- Displeja paradas L.

« Taustina Starts/pauze Ol LED indikators
izdziest. Durvju bloké$ana =2 izdziest.

» Piespiediet taustinu lesl./Izsl. ® uz dazam
sekundém, lai izslégtu ierici.

@

Dazas minudtes péc programmas

beigam energijas taupiSanas funkcija
automatiski deaktivizé ierici.

1. Iznemiet no ierices velu.
2. Parliecinieties, ka velas tilpne ir tuksa.

@

Péc zavesanas cikla rupigi iztiriet velas
tilpni, blivéjumu un durvju iekSpusi ar
mitru dranu.




15. IZMANTOSANA IKDIENA - TIKAI ZAVESANA

/\ BRIDINAJUMS!
Skatiet sadalu "DroSiba".

®

Siierice ir automatiska velas mazgajama
masina — velas zavétajs.

15.1 SagatavosSanas zavéesanai

1. Piespiediet taustinu lesl./Izsl. Duz
dazam sekundém, lai ieslégtu ierici.

®

Tikai zavéSanas programmas gadijuma
displeja nav redzama maksimala ielade
un ProSense noteikSana ir izslégta.

2. levietojiet velu tvertné pa vienam velas
gabalam.

3. Pagrieziet programmu parslégu uz
zavéjamajai velai piemérotu programmu.

4. Divreiz pieskarieties taustinam Zavésana
lﬁ], lai izlaistu mazgévléanu un veiktu tikai
zavesSanu. Taustina ZaveéSana LED
indikators ir iededzies. Displeja paradas

[0

indikatori Iﬂl un — = =.

®

Zavéjot lielu velas daudzumu, lai panaktu
labu Zavésanas efektivitati, nodrosiniet,
lai vela nebutu savélusies un lai ta batu
izvietota velas tilpné vienmeérigi.

15.2 Zavésana - automatiskas
pakapes

Nokluséjuma limenis ir ievietoSanai skapt

[0

piemérots sausums — = =. Dazas

programmas sausuma pakapi varat mainit.

1. Vairakkart piespiediet taustinu
Automatiska zavasana 3, fidz displeja
redzama nepiecieSama sausuma pakape.
Displeja iedegas atbilstoSie indikatori:

a. — = = Gludinasana: kokvilnas
apgérbiem;

b. — = = Novietosanai drébju
skapt: kokvilnas un sintétikas
apgérbiem;

o

c. — = = lIpaSi sauss: kokvilnas

apgérbiem.

Displeja redzama laika vértiba atbilst
mazgasanas un zavésanas ciklu ilgumam
kopa.

@

Lai nodroSinatu kvalitativu zavésanu,
izmantojot mazak elektroenergijas un
1saka laika, ierice nelauj iestatit parak
zemu izgrieSanas atrumu

mazgajamajiem un zavejamajiem
apgérbiem.
2. Lai aktivizétu programmu, pieskarieties

taustinam Starts/pauze[>||.

Displeja iedegas durvju blokésanas =%
indikators, eso$as fazes indikators sak
mirgot.

Displeja bus redzams ari programmas
atlikusais laiks.

15.3 Zavésanas ilgums

Varat ari izlaist automatiskas zavésanas
reZimu un izvéléties zavésanas rezimu
manuali.

1. Vairakkart pieskarieties taustinam

Zavésana uz laiku @s’ lai iestatitu vélamo
laika vértibu (sk. tabulu “Noteikta laika
zavesana” sadala “Programmas”).
Zavésanas pakapes indikators

Automatiska zavesana §§§§| nodziest un

iedegas indikators .

Minimalais noteiktais zavéSanas laiks ir

10 minutes.

Katru reizi, nospiezot $o taustinu, laika
vértiba pieaug par 5 minatém. Displeja bus
redzama iestatita laika vértiba.
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2. Pieskarieties taustinam Starts/pauze |>|| * Piespiediet taustinu lesl./Izsl. @ uz dazam
lai ieslégtu programmu. sekundém, lai izslégtu ierici.

Displeja iedegas durvju blokésanas ™2 @

indikators, esos$as fazes indikators sak

mirgot.

Displeja bus redzams ari programmas

atlikusais laiks.

Dazas mindtes péc programmas

beigam energijas taupiSanas funkcija
automatiski deaktivizé ierici.

1. Iznemiet no ierices velu.
2. Parliecinieties, ka velas tilpne ir tuksa.

15.4 Zavésanas programmas beigas

« lerice automatiski apstajas. @
» Atskan skanas signali (ja tie ir aktivizeti).

. . - =N
» Displeja paradas L.
» Taustina Starts/pauze DllLep indikators

Péc zavesanas cikla rupigi iztiriet velas
tilpni, blivéjumu un durvju iekSpusi ar
mitru dranu.

izdziest. Durvju bloké$ana =5 izdziest.

16. APGERBU PUKAS

Mazgasanas un/vai zavéSanas cikla laika .
dazu audumu veidiem (stkliem, vilnai, sporta |
krekliem) var veidoties pukas.

Izfiriet aizpludes filtru.
Péc zavesSanas cikla iztiriet ar mitru dranu
velas tilpni, blivéjumu un durvju iekSpusi.

Lai iztiritu apgérbu piikas no velas tilpnes,
rikojieties Sadi:

* lztukSojiet velas tilpni.

» Rupigi iztiriet ar mitru dranu velas tilpni,

Izdalitas pukas nakamaja cikla var piekerties
audumiem.

Sis neértibas ir izteiktakas tehnisko audumu

gadijuma.
Lai novérstu puku piekersanos Jusu velai:

« Nemazgajiet tumsus apgérbus péc gaisu

audumu (roku dvieli, vilna, sporta krekli)
mazgasanas un zavésanas, un otradi.

» Zavejiet Sadus audumus ara, kad
mazgajat tos pirmoreiz.

17. PADOMI UN IETEIKUMI

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".

17.1 Velas ielade

» Saskirojiet velu sadi: balta vela, krasaina

vela, sintétika, smalkvela un vilnas
izstradajumi.

» levérojiet uz velas etiketém noraditas
mazgasanas norades.

* Nemazgajiet kopa baltus un krasainus
apgeérbus.
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blivéjumu un durvis.
lestatiet programmu MaSinas tiriSana un

Zavésana rezimu 1Y)
Lai aktivizétu programmu, pieskarieties

taustinam Starts/pauze[>”.

Dazi krasaini apgérbi var zaudét krasu
pirmaja mazgasanas reizé. leteicam tos
mazgat atseviski dazas pirmas reizes.
Izgrieziet uz aru daudzslanu audumus,
vilnu un drébes ar uzkrasotam
ilustracijam.

traipus.

Grati nonemamus traipus mazgajiet ar
Tpasu velas mazgasanas lidzekli.
Rikojieties uzmanigi ar aizkariem.
Nonemiet akus vai ielieciet aizkarus
mazgasanas maisa vai spilvendrana.



+ Tpasi neliels velas daudzums var radit
lldzsvara problémas izgrieSanas fazes
laika, kas izraisa parmérigas vibracijas. Ja
tas notiek:

a. partrauciet programmu un atveriet
durvis (skatiet sadalu “Ikdienas
lietoSana”);

b. izkartojiet velu ar rokam, lai apgérba
gabali batu vienmerigi izklati velas
tilpné;

c. nospiediet Starts/pauze taustinu.
Velas izgrieSanas faze turpinas.

» Aizpogajiet spilvendranas, aiztaisiet
ravéjslédzejus, akiSus un spiedpogas.
Sasieniet jostas, auklas, kurpju Snores,
lentes un jebkadus citus valigus
elementus.

* Nemazgajiet apgérbu bez vilém un
apgérbu ar iegriezumiem. Izmantojiet
specialo velas mazgasanas maisu
maziem un/vai smalkiem apgérbiem
(piem., krusturus ar sfipam, jostas,
zekbikses, kurpju Snores, lentes u.c.).

» lztukSojiet kabatas un atlokiet atloces.

17.2 Griti iztirami traipi
Daziem traipiem ar tdeni un mazgasanas
lidzekli nepietiks.

Més iesakam ieprieks apstradat Sos traipus
pirms drébju ievietoSanas ierice.

Jus varat iegadaties Tpasus traipu nonéméjus.

Izmantojiet ipasos traipu nonémeéjus, kas
pieméroti traipa un auduma veidam.

Nesmidziniet traipu nonéméju uz apgérba
ierices tuvuma, jo tas var sabojat plastmasas
detalas.

17.3 Mazgasanas lidzekla veids un
daudzums

Mazgasanas lidzekla izvéle un pareiza
daudzuma izmantoSana ne tikai ietekmé
velas mazgasanas rezultatu, bet arf palidz
izvairities no liekas resursu izSkieSanas, ka
ari pasargat vidi:

« Lietojiet tikai velas mazgajamam masinam
paredzétos mazgasanas un citus
lidzek|us. Vispirms ieverojiet Sadus
visparéjus noteikumus:

— pulvera mazgasanas lidzekli (art
tabletes un vienas devas mazgasanas
ltdzekli) visiem auduma veidiem,
iznemot delikatiem. Dodiet priekSroku
velas pulverim ar balinataju baltajiem
apgérbiem un velas dezinfekcijai,

— $kidrie mazgasanas lidzekli (ar vienas
devas mazgasanas lidzekli),
programmam mazgasanai zemas
temperaturas (60°C maks.) visu veidu
audumiem, vai 1pasi tikai vilnai.

* Velas mazgasanas lidzek|a izvéle un
daudzums atkarigs no: auduma veida
(smalkvela, vilnas izstradajumi, kokvilna
u.c.), apgérba krasas, velas daudzuma,
nefiribas pakapes, mazgasanas
temperaturas, laika un izmantota ddens
ciefibas pakapes.

» leverojiet noradijumus, kas sniegti uz
mazgasanas lidzeklu vai citu idzeklu
iepakojuma, neparsniedzot maksimali

noradito limeni (MAX).

* Nejauciet kopa dazadus velas
mazgasanas lidzeklu veidus.

* lzmantojiet mazaku mazgasanas lidzekla
daudzumu, ja:
— mazgajat nelielu velas daudzumu;
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— programmas ilgums ir samazinats,
nospiezot Laika parvaldnieka taustinu.

— vela ir tikai nedaudz netira.

— ja mazgasanas laika veidojas daudz
putu.

* Izmantojot mazgasanas lidzekli tableSu vai
kapsulu forma, vienmer ievietojiet to velas
tilpné, nevis mazgasanas lidzekla
dozatora, un ievérojiet razotaja
ieteikumus.

Nepietieckams mazgasanas lidzekla

daudzums var izraisit:

* neapmierinoSus mazgasanas rezultatus;

* mazgajama vela var palikt peléka;

+ taukainas drébes;

* peléjumu iericé.

Parmérigs mazgasanas lidzekla

daudzums var izraisit:

* putas;

+ sliktaku mazgasanas rezultatu;

* nepietiekamu skalo$anu;

+ lielaku ietekmi uz vidi.

17.4 Padomi ietaupijumiem

Lai ietaupitu Gdeni, enerdiju un mazgasanas
lidzekli, més iesakam ieverot turpmak
minétos padomus.

* Mazgajiet videji netiru velu bez
priekSmazgasanas, tadéjadi taupot velas
mazgasanas lidzekl|us, Gdeni un laiku.

» levietojot iericé velu lidz katras
programmas maksimalajai noraditajai
ietilpibai, Jus samazinasit
elektroenergijas un Gdens patérinu.

» Veicot atbilstoSu pirmapstradi, var notirit
velas traipus un ierobezotu netirumu
daudzumu; péc tam velu var mazgat
zemaka temperattra.

» Lai izmantotu pareizo mazgasanas
lldzekla daudzumu, skatiet mazgasanas
lldzekla razotaja ieteikto daudzumu, ka art
noskaidrojiet idens cietibu sava majokIi.
Skatiet ,Udens cietiba”.

+ lestatiet maksimalo velas izgrieSanas
atrumu izvélétajai programmai, lai taupitu
elektroenergiju zavésanas laika.

* Veélams izmantot 1sos ciklus zema
temperatura.
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17.5 Udens cietiba

Ja udens jusu apkartné ir ciets vai vidéji ciets,
velas mazgajamam masinam iesakam
izmantot Gdens mikstinasanas lidzekla
piedevu.

Apkartnés, kur tdens ir miksts, tdens
mikstinasanas lidzekli lietot nav
nepiecieSams.

Lai noskaidrotu Udens cietibas pakapi sava
rajona, sazinieties ar savu vietéjo udens
piegades uznémumu.

Lietojiet pareizu tdens mikstinataja
daudzumu. leveérojiet instrukcijas, kas
noraditas uz produktu iepakojuma.

17.6 Zavésanas cikla sagatavosana

« Atgrieziet tdens kranu.

« Parbaudiet, vai kanalizacijas caurule ir
kartigi pievienota. Lai iegltu
papildinformaciju, skatiet sadalu par
uzstadiSanu.

« Skatiet zavéSanas programmas tabula
informaciju par atlauto maksimalo velas
daudzumu zavésSanas programmai.

17.7 Vela, kas nav piemérota

zavésanai

Neiestatiet zavésanas programmu sadiem

velas veidiem:

« Sintétiska auduma aizkariem;

« apgérba gabaliem ar metala detalam;

¢ neilona zekem;

e vatétam segam;

e gultas parklajiem;

*  Segam;

« siltam vejjakam;

e gulammaisiem.

¢ audumiem, kas satur losjonu, matu laku,
nagu lakas notirisanas skidrumu vai
tamhidzigu Skidrumu paliekas;

e drébém, kuras ir putugumija vai citi lidzigi
materiali.

17.8 Apgérbu uzlimes

Zavéjot velu, ievérojiet arf apgérbu razotaja

uzlimés minéto informaciju:

[0 = apgerbu drikst zaveét zavataja;

. = zavésanas ciklam ir augsta
temperatira;



. = Zzavésanas ciklam ir pazeminata
temperatura;

. B = apgerbu nedrikst zavét zavétaja.

17.9 Zavésanas cikla ilgums

Zavésanas cikls ilgums var bt atkarigs no:

+ velas beigu izgrieSanas atruma;

* sausuma pakapes;

* velas veida;
* ievietojamas velas daudzuma.

17.10 Papildu zavésana

Ja vela péc zavesSanas programmas
pabeigSanas vél arvien ir mitra, papildus
izvélieties vél vienu Tslaicigu zaveésanas ciklu.

/\ BRIDINAJUMS!
Lai izvairitos no velas saburziSanas

un sarausanas, neparzaveéjiet to.

17.11 Visparigi ieteikumi

"Noteikta zavésanas laika" tabula atrodama
informacija par vidéjiem zavesanas laikiem.

18. KOPSANA UN TIRISANA

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".

18.1 Periodiskas tiriSanas grafiks

Periodiska tiriSana palidz pagarinat ierices
miuizu.

Péc katra cikla atstajiet durvis un
mazgasanas lidzekla dozatoru mazliet
atvertu, lai iericé cirkulétu gaiss un izzitu
mitrums — tas noversis peléjumu un smakas.

Ja ierice netiek izmantota ilgaku laiku,
aizgrieziet udens kranu un atvienojiet ierici no
stravas padeves.

Orientéjoss periodiskas tiriSanas grafiks:

AtkalkoSana Divreiz gada

Apkopes mazgasanas Reizi ménest

cikls

Durvju blives tirisana Reizi divos ménesos

Pieredze laus jums izzavét velu labak.
Pierakstiet jau veikto ciklu laiku.

Lai zavéSanas beigas nepielautu statisko

izladi:

1. Mazgasanas cikla izmantojiet audumu
mikstinatajus.

2. Izmantojiet ipasus audumu mikstinatajus
zavésanas tvertnés.

3. Neielejiet mazgasanas lidzekli vai
mikstinataju pirms zavésanas cikla.

4. Nezavejiet kopa raupjus un gludus
audumus, lai izvairitos no smalku
apgérbu apsvilSanas.

5. lztukSojiet apgérbu kabatas, Tpasi
iznemiet kustosas lietas.

Kad programma beigusies, atri iznemiet velu

no tilpnes.

Velas tilpnes tirisana Reizi divos ménesos

Piku firiSana velas tilpné  piyreiz manesil)

Mazgasanas lidzekla do-  Divreiz gada
zatora un tvertnu AutoDo-

se tinsSana

Izvadsistémas sikna filtra Divreiz gada
tiriSana

Udens ieplides $lutenes  Divreiz gada

un varsta filtra tiriSana

1) skatit nodalu “Pikas audumos”.

Turpmakos paragrafos paskaidrots, ka katra
dala jatira.
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18.2 SveSkermenu iznem3$ana

®

Pirms cikla aktivizéSanas gadajiet, lai
visas kabatas batu tukSas un viss, kas
kustas, piesiets. Skatiet sadalu “Velas
ielade” nodala “Padomi un ieteikumi”.

Iznemiet visus sveSkermenus (pieméram,
metala spradzes, pogas, monétas u.t.t.),
kuras var atrast durvju blive, filtros un velas
tilpné. Skatiet sadalas “Durvju blive un
dubultas apmales noslégs”, “Velas tilpnes
finsana”, “Aizplides sukna tirisana” un
“lepludes $lutenes un varsta filtra tiriSana”. Ja
nepiecieSams, sazinieties ar pilnvaroto
apkopes centru.

18.3 Arpuses tiri$ana
Tiriet ierici tikai ar maigam ziepém un siltu
udeni. Pilniba nosusiniet visas virsmas.

Nelietojiet abrazivus suk|us vai citus
skrapéjosSus materialus.

/N UZMANIBU!

kimikalijas.

/\ UZMANIBU!

Netiriet metala virsmas ar tiriSanas
lldzekliem uz hlora bazes.

18.4 AtkalkosSana

6

Ja tdens jusu apkartné ir ciets vai videji
ciets, velas mazgajamam masinam
iesakam izmantot tdens mikstinaSanas
lidzekli.

Regulari parbaudiet velas tilpni, lai pamanitu
kalkakmens veido$anos.

Parastie mazgasanas lidzekli jau satur udens
mazgasanas lidzeklus, tau més iesakam
laiku pa laikam ieslégt ciklu ar tukSu velas
tilpni un atkalkoSanas hidzekli.

®

Vienmér ievérojiet uz produkta
iepakojuma sniegtas norades.
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18.5 Apkopes mazgasana

Atkartoti un ilgstosi lietojot zemu temperattru
un Tsas programmas, velas tilpné un tvertné
var rasties mazgasanas lidzekla atliekas,
pukas baktérijas un biofilmas veidojumi. Tas
var izraisit sliktu smaku un pel&jumu.

Lai likvidetu Sis atliekas un higiéniski iztiritu
ierices iekSpusi, ieslédziet apkopes
mazgasanas ciklu (vismaz reizi ménesi):

1. Iznemiet velu no velas tilpnes.

2. Deaktivizéjiet funkciju AutoDose
mazgasanas idzeklim un velas
mikstinatajam.

3. leslédziet kokvilnas programmu ar
visaugstako temperaturas iestatijumu un
nelielu pulverveida mazgasanas lidzekla
daudzumu, vai ja pieejams, palaidiet
Masinas tiriSana programmu.

18.6 Durvju blivéjums

Sai iericei ir pasattiro$a tidens
iztukSoSanas sistéma, kas |auj no apgérba
atdalijusas nelielas pukas izvadit kopa ar
Udeni. Regulari parbaudiet blivéjumu. Cikla
beigas var izvakt monétas, pogas un citus
mazus priekSmetus.

Notiriet to nepiecieSamibas gadijuma,
izmantojot amonjaka kréma firiSanas lidzekli,
nesaskrapéjot blivéjuma virsmu.

@

Vienmeér ievérojiet instrukcijas, kas
noraditas uz produktu iepakojuma.

18.7 Velas tilpnes tiriSana

Regulari parbaudiet velas tilpni, lai noverstu
nevélamu nogulsnéjumu veidoSanos.



Velas tilpné var veidoties rusa, ko izraisa
oksidéjosi sveSkermeni vai dzelzi satuross
krana tdens

Iztiriet velas tilpni, izmantojot nerliséjoSam

teéraudam 1pasi paredzétus firiSanas lidzek|us.

®

Vienmeér ievérojiet uz produkta
iepakojuma sniegtas norades.

Nekada gadijuma netiriet velas tilpni ar
katlakmens nonemsanas lidzekliem,
tinSanas Ndzekliem, kas satur hloru vai
dzelzi, vai ar dzelzs sukli.

Rupigai firisanai.
1. Izfiriet velas tilpni, izmantojot

neruséjoSam téraudam ipasi paredzétus
tinSanas Ndzeklus.

®

Vienmeér ievérojiet uz produkta
iepakojuma sniegtas norades.

2. Iznemiet velu no velas tilpnes.

3. Deaktivizéjiet funkciju AutoDose
mazgasanas lidzeklim un velas
mikstinatajam.

4. Manuali pievienojiet nelielu daudzumu
pulverveida mazgasanas lidzekla vai
specifiska produkta tuksa velas tilpné, lai
izskalotu palikusas atliekas.

18.8 Mazgasanas lidzekla dozatora
un AutoDose tvertnu tiriSana

/N\ UZMANIBU!

Ja vélaties mainit lidzekla zimolu,
koncentraciju vai biezumu, ieteicams
lidzekla nodaltjumu iztirit.

®

Pirms tiriSanas parliecinieties, ka visi
nodalijumi ir tuksi.

Lai novérstu izkaltuSa mazgasanas lidzekla
atlieku, sarecéjusa velas mikstinataja vai
peléjuma veidoSanos mazgasanas lidzekla
dozatora un/vai sarecéjusus Skidros
papildlidzeklus AutoDose tvertnés, laiku pa
laikam rikojieties, ka noradits turpmak.

1. Atveriet mazgaSanas lidzekla dozatoru.
Piespiediet atduri, ka tas noradits attéla,

un izvelciet mazgasanas lidzekla
dozatoru.

2. Iznemiet mikstinatajam paredzéto ieliktni
un, ja tas ir ievietots, Skidra mazgasanas
lidzekla tvertni.

3. Piespiediet atduri aizmuguré, ka tas
paradits attéla, un paceliet augséjo
parsegu, lai to nonemtu.
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4. Lai atbrivotos no jebkadam mazgasanas
ldzekla atliekam vai pievienota nepareiza
lidzekla, iztukSojiet atvilktnes saturu
izlietné vai piemérotos Skidruma
konteineros.

5. lzmazgajiet atvilktni un visus ieliktnus
zem tekoSa udens vai notiriet ar mitru
draninu.
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/\ UZMANIBU!

Nelietojiet asas vai metala sukas vai
stklus. Nemazgajiet atvilktni trauku
mazgasanas masina.

6. Apgrieziet dozatora otradi un atveriet
apak$é€jo parsegu, ka paradits attela.

7. Parliecinieties, ka visas mazgasanas
lidzekla atliekas ir iztiritas no tvertnes.
Lietojiet tikai mikstu, mitru dranu.

8. Uzlieciet apakSejo parsegu atpakal,
izlidzinot atveres atvilkines akos, ka tas
paradits attéla. Aizveriet, lidz atskan
klikskis.



/\ BRIDINAJUMS!

Ja tvertnu dziluma paliek kadas atliekas,
meércéjiet mazgasanas lidzekla atvilktni

/\ UZMANIBU! silta adeni. Netiriet to ar rikiem. Pirms
meércésanas nonemiet rokturi, iespiezot
sarkano podu un izvelkot rokturi, ka
paradits attela.

Piespiediet apakséjo parsegu, ka
paradits attela. Parliecinieties, ka tas ir
pienacigi aizverts.

5

9. Izfiriet visas mazgasanas lidzekla atliekas
no padzilinajuma augséjas un apakséjas
dalas. Padzilinajuma firiSanai izmantojiet
nelielu suku.

/\ BRIDINAJUMS!

Netiriet ar asam vai metala sukam,
jebkadiem rikiem vai siikniem, jo
mazgasanas lidzekla atvilktnes
aizmugure atrodas sensori. Ja
nepiecieSams, lietojiet tikai mikstas,
mitras draninas.

10. Atkartoti samontéjiet atvilktni Sadi:
a. uzlieciet rokturi, ja tas bija nonemts;
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b. uzlieciet virsu apaksé€jo parsegu un
piespiediet, lldz atskan klikskis;

c. uzlieciet virst aug$€jo parsegu uz
tvertnes nodalijuma un piespiediet,
[1dz atskan klikskis;

d. uzlieciet atpakal manuala nodaljuma
detalas.

11. levietojiet mazgasanas lidzekla dozatoru
vadotnés un saudzigi aizveriet to, lidz
atskan klikskis. Palaidiet skaloSanas
programmu, neievietojot tilpné velu.

/\ BRIDINAJUMS!

* Neiznemiet filtru ierices darbibas laika.
» Netfiriet stkni, ja Udens iericé ir karsts.

Nogaidiet, lidz tdens ir atdzisis.

Lai iztiritu sukni, rikojieties sadi:
1. Atveriet sukna vaku.

X
)

Lai atjaunotu funkcionalitati, uzpildiet
tvertnes ar mazgasanas [idzekli un
mikstinataju.

18.9 Udens izvadsistémas sikna
tiriSana

/\ BRIDINAJUMS!

Atvienojiet ierices kontaktspraudni no
elektrotikla kontaktligzdas.

®

Regulari parbaudiet izvadsistémas sukna
filtru un parliecinieties, ka tas ir firs.

Tiriet sukni, ja:

* lerice neizsukné udeni.

* velas tilpne negriezas;

» lerice rada neparastu skanu tadél, ka ir
aizserégjis Udens izvadsistémas suknis.

- ekrana paradas bridinajuma kods £2 1.

56 LATVIESU

2. Novietojiet zem noplides sukna atveres
piemérotu blodu, lai taja satecétu viss
izplustoSais udens.

3. Atveriet lUku uz leju. Vienmér turiet pa
rokai lupatu, jo, iznemot filtru, var izplust
udens.

4. Pagrieziet filtru par 180 gradiem preté;ji
pulkstena raditaja virzienam, lai atvértu
to, bet neiznemiet to. Laujiet Gdenim
izplust.




Kad trauks ir pilns ar Udeni, ieskravéjiet
filtru atpakal un iztukSojiet trauku.
Atkartojiet 4. un 5. soli, lidz tdens vairs
neizplust.

Pagrieziet filtru pretéji pulkstena raditaja
virzienam, lai to iznemtu.

8.

9.

Ja nepiecieSams, iznemiet pukas un
priekSmetus no filtra atveres.
Parliecinieties, ka griezas sukna
lapstinritenis. Ja tas negriezas,
sazinieties ar pilnvaroto servisa centru.

10. Tiriet filtru zem krana Gdens.

11. lelieciet filtru atpakal ipasajas vadiklas,

pagriezot to pulkstena raditaja virziena.
Parliecinieties, ka filtrs pareizi piegriezts,
lai novérstu udens nopludes.

12. Aizveriet sukna vaku.

Izvadot Gdeni ar Sis arkartas tdens
izvadiSanas procedduras palidzibu, noplides
sistému atkal nepiecieSams aktivizét:

a. lelejiet 2 litrus Gdens mazgasanas
lldzekla dozatora galvenaja
nodaljuma.

b. Aktivizgjiet programmu, lai izsiknétu
udeni.
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18.10 lepludes Slatenes un varsta
filtra tiriSana

leteicams laiku pa laikam tirit ieplides
$|Utenes un varsta filtrus, lai likvidétu laika
gaita uzkratas nogulsnes:

1. Atvienojiet ieplides $lateni no krana un
notiriet filtru.

2. Atvienojiet iepludes Sluteni no ierices,
atskruvejot gredzenveida uzgriezni.

3. Notiriet varsta filtru ierices aizmuguré ar
zobu suku.

4. Atkal pieslédzot $|uteni ierices aizmugure,
pagrieziet to pa kreisi vai pa labi (bet ne
vertikala pozicija) atkariba no jisu udens
krana pozicijas.
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18.11 Avarijas udens izsuknésana

Ja ierice neizsukné tdeni, veiciet to pasu
proceduru, kas aprakstita rindkopa "Nopludes
sukna firsana". Ja nepiecieSams, iztiriet
stkni.

Izvadot Udeni ar Sis arkartas tdens
izvadiSanas proceddras palidzibu, noplides
sistému atkal nepiecieSams aktivizét:

1. lelejiet mazgasanas lidzekla dozatora
galvenaja nodalijuma 2 litrus dens.

2. Aktivizejiet programmu, lai izsuknétu
udeni.

18.12 Bridinajumi par salu

Ja ierice uzstadita vieta, kur gaisa
temperatura var sasniegt 0 °C vai zemaku
temperaturu, izlaidiet atlikuSo tdeni no
iepltides $|ttenes un izsuknéjiet to no sukna.

1. Atvienojiet kontaktdakSu no
kontaktligzdas.

2. Aizgrieziet udens kranu.

3. lelieciet iepludes Slutenes divus galus
konteinera un laujiet Gdenim izplist no
Slutenes.

4. |ztukSojiet stkni. Skatiet arkartas Udens
izvadiSanas proceddru.

5. Kad suknis ir tukSs, uzstadiet atpakal
iepludes slateni.

/\ BRIDINAJUMS!

Parliecinieties, ka temperatura ir
augstaka par 0 °C, pirms atkal lietojat
ierici.

Razotajs neatbild par bojajumiem, kas
radusies zemas temperatiras rezultata.




19. PROBLEMRISINASANA

/\ BRIDINAJUMS!
Skatiet sadalu "DroSiba".

19.1 Bridinajuma kodi un iesp&jamas klumes
lerici neuzsak darbu vai art darbibas laika ta partrauc darboties. Vispirms méginiet rast probléemas

risinajumu (skatiet tabulas).

/\ BRIDINAJUMS!
Pirms jebkuras parbaudes veikSanas atvienojiet ierici no elektrotikla.

Dazu problému gadijuma displeja tiek attélots bridinajuma kods un var
nepartraukti mirgot taustins Starts/pauze D” :

®

Ja ierice ir ievietots parak liels velas daudzums, iznemiet dazus
apgeérba gabalus no velas tilpnes un/vai turiet durvis piespiestas,
vienlaikus turot nospiestu taustinu Starts/pauze, lidz parstaj mirgot

indikators =10 (skat. attélu turpmak).

Probléema lesp&jamais risinajums
E ,' ,' » Parliecinieties, ka ir atvérts tdens krans.
« Parbaudiet, vai tdens padeves spiediens nav parak zems. Lai sanemtu $o in-

lerice pienacigi neuzpildas
ar Gdeni. formaciju, sazinieties ar savu vietéjo idensapgades uznémumu.

« Parliecinieties, ka nav aizsprostots udens krans.

« Parliecinieties, ka ieplides lokanais savienojums nav salocijies, bojats vai sa-
liekts.

« Parliecinieties, ka ir pareizi izveidots aizpludes lokana savienojuma pieslé-
gums.

« Parliecinieties, ka nav aizsprostots ieplides lokana savienojuma filtrs un varsta
filtrs. Skatiet ,Apkope un firi§ana”.
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EE’ ! «  Parliecinieties, ka nav aizsprostots izlietnes sifons.
lerice neizsikné ddeni. « Parliecinieties, ka aizplides lokanais savienojums nav salocijies vai saliekts.

» Parliecinieties, ka nav aizsprostots izvadsistémas filtrs. NepiecieSamibas gadi-
juma notfiriet filtru. Skatiet ,Apkope un tiri$ana”.

« Parliecinieties, ka ir pareizi izveidots aizpludes lokana savienojuma pieslé-
gums.

« lestatiet aizpludes programmu, ja iestatat programmu bez aizpludes fazes. Ja
programmu parsléga nav pieejama Gdens izsknésanas programma, to var
iestatit, izmantojot lietotni.

» Jaesatizvélgjies iespé€ju, kuras beigas Udens netiek izvadits no velas tilpnes,
iestatiet aizpllides programmu.

EL{ " « Parliecinieties, ka ierices durvis ir karfigi aizvértas.

lerices durvis ir atvértas vai
nav pareizi aizvértas.

E 9 : * Programma netika pienacigi pabeigta, vai ierice parak atri partrauca darbibu.
lek$&ja klame. lerices elek- Izsledziet ierici un ieslédziet to atkartoti.

tronisko elementu starpa « Jabridinajuma kods paradas atkartoti, sazinieties ar pilnvaroto servisa centru.
nav sazinas.

!
EH I: Elektroenergijas apgades frekvence ir arpus pielaujama diapazona.
EHI.:‘ Elektroenergijas apgades spriegums ir parak augsts.
EH3 Elektroenergijas apgades spriegums ir parak zems.

EF3 «  Atvienojiet ierici un aizveriet Gdens kranu. Sazinieties ar pilnvaroto servisa

Udens pretnopliides sistéma centru.

ir ieslégta.

Ja displejs rada bridinajuma kodus, izsl€dziet ierici un ieslédziet to atkartoti.
Ja probléma atkartojas, sazinieties ar pilnvaroto servisa centru.

Citu ar ierici saistitu problému gadijuma skatiet iespéjamos risinajumus
turpmak sniegtaja tabula.

Probléema lespéjamais risinajums

« Parliecinieties, ka ierices kontaktspraudnis ir pieslégts stravas padeves kon-
taktligzdai.

« Parliecinieties, ka ierices durvis ir kartigi aizvértas.

« Parbaudiet, vai droSinataju kasté nav izdegusu droSinataju.

Nevar palaist programmu. ~ ° Parliecinieties, ka nospiests taustin$ Starts/pauze [>”
« Jairiestatits atliktais starts, atceliet iestatjumu vai gaidiet laika atskaites bei-
gas.
« Parliecinieties, ka ir cieSi aizverts mazgasanas lidzekla dozators.
* lzslédziet Bérnu droSibas funkciju, ja ta ir ieslégta.
« Parbaudiet izvélétas programmas pogas stavokli.

« Parliecinieties, ka aizpludes lokanais savienojums atrodas pareiza pozicija. le-
spéjams, lokanais savienojums ir novietots parak zemu. Skatiet ,UzstadiSanas
norades”.

lerice piepildas ar deni un
nekaveéjoties to izsukné.
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Probléma

lespéjamais risinajums

Nedarbojas velas izgrie$a-
nas faze, vai mazgasanas

cikls noris ilgak neka ierasts.

lestatiet velas izgrieSanas programmu. Ja programmu parsléga nav pieejama
ddens izsknéSanas programma, to var iestatit, izmantojot lietotni.
Parliecinieties, ka nav aizsprostots tdens izvadsistémas filtrs. NepiecieSami-
bas gadijuma notiriet filtru. Skatiet ,Apkope un tiri§ana”.

Manuali izlidziniet velas tilpné ievietotos apgérba gabalus un atkartoti palaidiet
velas izgriedanas fazi. So problému var izraisit nevienmérigi sabalanséts
svars.

Udens noplidis uz gridas.

Parliecinieties, ka tdens lokano savienojumu pieslégumi ir cieSi noslégti un no
tiem nav Gdens noplides.

Parliecinieties, ka Gdens ieplides un aizplides lokanajos savienojumos nav
bojajumu.

Parliecinieties, ka izmantojat piemérotu velas mazgasanas lidzekli atbilsto$a
daudzuma.

Nevar atvért ierices durvis.

Parliecinieties, ka nav izvéléta mazgasanas programma, kuras beigas tdens
paliek velas tilpne.

Parliecinieties, ka velas mazgasanas programma ir pabeigta.

Ja velas tilpné ir palicis Gdens, iestatiet Gdens izsuknésanas vai velas izgrieSa-
nas programmu. Ja programmu parsléga nav pieejamas velas izgrieSanas un
Gdens izsknéSanas programmas, tas var iestatit, izmantojot lietotni.
Parliecinieties, ka iericei pienak elektroenergija.

So problému var izraistt ierices atteice. Sazinieties ar pilnvaroto servisa centru.
Ja Jums jaatver ierices durvis, ripigi izlasiet ,lerices durvju atvér§ana arkartas
gadijuma”.

Parliecinieties, ka nav aktivizéta funkcija Remote Start Mode. Izslédziet to.

Displeja nav attélots bezva-
du tikla indikators =

Parbaudiet bezvadu fikla signalu.

Parliecinieties, ka bezvadu tikla savienojums ir aktivs. Skatiet rindkopu ,Velas
masinas bezvadu savienojuma konfiguré$ana” nodala “Wi-Fi — savienojuma iz-
veide”.

Parbaudiet savu majas fiklu un marsrutétaju.

Restartéjiet marsrutétaju.

Sazinieties ar savu bezvadu interneta pakalpojumu sniedz€ju, ja rodas papildu
problémas ar bezvadu tiklu.

Lietotne nevar izveidot sa-
vienojumu ar ierici.

Parbaudiet bezvadu tikla signalu.

Parbaudiet, vai JUsu viedierice ir savienota ar bezvadu fiklu.

Parbaudiet savu majas fiklu un marsrutétaju.

Restartéjiet marsrutétaju.

Sazinieties ar savu bezvadu interneta pakalpojumu sniedzéju, ja rodas problé-
mas ar bezvadu tiklu.

lerice, viedierice vai ta abas ir jakonfiguré vélreiz, jo ir ticis uzstadits jauns
marsrutétajs vai ir mainita marsrutétaja konfiguracija.

Lietotne biezi nevar izveidot
savienojumu ar ierici.

Parliecinieties, ka bezvadu tikla signals sasniedz ierici. Méginiet parvietot ma-
jas marsrutétaju péc iespéjas tuvak iericei vai apsveriet bezvadu signala dia-

pazona paplasinataja iegadi.

Parliecinieties, ka bezvadu signala darbibu netraucé mikrovilnu krasns. Izslé-
dziet mikrovilnu krasni. Izvairieties vienlaikus izmantot mikrovilnu krasni un at-
talinato ierices vadibu.
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Probléma

lespéjamais risinajums

L [
Displeja redzams 11" 1 .
Visi taustini, iznemot taustinu

lesl./Izsl. (D ir neaktivi.

lerice lejupieladé pieejamos atjauninajumus. Uzgaidiet, lidz Sis process no-
slégsies. Ja izslégsit ierici atjaunindjumu veik8anas laika, $is process atsak-
sies, atkartoti to ieslédzot.

lerice rada neparastus troks-
nus un vibré.

Parliecinieties, ka ierice ir pareizi nolimenota. Skatiet ,UzstadiSanas norades”.
Parliecinieties, ka ierice ir izpakota un/vai ir izskriivétas transporté$anai pare-
dzétas skruves. Skatiet ,UzstadiSanas norades”.

lelieciet velas tilpné vairak velas. lesp€jams, velas tilpné ir parak maz velas.

Programmas darbibas laika
palielinas vai samazinas pro-
grammas darbibas ilgums.

Funkcija ProSense System var noregulét programmas darbibas ilgumu atbil-
stoSi velas veidam un daudzumam. Skatiet nodalas “Ikdienas lietoSana” sada-
lu “ProSense System velas daudzuma noteikSana”.

Neapmierinosi velas mazga-
Sanas rezultati.

Palieliniet velas mazgasanas lidzekla daudzumu vai izmantojiet citu velas
mazgasanas lidzekli.

Griiti izmazgajamu traipu apstradei pirms velas mazgasanas izmantojiet ipa-
Sus traipu tiriSanas Nidzek|us.

Parliecinieties, ka ir iestatita atbilstoSa velas mazgasanas temperatura.
Samaziniet velas tilpné ievietotas velas daudzumu.

Izmantojot AutoDose tvertnes, parliecinieties, ka tas nav tukSas.

Izmantojot AutoDose tvertnes, parbaudiet iepriek$ iestatito mazgasanas lidz-
ekla/auduma mikstinataja doz&éjumu. Skatiet nodalas “AutoDose tehnologija”
sadalu “Pamata iestatijumi”.

Parliecinieties, ka AutoDose tvertnes ir iztiritas, pirms sakat lietot cita zZimola
un veida mazgasanas [idzekli, velas mikstinataju vai citas piedevas.

Parak daudz putu velas tilp-
né mazgasanas cikla laika.

Samaziniet mazgasanas lldzekla daudzumu vai tablesu skaitu, vai vienas de-
vas mazgasanas lidzekl|us.

Izmantojot AutoDose tvertnes, parbaudiet ieprieks iestatito mazgasanas lidz-
ekla/auduma mikstinataja dozéjumu. Skatiet nodalas “AutoDose tehnologija”

sadalu “Pamata iestatijumi”.

Mazgasanas lidzekla/audu-
ma mikstinataja imenis péc
mazgasanas nepazeminas
AutoDose tvertnés.

Tas ir normali — tvertnes ir diezgan lielas, un mazgasanas lidzekla patérin$ var
nebdt uzreiz pamanams.

lerice nezave velu vai zavé
to nepareizi.

Atgrieziet Gdens kranu.

Parliecinieties, ka nav aizsprostots Gdens izvadsistémas filtrs.

Samaziniet velas tilpné ievietoto velas apjomu.

Parliecinieties, ka esat iestatijis pareizo ciklu. NepiecieSamibas gadijuma at-
kartoti iestatiet Tsu Zavésanas ciklu.

|Izmazgataja vela ir atroda-
mas dazadu krasu pukas.

lepriek$éja cikla mazgatie audumi izdalija citas krasas pukas:

.

Zavésanas faze palidz atbrivoties no noteikta piku daudzuma.
Notiriet drébes ar puku nonéméju.

Tpasi liela tilpné sastopamo pliku apjoma gadijuma skatiet sadalu “Apgérbu pa-
kas", lai iegutu papildinformaciju.

Péc parbaudes ieslédziet ierici. Programma turpina darboties no tas vietas,

kur ta tika partraukta.

Ja probléma atkartojas, sazinieties ar pilnvaroto servisa centru.
Servisa centram nepiecieSamie dati ir noraditi tehnisko datu plaksnité.
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19.2 Durvju atvérSana arkartas
gadijuma

Elektribas padeves partraukuma vai darbibas
traucéjumu gadijuma ierices durvis
saglabajas blokéta stavokll. Mazgasanas
programma turpina darbibu péc elektribas
padeves atjaunoSanas. Ja darbibas
traucéjumu gadijuma durvis saglabajas
blokéta stavokli, tas ir iespéjams atvert,
izmantojot avarijas atvérsanas funkciju.

Pirms ierices durvju atvérSanas:

Lai atvertu ierices durvis, rikojieties Sadi:

1. Nospiediet taustinu lesl./Izsl. (D lai
izslégtu ierici.

2. Atvienojiet ierices kontaktspraudni no
elektrotikla kontaktligzdas.

3. Atveriet filtra vacinu.

4. Vienu reizi pavelciet uz leju avarijas
atvérSanas sviru. VEélreiz pavelciet to uz
leju, turiet to nospiestu un vienlaicigi
atveriet ierices durvis.

/\ UZMANIBU!

Apdegumu risks! Parliecinieties, ka
udens temperatiira nav parak augsta
vai vela nav karsta. NepiecieSamibas
gadijuma uzgaidiet, lidz tie atdziest.

/\ UZMANIBU!

Pastav traumu risks! Parliecinieties,
ka velas tilpne negriezas.
NepiecieSamibas gadijuma uzgaidiet,
lidz velas tilpne parstaj griezties.

®

Parliecinieties, ka idens limenis velas
tilpné nav parak augsts.
NepiecieSamibas gadijuma veiciet
tilpnes arkartas iztukSosanu (skatiet
sadalas “KopSana un tiriSana” punktu
“Arkartas iztuk$osana”).

5. Iznemiet velu no tilpnes un aizveriet
ierices durvis.
6. Aizveriet filtra vacinu.
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20. PATERINA DATI
20.1 levads

®

QR kods uz ierices komplektacija ieklauta

energomarkéjuma sniedz fimekla saiti uz informaciju par ES
EPREL datu baze ieklauto ierices ekspluatacijas parametru
informaciju. Glabajiet energoefektivitates markejumu kopa ar
lietotaja rokasgramatu un visiem paréjiem ierices komplektacija
ieklautajiem dokumentiem.

So pasu informaciju var uzzinat arf EPREL, atverot saiti https://
eprel.ec.europa.eu un noradot ierices energoefektivitates
nominalo datu plaksnité noradito modela nosaukumu un produkta
numuru. Lai noskaidrotu tehnisko datu plaksnites atraSanas vietu,
skatiet nodalu “Izstradajuma apraksts”.

20.2 Apzimé&jumi
kg Velas ielades daudzums. hh:mm Programmas darbibas ilgums.
kWh Elektroenergijas patérins. °C Velas temperatira.
Litri Udens patérins. apgr./mi Velas izgrieSanas atrums.
n
% AtlikuSais mitruma lTmenis cikla beigas. Jo lielaks velas izgrieSanas atrums, jo lielaks ir troksnis un jo

zemaks ir atliku$ais mitruma limenis mazgasanas cikla beigas.

®

Vértibas un programmu ilgums var atSkirties atkariba no dazadiem apstakliem (piem.,
istabas temperatiras, Udens temperatiras un spiediena, velas daudzuma un veida,
elektrofikla sprieguma), ka ari no programmas nokluséjuma iestafijumu mainas.

20.3 Saskana ar Komisijas regulu
ES 2019/2023

Tikai mazgasana

Eco 40-60 pro- " . o apgr./mi
gramma kg kWh Litri hh:mm % C )
Pilns velas ielades 10.0 0.900 61.0 03:55 52.00 37.0 1551

daudzums
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Eco 40-60 pro- apgr./mi

gramma kg kWh Litri hh:mm % °C )
Daléjas noslodzes tilp-

nes velas ielades 5.0 0.605 47.0 02:50 52.00 33.0 1551
daudzums

Ceturtdalas pilnibas pa-

kapes velas ielades 25 0.200 38.0 02:30 54.00 23.0 1551

daudzums

1) Maksimalais velas izgrieSanas atrums.
Mazgasanas un zavesanas cikls
Eco 40-60 pro-

apgr./mi
gramma un Gatavs ., KWh  Liti  hhemm % c P9
ievietoSanai skapi n?
sausuma pakape
Pilns velas ielades 6.0 3.795 87.0 07:45 0.00 27.0 1551
daudzums
Daléjas noslodzes tilp-
nes velas ielades 3.0 1.980 58.0 05:00 0.00 25.0 1551

daudzums

1) Maksimalais velas izgrieSanas atrums.

Jaudas patérin$ dazados darbibas rezimos

Atliktais starts Tikla gaidsta-

Izslégts (W) Gaidstave (W) (W) ve (W)

0.50 0.50 4.00 2.001)

Laiks lidz izslegtam/gaidstaves rezimam ir ne vairak ka 15 minutes.

1) Pieslégtas funkcijas energijas patérins ir aptuveni 17,5 kWh gada. Lai atslégtu So funkciju, skatiet sadalu “Wi-Fi
savienojamibas iestatiSana”.

20.4 Parastas programmas — tikai
mazgasana

@

Sis vértibas ir tikai orientgjosas.

Programmas apgr./

J kg kWh Litri hh:mm % °C 991)
min

gSOIEvCiIna 2) 10.0 2.900 90.0 04:05 44.0 85.0 1600

LATVIESU 65



Programmas apgr./

g kg KWh  Liti  hhemm % e o
1

Kokwiina 10.0 1.700 85.0 03:50 44.0 55.0 1600

ggli\(/:i’lna 3) 10.0 0.350 85.0 03:00 44.0 20.0 1600

Sintétika 4.0 0.800 55.0 02:15 35.0 40.0 1200

40°C

g(')“f(':ké vela4) 2.0 0.400 60.0 01:05 35.0 30.0 1200

Vilna .

30°C 1.5 0.300 65.0 01:05 30.0 30.0 1200

1) Velas izgrieSanas atruma atsauces indikators.

2) Piemérota loti netiru audumu mazgasanai.

3) Piemérota viegli nefiru kokvilnas, sintétikas un jauktu audumu izstradajumu mazgasanai.

4) Ta veic ari atru mazgasanas ciklu viegli netirai velai.

20.5 Parastas programmas —

mazgasana un zavésana

Sis vértibas ir tikai orientgjosas.

Programmas apgr./

J kg KWh  Liti  hhemm % e o
1
Sietika 4.0 2.800 85.0 05:00 1.00 40.0 1200

1) Velas izgrieSanas atruma atsauces indikators.
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21. ISA PAMACIBA

21.1 Ikdienas lietoSana

—— AutoDose. ——|'|—|—|
A, b B T
® 3 L e (D
3

3

Pievienojiet elektrotikla vada spraudni
elektrotikla kontaktligzdai.
Atveriet dens kranu.

Nospiediet taustinu lesl./izsl. (D, lai
ieslegtu ierici (1).

Pagrieziet programmu izvéles parslégu, lai
iestafitu vélamo programmu (2).
Pieskaroties attiecigajiem
skarientaustiniem, iestatiet vélamas
papildiespéjas (3).

levietojiet velu velas tilpné pa vienam
priekSmetam, neparsniedzot maksimalo
ieteicamo ieladi. Aizveriet durvis un
parliecinieties, ka vela neiesprist starp
blivi un durvim.

Izmantojot AutoDosetvertnes,
mazgasanas lidzeklis un auduma
mikstinatajs tiek padots automatiski.
Parliecinieties, ka tvertnes nav tuk$as.
Izmantojot manualos nodalijumus,
iepildiet mazgasanas lidzekli un citus
lldzeklus attiecigaja nodaljuma.

AutoDose
S

Manual

(Manual) @

Izmantojot Skidro mazgasanas lidzekli
manualaja nodaljuma, ievietojiet
Skidra mazgasanas lidzek|a tvertni.

Lai palaistu programmu, pieskarieties

taustinam Starts/pauze |>||(4).

lerice sak darboties.

Péc programmas beigam iznemiet velu.
Nospiediet taustinu lesl./lzsl. CD lai
izslégtu ierici.
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21.2 Udens izsuknésanas sikna filtra tirisana

Regulari iztiriet So filtru, 1pasi, ja displeja

paradas bridinajuma kods Ec '

21.3 Programmas

levietojamais

Programmas velas daudz- Produkta apraksts
ums
Zema elektroenergijas patérina cikls kokvilnas izstradajumiem.
10.0 kg 1) Samazina temperattru un pagarina darbibas laiku labu mazga-
Eco 40-60 $anas rezultatu iegisanai.
10.0 kg Balti un krasaini kokvilnas izstradajumi. Ideali piemérots vid&ji
Kokvilna 2) netirai un loti netirai velai.
o 4.0 kg Sintétikas vai jauktu audumu izstradajumi.
Sintétika
2.0 kg Smalki audumi, pieméram, akrila, viskozes, poliestera izstrada-
Smalka vela ’ jumi.
@@@ 15 k Vilnas izstradajumi, kurus var mazgat velas masina, vilnas un
Vilna/lMazgasana ar rokam X9 smalki izstradajumi, kurus jamazga ar rokam.
% s -
- 2.0kg Moderni ara sporta apgérbi.
Virsdrébes
- . - Apkopes cikls velas tilpnes tirisanai.
Masinas firisana
. 1.0 kg Isa programma dazadu sintétikas kreklu apstradei, idz 1 kg.
1 kg Quick 20’ Wash&Dry 60’
5.0 k Kokvilnas un sintétikas apgérbi. ST programma nodrosina labus
MixLoad g mazgasanas rezultatus isa laika.
EDJ(G;) 10.0 kg Balta kokvilnas vela. St prog?:amma likvidé vairak neka
T 2) 99,99 % baktériju un virusu. ) Ta nodroSina art alergénu pie-
Higiéna

nacigu likvidésanu.
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levietojamais

Programmas velas daudz- Produkta apraksts
ums
10.0 kg Visi audumi, iznemot vilnas izstradajumus un smalkvelu. Pro-
Skalo$ana 2) gramma skaloSanai un velas izgrieSanai.
L _ o 10.0 kg Velas izgrie$ana un Gdens izstiknéana no velas tilpnes. Visi
IzgrieSana/Udens izsukné- 2) audumi, iznemot vilnas un smalkos audumus.

Sana

1) &1s programmas ielade nav redzama displeja.
2) Sis programmas ielade nav redzama displeja.

3) Parbaudita pret zeltaino stafilokoku (Staphylococcus aureus), enterokokiem (Enterococcus faecium), raugveida
sénitém (Candida albicans), baktériju Pseudomonas aeruginosa un MS2 bakteriofagu aréja parbaudé, kuru
2021. gada veica uznémums “Swissatest Testmaterialien AG” (parbaudes zinojuma nr. 202120117).

22. APSVERUMI PAR VIDES AIZSARDZIBU

Nododiet otrreizéjai parstradei materialus ar Neizmetiet ierices, kas apzimétas ar So

A . - - . . -
simbolu TP, levietojiet iepakojuma materialus | simbolu S kopa ar majsaimniecibas
atbilstoSajos konteineros to otrreizéjai atkritumiem. Nododiet izstradajumu vietéja
parstradei. Palidziet aizsargat apkartéjo vidi otrreiz&jas parstrades punkta vai sazinieties
un cilvéku veselibu, atkartoti parstradajot ar vietgjo pasvaldibu.

elektrisko un elektronisko iekartu atkritumus.
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Available on the A\, GETITON
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The software in this product contains components that are based on free and open source software. AEG gratefully
acknowledges the contributions of the open software and robotics communities to the development project.

To access the source code of these free and open source software components whose license conditions require
publishing, and to see their full copyright information and applicable license terms, please visit:
http://aeg.opensoftwarerepository.com (folder NIUS)
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