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ierici.
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Izmainu tiesibas rezervétas.

sanemtu lietoSanas ieteikumus un broSuras, ka art traucéjummeklésanas, servisa un
remonta informaciju:
www.electrolux.com/support
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1. A DROSIBAS INFORMACIJA

u Pirms Sis ierices uzstadisanas un lietoSanas rupigi

izlasiet pievienotos noradijumus.

Razotajs neatbild par savainojumiem un bojajumiem, kas
radusies ierices nepareizas uzstadiSanas vai izmantoSanas
rezultata. Vienmeér glabajiet Sis instrukcijas drosa, pieejama
vieta, lai tas varétu izmantot nakotneée.

1.1 Bérnu un pasi jutigu personu drosiba

« So ierici drikst izmantot bérni no 8 gadu vecuma un cilvéki
ar ierobezotam fiziskam, sensoram vai garigam sp€&jam vai
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pieredzes un zinasanu trukumu atbildigas personas
uzraudziba vai, ja tie ir informéti par ierices drosu lietoSanu
un izprot potencialos riskus.

Bérniem vecuma no 3-8 gadiem un personam ar loti plasu
un sarezgitu invaliditati jaliedz piekluve iericei, ja vien tie
netiek pastavigi uzraudziti.

Nelaujiet bérniem tris gadu vecumu nesashiegusiem
bérniem tuvoties iericei, ja vien vini netiek pastavigi
uzraudziti.

Mazi bérni jauzrauga, lai tie nespélétos ar ierici.

Nelaujiet bérniem tuvoties iepakojumam un atbrivojieties no
ta pienaciga veida.

Glabajiet mazgasanas ldzeklus bérniem nepieejamas
vietas.

Nelaujiet berniem atrasties ierices tuvuma, ja ir atvertas
ierices durvis.

Ja iericei ir bérnu droSibas ierice, ta jaaktivize.

Bérni nedrikst firit ierici un veikt tas apkopi bez uzraudzibas.

.2 Vispariga drosiba

ST ierice ir paredzéta velas mazgasanai majas apstak|os,
tikai tadai velai, kuru ir atlauts mazgat velas masina.

St ierice ir izstradata tikai izmantoSanai majas apstaklos un
telpas.

So ierici var izmantot birojos, viesnicu viesu numuros,
pansiju viesu numuros, lauku viesu majas un citas lidzigas
uzturéSanas vietas, kuras izmantoSana neparsniedz (vidé€jo)
majsaimniecibas lietoSanas intensitati.

Nemainiet Si produkta specifikaciju.

lerices maksimala velas ietilpiba ir 9 kg. Neparsniedziet
ierices maksimalo velas ietilpibu (skatiet nodalu
“Programmu tabula”).

Udens spiedienam tdens iepludes punkta no savienojuma
ir jabat no 0,5 bar(0,05 MPa) lidz 10 bar (1,0 MPa).
Ventilacijas atveri pamatné nedrikst aizsegt ar paklaju vai
citu gridas segumu.
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« lerice japievieno Uudens padevei, izmantojot komplektacija
ieklautos jaunos Slatenu caurulu komplektus vai citus
pilnvarota servisa centra piegadatus jaunus Slutenu

komplektus.

» Vecas Slutenes nedrikst izmantot atkartoti.

« Ja elektribas padeves vads ir bojats, lai izvairitos no
elektribas trieciena riska, tas janomaina razotajam,
autorizétajam servisa centram vai citam kvalificétam

specialistam.

* Pirms jebkadam apkopes darbibam izslédziet ierici un
atvienojiet spraudkontaktu no elektrofikla.
* lerices tirnsanai neizmantojiet augstspiediena tdens struklas

un/vai tvaiku.

« Tiriet ierici ar mitru mikstu dranu. Izmantojiet tikai neitralus
mazgasanas lidzeklus. Neizmantojiet abrazivus
izstradajumus, abrazivus suklus, Skidinatajus vai metala

priekSmetus.

+ Ja velas zavétajs tiek novietots virs velas mazgajamas
masinas, parliecinieties, ka izmantojat atbilstigu
uzstadiSanas komplektu, kuru apstiprinajis(-usi) Electrolux
(skat. detalizétu informaciju sadala “Piederumi —

uzstadiSanas komplekts”).

2. DROSIBAS NORADIJUMI

2.1 Uzstadisana

®

UzstadiSanai jaatbilst attiecigajiem valsts
noteikumiem.

* Nonemiet visu iepakojumu un
parvadasanas skrives, ieskaitot gumijas
ieliktni ar plastmasas starpliku.

Glabajiet transportéSanai paredzétas
skrives drosa vieta. Ja ierice vélak
japarvieto, tas atkartoti jaievieto, lai
nofiks€tu tilpni, lai novérstu iekséjus
ierices bojajumus.

Vienmeér uzmanigi parvietojiet ierici, jo ta ir
smaga. Vienmér izmantojiet droSibas
cimdus un slégtus apavus.
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levérojiet kopa ar ierici piegadatas
uzstadiSanas norades.

Neuzstadiet un nelietojiet bojatu ierici.
Neuzstadiet un nelietojiet ierici vieta, kur
temperatira ir zemaka par 0 °C un kur ta
ir paklauta nokriSnu iedarbibai.

Virsmai, uz kuras ierici paredzéts uzstadit,
jabut ldzenai, stabilai, karstumizturigai un
tirai.

Parliecinieties, ka starp ierici un gridu
cirkulé gaiss.

Kad ierice novietota pastavigaja vieta,
parbaudiet, vai ta ir pareizi nolimenota,
izmantojot spirta imenradi. Ja
nepiecieSams, noreguléjiet kajinas
attiecigi.



Neuzstadiet ierici virs gridas noteces
lUkas.

Neslakstiet tdeni uz ierici un nepaklaujiet
to parmérigam mitrumam.

Neuzstadiet ierici vieta, kur ierices durvis
nevar atvert idz galam.

Nelieciet zem ierices slégtu trauku Udens
savakSanai iespéjamas nopludes
gadijuma. Sazinieties ar pilnvaroto servisa
centru, lai parliecinatos, kadus
piederumus var lietot.

2.2 Pieslegums elektrotiklam

/\ BRIDINAJUMS!
Ugunsgréka un elektroSoka risks!

UZMANIBU: ST ierice ir paredzéta
uzstadisanai/pievienoSanai €kas
zeméjuma savienojumam.

Vienmér izmantojiet pareizi uzstaditu un
droSu kontaktligzdu.

Parliecinieties, ka tehnisko datu plaksnité
noraditie parametri atbilst elektrotikla
parametriem.

Nelietojiet daudzkontaktu adapterus vai
pagarinatajus.

Rikojieties uzmanigi, lai nesabojatu
kontaktspraudni un kabeli. Ja iekartas
elektropadeves kabeli nepiecieSams
nomainit, to javeic tuvakaja autorizétaja
servisa centra.

Pieslédziet kontaktspraudni kontaktligzdai
tikai uzstadiSanas beigas. Parbaudiet, vai
péc uzstadiSanas kontaktspraudnim var
brivi pieklat.

Neaiztieciet stravas kabeli vai
kontaktspraudni ar slapjam rokam.
Nekad neatslédziet ierici no ftikla, velkot
aiz stravas kabela. Vienmer velciet aiz
kontaktspraudna.

2.3 Udens pieslégums

lepludes udens temperatira nedrikst
parsniegt 25 °C.

Nebojajiet udens $|utenes.

Pirms pievieno$anas jaunam caurulém,
ilgaku laiku neizmantotam caurulém,
labotam caurulém vai caurulém, kuram
pievienotas jaunas ierices (udens skaititaji
u.c.), laujiet adenim teceét, lidz tas klust tirs
un dzidrs.

Parbaudiet, vai nav redzamas udens
noplides ierices pirmas lietoSanas reizes
laika un péc tas.

Neizmantojiet lokana savienojuma
pagarinajumu, ja tdens ievada lokanais
savienojums ir parak 1sa. Sazinieties ar
servisa centru, lai sanemtu jaunu iepludes
S|uteni.

lespéjams, ka izsainoSanas laika
noveérosiet udens izpliSanu no aizpludes
caurules. Tas ir ripnica veiktas ierices
parbaudes ar adeni dél.

Udens novadi$anas $|Gteni var pagarinat
maksimali par 400 cm. Sazinieties ar
pilnvaroto servisa centru par otru idens
novadi$anas $|Uteni un tas pagarinajumu.
Parbaudiet, vai péc uzstadiSanas var brivi
pieklut dens kranam.

2.4 IzmantosSana

/\ BRIDINAJUMS!

Pastav risks gut savainojumus,
elektroSoku, izraisit ugunsgréku,
apdegumus vai ierices bojajumus.

levérojiet drosibas noradijumus uz
mazgasanas lidzekla iepakojuma.
Neievietojiet iericé un neglabajiet tas
tuvuma vai uz tas viegli uzliesmojoSas
vielas vai ar viegli uzliesmojosam vielam
pieslcinatus priekSmetus.

Nedrikst mazgat audumus, kuri stipri
sasmeéréti ar ellu, smérvielam vai citam
taukainam vielam. Tadéjadi var sabojat
velas masinas gumijas dalas. Pirms §adu
izstradajumu ievietoSanas velas masina,
tie ieprieks jamazga ar rokam.
Programmas darbibas laika
nepieskarieties stikla durvim. Stikls var
sakarst.

Parliecinieties, ka no velas ir iznemti visi
metala priekSmeti.

2.5 Serviss

Lai salabotu ierici, sazinieties ar pilnvarotu
servisa centru. lzmantojiet tikai originalas
rezerves dalas.

Lddzu, nemiet véra, ka pasrocigi veikti
remontdarbi vai remontdarbi, kurus
veikusas neprofesionalas personas, var
radit apdraudéjumu, un garantija var
zaudét speku.
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Turpmak noraditas rezerves dalas ir
pieejamas vismaz 10 gadus péc modela
razoSanas partrauk$anas: motors un
motora kontakti, transmisija starp motoru
un velas tilpni, stkni, amortizatori un
atsperes, velas tilpne, velas tilpnes
zvaigzne un tas lodisu gultni, silditaji un
sildelementi, ieskaitot siltumsuknus,
caurulvadi un to aprikojums, ieskaitot
S|Utenes, varstus, filtrus un tdens
noslégvarstus, iespiedshémas plates,
elektroniskie displeji, spiediena slédzi,
termostati un sensori, programmatira un
aparatprogrammatura, ieskaitot
programmaturas atiestatiSanu, durvis,
durvju enges un blives, citas blives, durvju
slédzenu mehanismi, plastmasas
piederumi, pieméram, mazgasanas
idzekla dozatori. JUsu valstr var tikt
piemérots ilgaks laiks. Lai iegutu papildu
informaciju, apmekléjeit masu fimekla
vietni.

Lddzu, nemiet véra, ka dazas no $im
rezerves dalam ir pieejamas tikai
profesionaliem remontétajiem un ka ne

rezerves lampam: Sis lampas ir
paredzétas ekstremaliem fiziskajiem
apstakliem, pieméram, temperaturai,
vibracijai, mitrumam, majsaimniecibas
iericés vai paredzétas informésanai par
ierices darbibas statusu. Tas nav
paredzétas citiem lietoSanas veidiem un
nav piemérotas majsaimniecibas telpu
apgaismojumam.

2.6 lerices utilizacija

/\ BRIDINAJUMS!
Pastav traumu un nosmaks$anas risks.

Atvienoijiet ierici no elektropadeves un
udens padeves.

Nogrieziet stravas kabeli netalu no ierices
un utilizéjiet to.

Nonemiet durvju fiksatoru, lai bérni vai
majdzivnieki nevarétu ierapties velas
zavetaja tilpné un tur sevi ieslégt.

Utilizéjiet ierici saskana ar WEEE Direktivu

par elektrisko un elektronisko iekartu
atkritumiem.

visas rezerves dalas der visiem modeliem.
* Informacija par $aja produkta esoSo lampu
(lampam) un atseviski nopérkamajam

3. IZSTRADAJUMA APRAKSTS
3.1 Ipasas funkcijas - SensiCare System nosaka velas ielades
svaru, nosakot programmas ilgumu,

30 sekunzu laika. Mazgasanas
programma pielagojas velai un auduma
veidam, nepatérégjot vairak laika,
elektroenergijas un Gdens neka ir
nepiecieSams. Lai iegltu detalizétu
informaciju, izlasiet sadalu “SensiCare
ielades noteikSana”.

Wi-Fi savienojums |auj palaist
mazgasanas ciklu un parbaudit ta stavokli
no attaluma.

Jusu jauna velas masina atbilst visam
musdienu prasibam efektivai velas apstradei
ar mazu tdens, elektroenergijas un
mazgasanas lidzeklu patérinu, ka art audumu
kopsanai.

* AutoDoseAutoDose tehnologija
automatiski padod nepiecieSamo
mazgasanas lidzekla daudzumu atbilstosi .
velas ielades daudzumam; atvilktné ir divi
integréti nodalijumi (mazgasanas lidzeklim
+ mikstinatajam) un divi papildu nodalijumi
mazgasanas lidzeklim un papildlidzekliem
manualai ieladei. Tas piedava visplasako
lietoSanas daudzveidibu.

6 LATVIESU



3.2 lerices parskats

Darba virsma Kajinas ierices TmenoSanai
Mazgasanas lidzekla dozators ar Bl Noplides slitene

AutoIZ_).ose. tvertném un manualiem Bl lepludes $litenes savienojums
nodafjumiem ) Stravas kabelis

Vadibas panelis TransportéSanai paredzétas skruves

Durvju rokturi .
U r_o tu_rls Slutenes balsts
Datu plaksnite

Udens izsiiknésanas siknis

NE

QE0E

Razotaja plaksnité noradits:

?“i"' A R A QRkods
HEgas HZ;ZST:;HZ—QJDWDDW =_ B. modela nosaukums
E i'l-r._t\- = I IrSeVNe 00000000 C. produkta numurs
D. elektriskie raksturlielumi
A BCD E _
E. seérijas numurs

Skenéjiet ierices QR kodu, lai registrétu savu produktu un maksimali izmantotu visas ta iespéjas.

. Dj — pieklUstiet ierices informacijai, dokumentacijai un rakstiem par to, ka izmantot labakas funkcijas
(lietotaja rokasgramata pieejama ari vietné electrolux.com/manuals)

. ﬁ — sanemiet lietoSanas padomus, problému novérsanu, apkopes un remonta informaciju (pieejami art
vietné electrolux.com/support)

lﬁ — iegadajieties papildpiederumus, vienreizéjas lietoSanas materialus un originalas rezerves dalas sa-
vai iericei (pieejams ari vietné electrolux.com/shop)
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4. TEHNISKIE DATI

59,7 cm /84,7 cm /65,8 cm

Izméri Platums/augstums/kopéjais dzilums

Pieslégums elektrotiklam Spriegums 230V
Kopéja jauda 2100 W
Dros$inatajs 10 A
Frekvence 50 Hz

Aizsargapvalka nodroSinatais aizsardzibas limenis pret cieto dalinu un IPX4

mitruma iedarbibu, iznemot gadijumus, kad zemsprieguma iericém nav

aizsardzibas pret mitrumu

Udens pievada spiediens

Minimalais
Maksimalais

0,5 bar (0,05 MPa)
10 bar (1,0 MPa)

Udens padeve 1)

Aukstais Udens

Maksimalais velas daudzums

Cotton (Kokvilna)

9 kg

Velas izgrieSanas atrums

Maksimalais velas izgrieSanas
atrums

1351 apgr./min

1) Pievienojiet tdens iepludes $lateni Gdens kranam ar 3/4" vitni.

5. UZSTADISANA

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".

polistirola aizsargelementu.

5.1 IzsainoSana

1. Atveriet durvis. Iznemiet visu no velas
tilpnes.

/\ UZMANIBU!

Nenovietojiet velas masinu ar
priekSpusi uz leju.

modela.

lerices komplektacija ieklautie
piederumi var atSkirties atkariba no

2. Novietojiet iesainojuma elementu uz
gridas aiz ierices un uzmanigi apgaziet
ierici ar aizmuguréjo dalu uz leju.
Nonemiet no ierices apakSpuses

8 LATVIESU

3. Novietojiet ierici atpakal| stavus.
Atvienojiet baro$anas kabeli un izpltdes



Sluteni no Slutenes turétajiem.

/\ BRIDINAJUMS!

lesp€jams, ka novérosiet Udens
izplG$anu no izpludes $|atenes. Tas ir
tadél, ka mazgajama masina ir
parbaudita rapnica.

4. |zskravéjiet tris transportéSanai

paredzéetas skruves un izvelciet
plastmasas starplikas.

lesakam saglabat iesainojuma
materialus un transportésanai
paredzétas skruves gadijumam, ja
ierice bus japarvada.
5. levietojiet atverés plastmasas vacinus,
kas atrodami lietotaja rokasgramatas
maisina.

5.2 UzstadiSanas informacija
NovietoSana un limenosana

Noreguléjiet ierici pienacigi, lai novérstu
vibraciju, troksni un tas kustésanos darbibas
laika.

1. Uzstadiet ierici uz lidzenas, stingras
pamatnes gridas. lericei jabut nolimenotai
un stabilai. Parliecinieties, ka ierice
nepieskaras sienai vai citiem
priekSmetiem un ka zem tas cirkul€ gaiss.

2. Atskravejiet valigak vai pievelciet
reguléjamas kajinas, lai regulétu ierices
imenojumu. Visam ierices kajinam stingri
jabalstas uz gridas.

/\ BRIDINAJUMS!

lerices Tmenosanas nolika nenovietojiet
zem tas kajinam kartona, koka vai
tamlidzigus materialus.

levada lokanais savienojums

/\ UZMANIBU!

Parliecinieties, ka lokanais savienojums
nav bojats un savienojuma vietas nav
noplizu. Neizmantojiet lokana
savienojuma pagarinajumu, ja idens
ievada lokanais savienojums ir parak isa.
Sazinieties ar servisa centru, lai sanemtu
informaciju par iepludes $|utenes
nomainu.

1. Ja nepiecieSams, pievienojiet Gdens
ievada lokano savienojumu ierices
aizmuguré. Parasti to uzstada jau
rapnica.

3

4
A\
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2. Novietojiet to pa labi vai pa kreisi atkariba
no udens krana atraSanas vietas.
Parliecinieties, ka Gdens ievada lokanais
savienojums neatrastos vertikala stavokl.

3. Ja nepiecieSams, atskruvéjiet
gredzenveida uzgriezni, lai novietotu to
pareiza pozicija.

4. Pievienojiet udens ieplides S|uteni auksta
udens kranam ar 3/4 collu vitni.

5. Daziem modeliem var but ieplides
Slatenes ar Gdens apturéSanas varstu.
Tas novers jebkadas tdens noplides
Slutené nolietojuma dé|. Sektors lodzina
norada uz $o problému A. Ja tas notiek,
aizgrieziet Udens kranu un sazinieties ar
pilnvarotu servisa centru saistiba ar
informaciju par to, ka nomainit $|tteni.

@
Y
5@

/\ BRIDINAJUMS!
lepludes udens temperatura nedrikst

parsniegt 25 °C.

Udens izsiiknésana

Udens novadi$anas $|Gtenei jaatrodas vismaz
60 cm augstuma, bet ne augstak par 100 cm.

®

Udens novadisanas $lGteni var pagarinat
maksimali par 400 cm. Sazinieties ar
pilnvaroto servisa centru, lai iegadatos
otru idens novadiSanas S|uteni un tas

pagarinajumu.
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Parliecinieties, ka tdens novadiSanas Slutene
veido cilpu, lai nelautu netirumiem no ierices
nok|ut izlietné.

Pievienojiet udens novadiSanas Sluteni
sifonam un nostipriniet to ar skavu.
Parliecinieties, ka tdens novadiSanas $|utene
veido cilpu, lai nelautu netirumiem no ierices
noklut izlietne.

levietojiet S|uteni tieSi istabas siena
iebuvétaja novadcaurulé, piestiprinot to ar
skavu.

Izlietnes sifonam bez plastmasas Slitenes
vadiklas — uzbidiet Gdens novadiSanas
§lateni uz sifona pieslégvietas un nostipriniet
to ar skavu.

Novadcaurules $lateni var salocit U forma un
apliekt ap plastmasas vadotni. Izlietnes mala
— piestipriniet vadiklu tdens kranam vai
sienai.

@

Parliecinieties, ka, iericei izsuknéjot
udeni, plastmasas vadikla nekustas un
Udens novadiSanas $lutenes gals nav
iemérkts udent. Sada veida iericé var
ieplust atpakal netirs Udens. legadajieties
papildpiederumus no pilnvarota
piegadataja.

Pie stavvada ar ventilacijas atveri — ievietojiet
nopltdes Sluteni pasa novadcaurulé.

@

Udens novadi$anas $|atenes gals
vienmeér janodrosina ar atbilstosu
ventilaciju, t.i., novadcaurules iek$&jam
diametram (min. 38 mm — min.

1,5" collas) jabut lielakam neka tdens
nopludes $latenes aréjam diametram.




Udens novadi$anas $lGteni iesp&jams pievienot dazados veidos:

min.600 mm
max.1000 mm
C

(*) Informacija var mainities bez iepriek§éja pazinojuma.

5.3 Elektrotikla savienojums

lerices uzstadiSanas beigas jus varat pieslégt
spraudkontaktu kontaktligzdai.

NepiecieSamie elektroenergijas parametri ir
noraditi datu plaksnité un sadala “Tehniskie
dati”. Parbaudiet, vai tie ir saderigi ar
elektrotikla parametriem.

Parbaudiet, vai majas elektrotikls ir piemeérots
ierices maksimalajai jaudai, nemot véra ari
visas citas ierices, kuras var tikt izmantotas.

Pieslédziet ierici sazemétai kontaktligzdai.

Stravas padeves kabelim ir jabat viegli
shiedzamam péc ierices uzstadiSanas.

Lai veiktu jebkadus elektriskos darbus, kas
nepiecieSami Sis ierices uzstadiSanai,
sazinieties ar musu pilnvaroto servisa centru.
Razotajs neuznemas nekadu atbildibu par

bojajumiem un traumam, kas rodas minéto
droSibas pasakumu neievérosanas dél.
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6. PIEDERUMI

6.1 Montazas plakSnu komplekts

Uzstadot ierici uz koka gridas, nostipriniet to
ar montazas plaksni.

Uzmanigi izlasiet ar piederumu kopa
piegadatas instrukcijas.

6.2 Komplekts zavétaja
novietosanai uz velas mazgajamas
masinas

Zavétaju var novietot uz velas mazgajamas
masinas, tikai izmantojot pareizo
komplektu zavétaja novietoSanai uz velas
mazgajamas masinas.
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/\ BRIDINAJUMS!

Nenovietojiet velas zavétaju zem velas
masinas. Parbaudiet saderigo komplektu
zavetaja novietoSanai uz velas
mazgajamas masinas, parbaudot jusu
iericu dzilumu.




7. VADIBAS PANELIS

7.1 Vadibas panela apraksts
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lespéjas nevar izvéléties ar visam mazgasanas programmam. Parbaudiet iesp€ju un mazgasanas programmu

saderibu sadalas “Programmas” punkta “AutoDose un iespéju saderiba ar programmam”. Kada iespéja var iz-

slégt citu, $aja gadijuma ierice nelaus jums iestatit nesavienojamas iespéjas kopa. Parliecinieties, ka ekrans un
skarienjutigie taustini vienmer ir firi un sausi.

Programmu par-

Vajadzigas mazgasanas programmas izvélei. Lai iegutu papildinformaciju, skatiet

slégs sadalu "Programmas".

lestatot programmu, ierice automatiski izvélas nokluséjuma izgrieSanas atrumu.

Pieskarieties $im taustinam vairakkart, lai:

* Mainit velas izgrieSanas atrumu. Displeja redzami tikai izgrieSanas atrumi, kas
darbojas ar iestatito programmu.

. = = = lzvéléties iespéju Bez velas izgrieSanas. lestatiet So iesp&ju visu iz-
grieSanas fazu deaktivizéSanai. lerice veic tikai izvélétas mazgasanas program-
mas tdens izsuknéSanas fazi. lestatiet So iespé&ju loti smalkiem audumiem. Da-
zam mazgasSanas programmam skaloSanas faze patéré vairak tdens.

Ar taustinu Spin varat arf iestatit:

2 A adziet iesbai & f a&
. Spin poga l_l leslédziet iespéju SkaloSanas aizturésSana .

Pédéjas skaloSanas laika tdens no velas masinas netiks izsuknéts, lai pasarga-
tu velu no kroko$anas. Mazgasanas programmas beigas velas tilpné paliek
tdens un pédéja velas izgrieSanas faze netiek veikta.

Displejs rada indikatoru |_|

Durvis ir blokétas. Velas tilpne regulari griezas, lai samazinatu burzisanos. Lai
atblokétu durvis, Jums ir jaizsikné no tilpnes tdens..

Pieskarieties Start/Pause I>” taustinam: ierice veic velas izgrieSanas fazi un iz-
sukné adeni.
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) Aktivizgjiet Silent
Visas velas izgrieSanas fazes (izgrieSana starplaika un pasas beigas) tiek atcel-
tas, un programmas beigas velas tilpné paliek tdens. Tas palidz samazinat bur-
Zisanos.
Ta ka programma ir |oti klusa, ta ir piemérota nakti, kad pieejami IEtaki energijas
tarifi. Dazas programmas skaloSana tiks veikta, izmantojot lielaku Gdens daudz-
umu

Displejs rada indikatoru K]»L.
Durvis ir blokétas. Velas tilpne regulari griezas, lai samazinatu burziSanos. Lai
atblokétu durvis, Jums ir jaizsukné no tilpnes tdens..

Pieskarieties taustinam Start/Pause un D" ierice veic tikai idens izsuknéSanas
fazi.
lerice automatiski izsdkné ddeni péc aptuveni 18 stundam.

Temp. skarienpoga

Kad izvélaties mazgasanas programmu, ierice automatiski iesaka nokluséjuma tem-
peratdiru.

Nospiediet $o taustinu vairakkart, idz vélama temperatira paradas displeja.

Kad displeja redzami indikatori _ _«, ierice nesilda tGdeni.

Displejs

Tas sniedz informaciju par programmas iestafi$anu. Papildu informaciju skatiet sa-
dala "Displejs".

B

AutoDose Velas
mikstinataja ska-

rienpoga

Auduma mikstinataja automatiskas padeves aktivéSanai un deaktivizéSanai. Papildu
informaciju skatiet nodala “AutoDose tehnologija (automatiska dozésana)”.

Ya?

B AutoDose Skidra
mazgasanas lidz-
ekla skarienpoga

Mazgasanas lidzekla automatiskas padeves aktivéSanai un deaktivizéSanai. Papildu
informaciju skatiet nodala “AutoDose tehnologija (automatiska dozésana)”.

Dl

Start/Pause ska-

rienpoga

Pieskarieties pogai, lai iedarbinatu, nopauzétu ierici vai partrauktu ieslégto program-
mu.

)

Pievienojiet velu

Mazgasanas cikla sakuma varat apturét ciklu un pievienot vai iznemt velu. Plasaku
informaciju skatiet sadala “Durvju atvér§ana — velas pievienoSana”.
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vD)

E Attalinata palaisana/
Delay Start skarien-
poga

Piespiediet So taustinu vairakkart, lai aktivizétu vienu no divam iespéjam vai abas.
Displeja iedegsies attiecigais indikators.
. D Attalinata palaisana
Izvélieties So iespéju, lai savienotu ierici ar lietotni.
Pieskaroties $ai pogai, displeja uz dazam sekundém ir redzams mirgojoss
[
i

1
1~ indikators.

Péc pieskar$anas taustinam Start/Pause D” displeja ir redzams indikators ﬁ
un tiek apstiprinats Attalinata palaisana.

@

Pieskaroties taustinam Start/Pause [>|| kad beidz mirgot indi-

kators FI F'F', netiek aktivéta Attalinata palaiSana, bet sak dar-
boties iestatita programma.

O

. elay Start
Izmantojot So iespéju, Jus varat atlikt programmas saks$anos uz értaku laiku.
Pieskarieties taustinam vairakkart, lai iestatitu nepiecieSamo atlikta starta laiku.
Laiks palielinas par 1 stundu lidz pat 20 stundam.

DI aispiea redzams incikators &
Péc pieskar$anas taustinam Start/Pause , displeja redzams indikators
un izvélétais atlikta starta laiks, un ierice uzsak laika atskaiti.

ﬂ Time Manager ska-
rienpoga

Ar 80 iespéju var samazinat programmas ilgumu. Skatiet rindkopu “Time Manager”.

Easy Iron skarien-
poga

lerice veic saudzigu mazgasanas un izgrieSanas ciklu, lai novérstu burzi$anos.
lerice samazina izgrieSanas atrumu, izmanto vairak ddens un pielago programmas
ilgumu atbilsto$i velas veidam.

&

Bérnu drosibas funkcija

Ar 80 iespéju Js varat nelaut bérniem spéléties ar vadibas paneli.

Lai iesleégtulizslégtu So iespéju, turiet nospiestu taustinu Easy Iron, lidz E iede-
gas/nodziest displeja.
Ja ta ir akfiva, nospiezot jebkuru pogu, pogas gaismas indikators nomirgo 3 reizes.

Extra Rinse ska-
rienpoga

Izmantojot So iespéju, jus varat pievienot izvélétajai mazgasanas programmai papil-
du skalo$anas ciklus.

Izmantojiet o iespéju cilvékiem ar alergijam pret mazgasanas lidzekla atliekam un
jufigu adu.

ST iespéja p ina progr ilgumu.

AtbilstoSais indikators virs spiedpogas izgaismojas un ari paliek degam laika naka-
mo ciklu laika lidz bridim, kad §T iespéja ir izslégta.

liali

Soft Plus iespéja

Pateicoties Sis iespéjas papildu funkcionalitatei velas mikstinatajs tiek vienmérigi no-
vadits uz velu, palielinot ta efektivitati. leteicams lietot, izmantojot auduma mikstina-
taju.

+
Lai iesleégtul/izslégtu So iespéju, turiet nospiestu taustinu Extra Rinse, lidz (=] je-
degas/nodziest displeja.
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Stains skarienpoga

Skariet $o iespéju, lai pievienotu programmai traipu attiriS8anas fazi.

ledegas attiecigais indikators virs skarienpogas.

Nospiezot $o pogu, pie mazgasanas lidzekl|a simbola paradas + indikators un ieri-
ce automatiski dozé papildu daudzumu mazgasanas lidzekla, kad ir iespéjot auto-
matiska mazgasanas lidzekla tvertne.

g

bt

N .
Ja automatiska mazgasanas lidzekla tvertne ir izslégta, ir iespé€jams darbinat $o ie-
spéju ka tradicionalai velas masinai, iepildot mazgasanas lidzekli vai papildiidzekli
manualaja nodalijuma.

Nospiezot mazgasanas idzekla tvertnes pogu, kamér ir aktivizéta iesp&ja Stains,
funkcija AutoDose tiek izslégta, tacu iespéja joprojam Stains paliek aktiva manualaja
rezima.

ST iespéja palielina programmas ilgumu.

Prewash skarienpo-
ga

Izmantojiet So iespéju, lai aktivizétu priekSmazgasanas fazi 30 °C temperatira pirms
mazgasanas fazes.

ledegas attiecigais indikators virs skarienpogas.

So iespéju ieteicams izmantot |oti nefirai velai, it ipasi, ja taja atrodamas smiltis, pu-
tekli, dubli un citas cietas dalinas.

Priek§mazgasanas fazé automatiski tiks pievienots papildu mazgasanas lidzekla
daudzums.

Atlasot priekSmazgasanas fazi, kad ir aktivizéta iesp€ja AutoDose, ierice automatiski
veic mazgasanas lidzekla dozéSanu. Kad iesp&ja AutoDose ir izslégta, iepildiet
mazgasanas lidzekli/papildlidzekli dozéSanas bumbina velas tilpné. lespéjas var pa-
garinat programmas ilgumu.

Skanas signali

Siierice ir aprikota ar dazadiem skanas signaliem, kas darbojas, kad:

« aktivizéjot ierici (pasa 1sa melodija);

* izsledzot ierici (lpasa Tsa melodija);

« pieskaroties taustiniem (klikSka skana);

* jus veicat nepareizu izvéli (3 Tsi klikski);

« programmas darbiba ir beigusies (secigas skanas, kas dzirdamas aptuveni di-
vu mind$u garuma);

« ierices darbiba radusies traucéjumi (secigas skanas, kas dzirdamas aptuveni
piecu minasu garuma).

Lai deaktivizétu/aktivizétu skanas signalus, kad programma ir pabeigta, vienlaikus

pieskarieties taustiniem Prewash un Stains un turiet tos piespiestus seSas sekun-

des.

Ja jus izslédzat skapas signalus, ierices darbibas fraucéjumu gadijuma tie turpina

skaneét.
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Darba stundu skaititajs

Pastav iespéja aplukot ierices kop€jo darba stundu skaitu, sakot no pirmas ieslégsa-

nas reizes. Si vértiba skaita ciklu darbibas laiku (neietver pauzes, atlikta starta lai-

ku).

La? aplukotu So raditaju, veiciet turpmakas darbibas.

« Laiieslégtu ierici, dazu sekunzu garuma turiet nospiestu taustinu On/Off .

« Pagrieziet programmu izvéles parslégu jebkuras programmas pozicija.
Paris sekundes turiet nospiestas pogas Stains un Extra Rinse.

« Péc 3 sekundem displeja tiek paradits kopéjais ierices darbibas stundu skaits,
pieméram, 1276 stundas, divas (2) sekundes displeja tiek radits teksts Hr, divas
(2) sekundes — 12 (tlkstoSi un simti) un 76 (desmiti un vieni).

Ja proceddra nedarbojas (noildzes vai nepareiza programmu taustipa pozicija, vai

nepareizas laustinu kombinacijas dél), izslédziet ierici un atkartojiet secibu no jauna.

Riipnicas iestatijumu at-
grieze

Lai atgrieztos uz rlpnicas iestatijumiem, nospiediet un dazas sekundes turiet no-
spiestus taustinus Easy Iron un Time Manager.

Displeja aptuveni 5 sekundes tiks radits = = =.

On/Off spiedpoga

PiespieZot So taustinu dazas sekundes, jUs varat aktivizét vai deaktivizét ierici. lesle-
dzot vai izslédzot ierici, atskan dazadas melodijas.

73 ka gaidstaves funkcija automatiski deaktivizés ierici, lai samazinatu elektroener-
dijas patéripu atseviskos gadjjumos, jums, iespéjams, vajadzés atkal aktivizét ierici.
Lai iegutu papildu informaciju, skatiet rindkopu par gaidstaves iespéju sadala "Lieto-
Sana ikdiena".

7.2 Displejs
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IZ1Z1°  Temperatiras zona: |:] Indikators Silent
% == )

1212t Temperatdras indikators.

_ _x Auksta Gdens indikators. |—| SkaloSanas pauzes indikators.
1= Soft Plus indikators. «—{]  Durvju blokgsanas indikators.
@ Allikta starta indikators. = Wi-Fi savienojuma indikators.

IE BE Velas izgrie$anas apgabals: u Attalinatas ieslégSanas indikators.

Velas izgrieSanas atruma indikators

. . E Bérnu drosibas slédza indikators.
= = = Indikators Bez izgrieSanas. Velas

izgrieSanas faze ir deaktivizéta.
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44 Velas tilpnes tirisanas indikators. Papildin-
o formaciju skatiet sadala “Tvertnes fifisana”
nodala “Kop$ana un firisana”.

Indikators Time Manager

G

- HE Digitalais indikators var radit $adus parame-

trus:

*  Programmas ilgums: piem., E“'IE

. Atiikta starta laiks: piem., C Fl.

et

» Cikla beigas: #1{.

« Bridinajuma kods: piem., EE l

* Klddu indikators: = = =.

» Noradijums par kopé€jo ierices darba
stundu skaitu. Detalizétaka informacija ir
pieejama sadalas “Darba stundu skaiti-

tajs” punkta “Vadibas panela apraksts”.
« Citi iestatiSanas pazinojumi.

I_: H"" Skidro piedevu daudzuma indikators (skatiet
- = nodalu “AutoDose tehnologija (automatiska
dozésana)”.

Maksimala velas svara indikators (skatiet
punktu “SensiCare System velas daudzuma
noteik§ana”).

MAX Tas mirgo, kad tilpné ievietotas ve-

las daudzums parsniedz atlasitajai program-
mai maksimali paredzéto daudzumu.

D Savienota rezima indikators. Tas iedegas,
kad abas tvertnes ir saistitas un piepilditas
ar vienu un to paSu mazgasanas [idzekli.
AutoDose velas mikstinataja funkcija ir at-
spéjota.

+ Sie indikatori paradisies blakus mazgasanas
lidzekla tvertnes 72~ un auduma mikstina-

taja tvertnes % indikatoriem, palielinot vai
samazinot automatisko mazgasanas ldzek-
la vai auduma mikstinataja dozéSanu.

7.3 Time Manager

Ar $o iespéju jus varat samazinat
programmas ilgumu atkariba no velas ielades
daudzuma un nefiribas pakapes.

lestatot mazgasanas programmu, displeja

paradas noklus€juma ilgums un —————
defises.

Pieskarieties taustinam Time Manager, lai
samazinatu programmas ilgumu péc jusu
vajadzibam. Displeja redzams jaunais
programmas ilgums un defiSu skaits attiecigi
samazinasies.

~T7~ Piemérots maksimalas ielades vidgji
netiras velas mazgasanai.

Atrais cikls maksimalas ielades
nedaudz nefiras velas mazgasanai.

Loti atrs cikls mazakas ielades nedaudz
netiras velas mazgasanai (ieteicama maks.
puse ielades ).

Isakais cikls, lai atsvaidzinatu nelielu
velas daudzumu.

lesp€ja Time Manager ir pieejama tikai tabula
noraditajam programmam.

indikators

Cottons
Synthetics

@ AutoDose auduma mikstinataja tvertnes in-
dikators. Kad tas ir izgaismots, ierice auto-
matiski veic auduma mikstinataja dozésanu.

OFF AutoDose statusa indikators. Tas izgaismo-
jas, kad AutoDose funkcija ir atspéjota.

@ AutoDose mazgasanas lidzekla tvertnes in-
- dikators. Kad tas ir izgaismots, ierice auto-
matiski veic mazgasanas lidzekla dozésanu.
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®

Dazas iericés programmas ilgums tiek
samazinats, neparadoties defisém.

8. PIRMS PIRMAS LIETOSANAS
@

UzstadiSanas laika vai pirms pirmas
lietoSanas reizes iericé var bt redzams
udens. Tas ir tdens atlikums péc rupnica
veiktas pilnas darbibas parbaudes, kuras
meérkis ir nodroSinat, ka ierice tiek
piegadatam klientam nevainojama darba
kartiba, un par to nav jasatraucas.

1. Parliecinieties, ka visas transportéSanai
paredzétas skruves ir iznemtas no
ierices.

2. Parliecinieties, ka ir pieejama
elektroenergijas padeve un ir atvérts
udens krans.

3. Parliecinieties, ka piepildat AutoDose
tvertnes ar Skidro mazgasanas lidzekli

A un velas mikstinataju 8. Sk. punktu
“AutoDose pamatiestatijumi” sadala
“AutoDose Tehnologija”.

4. lelejiet velas tilpné 2 litrus Gdens.

Si darbiba aktivizé Gdens aizpludes sistemu.
5. lestatiet un saciet kokvilnas mazgasanas
programmu ar augstako temperaturu,

. neievietojot velas tilpné velu.
Sadi no cilindra un velas tilpnes tiek iztiriti visi
iesp&jamie netirumi.

9. AUTODOSE TEHNOLOGIJA (AUTOMATISKA DOZESANA)

®

Rupigi izlasiet $o nodalu.

9.1 levads

Pareiza mazgasanas lidzekla un velas
mikstinataja deva labak kopj velu un
nodroSina labu mazgasanas sniegumu.

Parmerigs mazgasanas lidzekla daudzums
boja drébes, savukart parak mazs daudzums
nenodroSina vajadzigo rezultatu.

Siierice ir aprikota ar automatisko dozésanas
sistému, kas spéj automatiski piegadat
pareizo mazgasanas lidzekla un velas
mikstinataja devu, lai saglabatu auduma
viengabalainibu un krasu spilgtumu.

4> AutoDose Skidra mazgasanas lidzek|a
tvertne.

@ AutoDose velas mikstinataja tvertne.

lerice ir ieprieks iestatita riipnica ta, lai ta
batu piemérota vairumam lietotaju.

Kad programma ir aktivizéta, ierice
automatiski pados vajadzigo mazgasanas
lldzekla un velas mikstinataja daudzumu
atbilstoSi realajam ievietotas velas
daudzumam, ja AutoDose ir aktivizéta un

displeja redzams indikators A un/vai QB
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®

Dazas programmas AutoDose ir

deaktivizéta (indikatori ~4 un/vai &3
nedeg un displeja redzams OFF), jo ir
apgeérbi, kuriem nepiecieSami speciali
mazgasanas lidzekli vai papildlidzekli.
Sada gadijuma ielejiet mazgasanas
lidzekli un citus lidzeklus attiecigaja
manualas uzpildes nodalijuma.
Skatiet sadalu “AutoDose un iespéju
saderiba ar programmam” nodala
“Programmas”.

®

Sikaka informacija par AutoDose un
papildu iestaffjumu aktiviz€Sanu ir
pieejama, lejupieladgjot lietotni.

9.2 Mazgasanas lidzekla dozators
ar AutoDose tvertném un
manualiem nodaljjumiem

®

Izmantojot mazgasanas lidzekli un visus
paréjos lidzeklus, vienmér ieverojiet
mazgasanas lidzekla razotaja
noradijumus uz iepakojuma. Més
iesakam neparsniegt katra nodalijuma
noradito maksimalo limeni (MAX),

Ja abas AutoDose tvertnes ir iespéjotas
iestatitaja programma , Skidrais mazgasanas
lldzeklis un velas mikstinatajs tiek pievienoti
automatiski.

Ja viena vai abas AutoDose tvertnes ir
atspéjotas (OFF ) iestafitaja programma,
uzpildiet produktu manuali attiecigaja
nodalijuma.

AutoDose

B

P2

B

Manual

(Manual) @
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& AutoDose tvertnes Skidrajam
mazgasanas lidzeklim A3un velas
mikstinatajam 3.

/\ BRIDINAJUMS!

Neieberiet velas pulveri nodalijuma
AutoDose.

. 7R

. # Manualais nodalijums mazgasanas
fazei: pulverveida un skidram
mazgasanas lidzeklim.

@

Lietojot Skidro mazgasanas lidzekli,
parliecinieties, ka Skidra
mazgasanas lidzekl|a tvertne ir
ievietota. Skatiet rindkopu "Manuala
mazgasanas lidzekl|a un papildlidzek|u
uzpildiSana” $aja nodala. Skidra
mazgasanas idzekla tvertne atrodas
tilpne.

» v Manualais nodalijums Skidriem
papildlidzekliem (velas mikstinatajam,
auduma atjaunotajam, cietei).

« MAX Maksimalais mazgasanas lidzekla/
papildlidzeklu daudzuma limenis.

9.3 AutoDose pamata iestatijumi

Rupnicas ieprieks iestatitas devas lielai
ieladei ir 90 ml mazgasanas lidzekla
tvertnei un 25 ml velas mikstinataja
tvertnei: optimala konfiguracija vairuma
lietoSanas gadijumu. Pamatojoties uz So
iestatijumu, ierice aprékinas precizu devu
katrai mazgasanas reizei.

Tomeér netipiskos apstaklos (loti miksts vai loti
ciets tdens) un konkréta mazgasanas
[ldzekla (pieméram, |oti blivs) gadijjuma mes
iesakam pielagot ieprieks iestafito devu,



ievérojot uz mazgasanas lidzekla vai velas
mikstinataja iepakojuma sniegtos
noradijumus: piem., izmantojot ipasi blivu
mazgasanas idzekli, jums var nakties
ieveérojami samazinat iepriek$ noteikto devu.

Ja mazgasanas rezultati nav apmierinosi vai
mazgasanas laika ir parak daudz putu, jus
varat mainit rtpnicas iestatijumu. Lasiet
sadala “AutoDose konfiguréSanas rezims”, ka
mainit pamata iestatijumu, bet vispirms
veiciet turpmako:

1. nosakiet iidens cietibas pakapi
Parbaudiet Gdens cietibas pakapi sava
rajona. Pakapes parasti ir noraditas ka:
miksts, vidéjs un ciets.

Ja nepiecieSams, sazinieties ar vietéjo
pasvaldibu, lai uzzinatu ddens cietibas
pakapi sava apgabala.

2. Nosakiet pielagotu mazgasanas
lidzekla devu.

Parbaudiet etiketi uz mazgasanas

lidzekla/velas mikstinataja iepakojuma un

noskaidrojiet lietojamo daudzumu.

Lidzekla ieteicamais daudzums ir tris

dazadu faktoru kombinacija:

» Udens ciefibas limeni (skatiet talak
esoso tabulu);

* normalo netiribas pakapi;

» Nominala ierices ietilpiba (piem.,
maksimala ietilpiba 9 kg). Ja nominala
ietilpiba uz lldzekla tvertnes etiketes
attiecas uz iericem ar zemu ietilpibu,
pielagota deva japalielina par 20 %.

@

| |
3-5kg | 5-8kg | 8+kg
Pieméram, 8 kg tvertnei ! !
ar videji cietu udeni, vide- : :
ju apgérba netiribas pa- I R 1 — 1
kapi devu nosaka lidzekla ! () :
markéjuma devu krust- — T T 1
punkta. L |
Udens cietibas pakapes
Pakapes Udens cietibas diapazons
of1) °g2) °@3) mmol/l ppm
Miksts <15 <8 <10 <1.4 <140
vidajs®) 15-25 8-14 0-17 15-25 150 - 250
Ciets >25 >14 >17 >2.5 >250

1) Franéu pakapés
2) Vacu pakapés
3) Anglu pakapés

) Rupnicas iestatijums, kas piemérots lielakajai dalai gadijumu.
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9.4 AutoDose konfigurésanas
rezZims

®

Atveriet konfiguréSanas rezimu AutoDose
pirms turpinat programmu iestatiSanu.
Konfiguracijas rezims var atcelt pagaidu
iestafijumus.

1. Laiieslégtu ierici, dazu sekunzu garuma
turiet nospiestu taustinu On/Off .

2. Uzgaidiet apméram 10 sekundes, kamér
notiek ierices iek$éja testéSana.

3. Lai atvertu konfiguréSanas rezimu, dazas

sekundes vienlaikus turiet nospiestas
pogas Temp. un Spin, lidz displeja
paradas Sk un mirgo mazgasanas
lidzekla tvertnes A un velas mikstinataja

tvertnes % indikatori. Ja netiek veikta
mijiedarbiba ar vadibas paneli

10 sekunzu laika, ierice iziet no
konfiguracijas rezima.

AutoDose
> |
AN
-

[ -

. Piespiediet attiecigo tvertnu taustinus, lai
ieslégtu un izslégtu funkciju. Displejs rada
OFF (izslégts), kad tvertne ir atspé€jota,
vai rada — tvertnes indikatoru, kad tvertne
ir iespéjota.

[ ]
-

o E :.'_ &
]

L

|
e

N

AutoDose

=

ol

11

=

(N I I
Lai iestatitu pamata devu, piespiediet
attiecigo tvertnu taustinus, lldz displeja
apak$a paradas noklus€juma dozéSanas
velas mazgasanas produkts un divas
bultas. Pieskarieties pogai Temp.
atkartoti, lai samazinatu devu, vai pogai
Spin, lai palielinatu devu: minimalais solis
ir 1 ml (katrs atsevisks solis) vai 10 ml
(kad poga tur nospiestu).

o
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AutoDose
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6. Péc aptuveni 10 sekundém displeja atkal
redzams programmu informacijas ekrans,
vai ari vélreiz piespiediet pogas Temp. un
Spin, lai nekavéjoties izietu no izvélnes.

9.5 Mazgasanas lidzekla un piedevu
uzpilde AutoDose sistema

@

Izlasiet nodalas “Padomi un ieteikumi”
sadalu “Mazgasanas lidzekli un citi
dzekli”.

@

lesakam neparsniegt maksimalo noradito

imeni (MAX).

1. Atveriet mazgasanas lidzekla dozatoru.

3. Uzmanigi ielejiet mazgasanas Ndzekli
AutoDose mazgasanas idzekla tvertné



A Piepildiet lidz noraditajam
maksimalajam limenim MAX.

4. Uzmanigi ielejiet tikai velas mikstinataju
AutoDose velas mikstinataja tveﬂné%.
Piepildiet ldz noraditajam maksimalajam

fimenim MAX.

vaku.

6. RuUpigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klikSkis.

\\Z)//)

9.6 AutoDose zema limena
indikators

Neuzpildiet AutoDose tvertnes, ja vien
ierice nenorada, ka viena vai abas
tvertnes ir tuksSas.

Kad aktivizéta tvertne sak palikt tuksa, ekrana
Ienam un ilgstosi mirgot attiecigais indikators.

Tas parstas mirgot, kad nodalijums ir
uzpildits.

Ja tvertne netiek uzpildita, kad programma
saks darboties, indikators parstas mirgot un
visu laiku degs. Ka programma ir beigusies,
tas atkal saks mirgot.

Ja vien AutoDose funkcija nav izslégta, ja
nodalijuma lidzekla nav palicis daudz,
attiecigajam nodalijumam iestatita deva bus
redzama displeja katru reizi, kad atvilktne tiek
atvérta, lai atgadinatu, ka to nepiecieSams
uzpildit.

Ja abas tvertnés lidzekla palicis maz, abi
indikatori mirgos, tacu tikai mazgasanas
[ldzekla iestatita deva bis redzama displeja.

Ja tvertnes ir uzpilditas, pirms ierice tiek
ieslégta pirmo reizi, AutoDose indikators
nemirgos.

/\ UZMANIBU!

Tvertnes jauzpilda ar tadas pasas
markas un veida mazgasanas lidzekli/
velas mikstinataju/piedevu, kas tika
izmantota ieprieks, pretéja gadijuma
tvertnes pirms uzpildes jaiztira.
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9.7 ParslégSanas no AutoDose uz
manualo dozésanu

Funkciju AutoDose var atsp€jot vienai vai
abam tvertném, nospiezot attieciga taustina
simbolu.

Pieméram:
» Laiizslégtu audumu mikstinataja tvertni,

nospiediet taustinu % lidz displeja
redzams OFF.

AutoDose

» Ja vélaties lietot tadu mazgasanas lidzekli,
kas nav iepildits tvertnés AutoDose, jus
varat izslégt mazgasanas lidzekla tvertni,
nospiezot taustinu /43 lidz displeja
redzams OFF.

AutoDose

9.8 AutoDose deaktivizesana

Ja vélaties izmantot velas mazgajamo
masinu TIKAI manuali, varat automatiskas
dozésanas funkciju deaktivizét. Kad ir
aktivizéts konfiguracijas rezims AutoDose,
nospiezot un turot nospiestus taustinus
Temp. un Spin:

1. Pieskarieties lldzek|a taustinam -4 vai
mikstinataja taustinam % lidz displeja

redzams LIFF : funkcija AutoDose tiek
pilniba izslégta attiecigajai tvertnei vai
abam tvertném.

AutoDose

-z o =
[
ol
=)

L]
]
C I
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2. Peéc aptuveni 10 sekundem displeja atkal
redzams programmu informacijas ekrans.

9.9 Mazgasanas lidzekla un
papildlidzeklu manuala uzpilde

Jums, iesp&jams, bus jalieto cits mazgasanas
lldzeklis vai velas mikstinatajs, nevis tas, kur$
tiek izmantots AutoDose tvertnés. Vispirms
parliecinieties, ka AutoDose tvertnes ir
atspéjotas, tad manualajos nodalijumos
ielejiet mazgasanas [idzekli un/vai citus
papildiidzek]|us.

@

Neparsniedziet maksimalo noradito

[imeni (MAX).

1. Atveriet mazgasanas lidzekla dozatoru.

2. leberiet pulveri L tvertné. Ja izmantojat
Skidros mazgasanas lidzek|us, skatiet
sadalu "Manuala skidra mazgasanas
lidzekla uzpilde".

3. Ja vélaties ielejiet velas mikstinataju

nodaljuma wenual ,



4. Rupigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klikSkis.

Manuala skidra mazgasanas lidzekla

uzpilde

1. levietojiet Skidra mazgasanas lidzekla
tilpni.

2. lelejiet nodaljuma skidro mazgasanas
lidzekli #.

3. Rupigi aizveriet mazgasanas lidzekla
dozatoru, lidz atskan klikSkis.

\Mﬁ
®

Ja masina nav lietota ilgak par 4 nedélam
un tvertnes bija uzpilditas, mazgasanas
lidzeklis/mikstinatajs var sabiezét un
izz0t. NepiecieSams izfirt atvilktni, ka tas
noradits nodala “Apkope un tiriSana”.

9.10 Atvertas atvilktnes indikators

Kad programma darbojas, mazgasanas
lldzekla atvilktnei vienmér jabut aizvertai.

Sensors atvilkiné nosaka, ja atvilktne ir
atvérta (vai nav pareizi aizvérta), kad
programma darbojas. Sada gadijuma ierices
darbiba tiks nekavéjoties apturéta.

Ja piespiezat Start/Pause |>|| taustinu,
atskan kludas signals, un displeja izslégsies
viss, iznemot AutoDose simbols, kas degs
dazas sekundes. Tad displejs parslégsies
sakotnéja apturéta stavokli.

Tas notiks ar tad, ja AutoDose funkcija ir
izslegta.
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Lai turpinatu programmas izpildi,

parliecinieties, ka atvilktne ir pareizi aizverta,

un piespiediet taustinu Start/Pause|>||.

10. PROGRAMMAS

10.1 Programmu tabula

Programma Atsauces Maksi- Programmas apraksts
Nokluséjuma velas izgrie- malais (Velas veids un netiribas pakape)
temperatura Sanas velas
Temperatiras atrums daudz-
diapazons Velas iz- ums
grieSanas
atruma dia-
pazons
[apgr./min ]
Cottons 1400 apgr./min 9 kg Balti un krasaini kokvilnas izstradajumi. Ideali piemérots vidéji
40 °C (1400 - 400) netirai un |oti netirai velai.
90 °C - auksts
- 1200 apgr./min 4 kg Sintétikas vai jauktu audumu izstradajumi. Vidéji netiri.
Sy hetlos (1200 - 400)
60 °C - auksts
Delicates 800 apgr./min 2 kg Smalki audumi, pieméram, akrils, viskoze un jaukta veida au-
30°C (1200 - 400) dumi, kam nepiecieSama saudzigaka mazgasana. Vidéji nefiri.
40 °C — auksts
Wool @m@ 1200 apgr./min 1,5 kg Apgérbi ar kop$anas simbo|u1).
40 °C (1200 - 400)
40 °C — auksts
Rapid 20min 1200 apgr./min 3 kg Sintétikas un jauktu audumu izstradajumi. Viegli nefiri ap-
30 °C (1400 - 400) gérbi un apgérbu atsvaidzinasana.
40°C-30°C
Rinse 1400 apgr./min 9 kg Visi audumi, iznemot vilnas izstradajumus un smalkvelu. Pro-
(1400 - 400) gramma velas skaloSanai un izgrieSanai. Nokluséjuma velas
izgrieSanas atrums ir kokvilnas izstradajumu programmam pa-
redzétais atrums. Samaziniet velas izgrieSanas atrumu atbil-
stoSi velas veidam. NepiecieSamibas gadijuma iestatiet iespé-
ju Extra Rinse, lai palielinatu skalo$anas reizu skaitu. Atlasot
zemu velas izgrieSanas atrumu, ierice veic saudzigu skalo$a-
nu un Tslaicigu izgrieSanu.
Spin/Drain 1400 apgr./min 9 kg Velas izgrieSana un Gdens izsiknéSana no velas tilpnes. Visi
(1400 - 400) audumi, iznemot vilnas un smalkos audumus.
Jeans 800 apgr./min 4 kg Tpasa programma dzinsu apgérbiem ar saudzigu mazgasanas
30 °C (1200 - 400) fazi, lai samazinatu krasas izbalé$anu un plankumus. Laba-

40 °C - auksts

kiem mazgasanas rezultatiem ir ieteicams mazaks velas iela-
des daudzums.
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Programma Atsauces Maksi- Programmas apraksts
Nokluséjuma velas izgrie- malais (Velas veids un netiribas pakape)
temperatira Sanas velas
Temperatiiras atrums daudz-
diapazons Velas iz- ums
grieSanas
atruma dia-
pazons
[apgr./min ]
Sport 1200 apgr./min 4 kg qauktu audumu sporta apgeérbi. Viegli netiri apgérbi vai ap-
30 °C (1200 - 400) gérbu atsvaidzinasana.
40 °C - auksts
Silk 800 apgr./min 0,5 kg Velas mazgajamaja masina un ar rokdm mazgajami zida au-
30 °C (800 - 400) dumi un citi smalki audumi. Velas tilpnes kustibas ir tik saudzi-
gas, ka taja iespéjams mazgat pat loti smalkus apgérbus. Pa-
laidiet pilnu mazgasanas un zavésanas ciklu, lai samazinatu
apgeérbu burzi$anos.
Duvet 800 apgr./min 3 kg Tpasa programma sintétiskai vai dinu segai, parvalkam, gul-
30 °C (800 - 400) tas parklajam utt. Izmantojiet $kidro mazgasanas lidzekli deli-
60 °C — auksts katiem audumiem, pieméram, vilnai.
Outdoor & 1122080apgr0.émm 2,5 kgz) @
30°°C (1200-400) ', 3)

40 °C - auksts

Nelietojiet auduma mikstinataju un rapé€jieties
par to, lai mazgasanas lidzekla dozatora nebu-
tu velas mikstinataja atlieku.

Ara apgérbs, tehniskais, sporta apgérbs, Gdensnecaurlaidigas
un gaisu caurlaidigas jakas, véjjakas ar iznemamu vilnas vai
ieks€jo silto oderi. leteicamais tilpné ievietojamais velas
daudzums ir 2,5 kg. So programmu var izmantot ari ka tdens-
necaurlaidibas atjauno$anas ciklu, kas Tpasi paredzéts apgér-
biem ar hidrofobu parklajumu. Lai veiktu So idensnecaurlaidi-
bas atjauno$anas ciklu, rikojieties $adi:

* lepildiet nodaljuma mazgasanas lidzekli @
« lepildiet ipasu Gdensnecaurlaidibas atjaunosanas lidzekli

velas mikstinataja dozatora Manual
» Samaziniet tilpné ievietoto velas daudzumu lidz 1 kg.

@

Lai vél vairak uzlabotu tdensnecaurlaidibas at-
jauno$anas darbibu, Zavejiet velu zavetaja,
iestatot zaveSanas programmu Outdoor (ja ta
ir pieejama un ja velas kopsanas etiketé ir no-
radits, ka apgérbu drikst zavéet zavétaja).
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Programma Atsauces Maksi- Programmas apraksts

Nokluséjuma velas izgrie- malais (Velas veids un netiribas pakape)
temperatira Sanas velas
Temperatiiras atrums daudz-
diapazons Velas iz- ums
grieSanas
atruma dia-
pazons
[apgr./min ]
Hygiene EDJ({I)) 1400 apgr./min 9 kg ?alti kokvilnas izstrédéjul_'ni. S augsta}sl efekt‘ivit_étfes ma_zgé-
60 °C (1400 - 400) Sanas programma, kas apvienota ar tvaikiem, likvidé vairak

neka 99,99 % baktériju un virusu®) mazgasanas laika uzturot
temperatru virs 60 °C; tvaika faze nodro$ina papildu iedarbi-
bu uz Skiedram; uzlabota skalo$anas faze nodroSina pienaci-
gu velas mazgajama lidzekla un mikroorganismu likvidésanu.
ST programma nodro$ina ari ziedputeks$nu / alergénu pienaci-
gu likvidésanu.

Eco 40-60 1400 apgr./min 9 kg Balti kokvilnas audumi un krasnoturigi kokvilnas audumi. Vide-
40 °C 5) (1400 - 400) ji netira vela. Elektroenergijas patérin§ samazinas, un palieli-

nas mazgasanas programmas ilgums, nodrosinot labus maz-
gasanas rezultatus.

1) "mazgat ar rokam”ST cikla laika velas tilpne griezas Iénam, lai nodrosinatu saudzigu mazgasanu. Si cikla laika
velas tilpne griezas Iénam, lai nodrosinatu saudzigu mazgasanu, bet tas ir normali $ai programmai.

2) Mazgasanas programma.

3) Mazgasanas programma un Gdensnecaurlaidibas atjauno$anas faze.

4) Parbaudita pret zeltaino stafilokoku (Staphylococcus aureus), enterokokiem (Enterococcus faecium), raugveida
sénitém (Candida albicans), baktériju Pseudomonas aeruginosa un MS2 bakteriofagu aréja parbaudé, kuru

2021. gada veica uznémums “Swissatest Testmaterialien AG” (parbaudes zinojuma nr. 202120117),

5) Saskana ar ES regulu 2019/2023 81 programma 40°C temperatura viena cikla |auj izmazgat vidéji netiru kokvil-
nas velu, kuru drikst mazgat 40°C vai 60°C temperatara.

®

Velas sasniegto temperatiru, programmas darbibas ilgumu un citus datus skatiet nodala “Patérina vértibas”.
Visefektivakas programmas energopatérina zina parasti ir tas, kas darbojas ar zemaka temperatira un ilgaku
laiku.

Programmu iespéju saderiba

< ") — E c ]
%) ("] — = c
235 ¢ 8 § 3 F 2.3 8 ¢
S £ £ 38 =2 ¥ 2 a9 5 8 = 3 B 2
€ o E 35 T g £ 8 g ® 3 3 &%
o 0 > 8 « = s 7 o o
o (7 < S 7] (C; o
2 9 S o w
lespéjas
V2
AutoDose Mazgasanas . " . . . . = = =
lidzeklis
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Spin
- [ ] [ ] ] ] ] ] [ ] [ ] ] [ ] ] [ ] [ ]
Bez izgrieSanas
|—| n n n n n n n L} n n
Skalo$anas pauze
ﬂl [ ] [ ] [ ] L]
Silent
] n |}
Prewash
n n n n
Stains1)
] n |} |} n |} || |
Extra Rinse
Soft Plus L L = u u L
Easy Iron . . .
[} n
Time Manager
[ | n n | | | | n | | | | n | | n | | | |

Delay Start

)& iespéja nav pieejama temperatirai, kas zemaka par 40 °C.
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Mazgasanas programmam pieméroti mazgasanas lidzekli

Q ) <:=
. 8 5 @ ¢ s 5 g
c E= & @ S ) + < o = o
o [} ] —_ N c o = S (<} c <
s {5 (5] ) (1] o - = el o [o)
S £ s & 3 S o ? a 3 5% 4§
14 I
Universals velas
mazgasanas pul- N A - - - - - - - - A A
veris1)
Skidrais universa-
lais mazgasanas A A - - A - A -- - - A A
lidzeklis
Skidrais mazga-
§anas I!dzekl|s R . B B R B R _ B B - R
krasainiem audu-
miem
Smalk\{g!a, yllnas - - R R - R - . R R - -
izstradajumi
Tpass - - A A - A A A A A A -

1) Temperatira, kas parsniedz 60 °C, ieteicams lietot pulverveida mazgasanas lidzekli.

4 = jeteicams -- = nav ieteicams

10.2 Woolmark Wool Care - Zils

Uznémums “Woolmark Company” ir parbaudijis §is masinas
vilnas mazgasanas programmu un atzinis to par piemérotu vil-
nu saturo$u apgérbu, kuriem uz etiketes noradits, ka tie ja-
mazga ar rokam, mazgasanai ar nosacijumu, ka Sie apgérbi
tiek mazgati saskana ar noradém uz apgérbu etiketém un ve-
las masinas raZotaja noradijumiem.

© M1512
WOOL CARE Woolmark simbols daudzas valstis ir atzits par sertifikacijas zi-
mi.

WOOL HAND WASH SAFE

11. LIETOTNE UN PAPILDU SLEPTAS PROGRAMMAS

Musu lietotne sniedz plasu izveli ar papildu

sléptam programmam. Péc savas ierices Machine Clean  Dvieli Mazulu
savienoSanas pari ar ierici varésiet izveléties Aizkari Fliss Uzvalka krekli
programmu, kas visvairak atbilst jl]SU Gultas vela Mikroskiedra Darba drébes

vajadzibam. Lietotné varat atrast pilnu
aprakstu katrai programmai.
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®

Programmu nosaukumi var mainities
atkariba no tirgus prasibam bez
iepriek$€ja bridinajuma.

12. T WI-FI — SAVIENOJUMA IESTATISANA

ST sadala apraksta, ka pieslégt viedierici Wi-
Fi fiklam un savienot to ar mobilajam iericem.

Ar 8is funkcijas palidzibu varat sanemt
pazinojumus, uzraudzit un parvaldit savu
ierici no mobilas ierices.

Wi-Fi funkcija ka rapnicas noklus€juma
iestatijums ir izslégta.

Lai pieslégtu ierici, kas laus jums baudit pilnu

funkciju un pakalpojumu klastu, jums

nepiecieSams:

* bezvadu tikls majas ar iespéjotu interneta
pieslégumu;

* bezvadu tiklam pieslégta mobila ierice.

» Noskengéjiet QR kodu ar iebuvéto kameras
lietotni, lai lietotnu veikala lejupieladétu
musu lietotni sava viediericé, un veiciet
noraditas darbibas.

« Savienojuma izveidoSana starp ierici un
viedierici procesa vienkarsosanai.
Noskenéjiet QR kodu, izmantojot musu
lietotné integréto QR kodu skeneri.

12.2 Lietotne instaléSana un
konfigurésana

Wi-Fi modula parametri

Frekvence 2,412 - 2,472 GHz Eiropas tir-
gum
Protokols IEEE 802.11b/g/n

Maksimala jauda <20 dBm

Sifrésana WPA, WPA2, WPA3

12.1 QR kods uz tehnisko datu
plaksnites

EEEEE oo
; i boano
E L o

Ser.No. 00000000

QR kodu var izmantot divos veidos:

@

Lietotne |auj jums kontrolét jusu velas
mazgasanu ar mobilo ierici.

Taja ir daudz programmu, noderigas
funkcijas un 1pasi Jusu iericei paredzéta
produkta informacija.

Lietotné jus varat izvéléties programmas,
kas ir pieejamas ierices vadibas panel,
ka ari atblokét papildu programmas, kas
ir pieejamas tikai mobilaja ierice.

Papildu programmas var maintties laika
gaita lidztekus jaunam lietotnes versijam.
Ta ir personalizétu velas kopSana — viss
no Jusu mobilas ierices.

Izveidojot ierices savienojumu ar lietotni,
staviet ar mobilo ierici tas tuvuma.

Parliecinieties, ka mobila ierice ir savienota ar
bezvadu tiklu.

1. Dodieties sava iericé uz App Store vai
noskenéjiet QR kodu (sk. rindkopu “QR
kods uz raZotaja plaksnites’).

2. Lejupieladéjiet un instal€jiet musu lietotni.

3. Parliecinieties, ka aktiviz€jat iericé Wi-Fi
savienojumu. Pretéja gadijuma izlasiet
nakamo rindkopu ,lerices bezvadu
savienojuma konfigurésSana".

4. Startéjiet lietotni. Izvélieties valsti un
valodu un pierakstieties ar savu e-pasta
adresi un paroli. Ja jums nav konta,
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izveidojiet jaunu, izpildot Lietotne
sniegtos noradijumus.

5. lekartas registréSanai un konfiguréSanai
izpildiet lietotné sniegtos noradijumus.

12.3 Velas mazgajamas masinas
bezvadu savienojuma
konfiguréSana

1. Laiieslégtu ierici, daZzu sekundes turiet
nospiestu taustinu On/Off. Pirms turpinat
bezvadu savienojuma konfigurésanu,
nogaidiet aptuveni 10 sekundes.

2. lzvélieties programmu, pagriezot
programmu izvéles regulatoru.

3. Vienlaicigi nospiediet un turiet4> un &3
taustinus, lidz atskan klikskis. Atlaidiet
taustinus. Displeja uz 5 sekundém

paradas Bﬁ, un sak mirgot indikators =.

Bezvadu modulis sak aktivizéties.
-
0 {

-

®

Parliecinieties, ka jusu lietotne ir gatava
savienojumam.

4. Eég dazam sekundém displeja paradas
H~' (Piekluves punkts).

=

Piekluves punkts bus atvérts aptuveni 5
mindtes.

6

Kamér ierice ir aktivizéta, ta méginas
izveidot savienojumu ar saglabatajiem
datiem, lidz tiks deaktivizéts WiFi fikls vai
atiestatiti dati.
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5. Konfiguréjiet lietotni sava viediericé un

izpildiet noradijumus, lai pieslégtu ierici
Wi-Fi tiklam.

6. Ja pieslegums ir konfiguréts, kad

programmas informacijas ekrans atkal
bus redzams, displeja paradisies
indikators =.

)

@

Ik reizi ieslédzot ierici, tai bus
nepiecieSamas dazas sekundes, lai
automatiski pieslégtos tiklam. Kad
indikators = parstaj mirgot, savienojums
ir izveidots.
Lai izslégtu bezvadu savienojumu, kad
tiek konfigureta savienojamiba, vienlaikus
nospiediet un dazas sekundes turiet pogas

A7 un % lldz atskan pirmais skanas signals.
Atlaidiet taustinus. Displeja uz paris

sekundém paradas OFF .

@

Ja jus izslédzat un atkal ieslédzat ierici,
bezvadu savienojums automatiski

izslégsies.

Lai dzéstu bezvadu datus, vienlaikus
piespiediet un turiet nospiestas pogas 4 un
B dazas sekundes, lidz atskan otrais skanas

signals: ~ paradas displeja.

12.4 & Attalinata ieslégsana

talvadibu.



®

Talvadiba ieslédzas automatiski, kad

piespiezat Start/Pause Dl taustinu, lai
aktivizétu programmu, tacu mazgasanas
programmu iespéjams ieslégt art
attalinati.

Kad lietotne ir instaléta un bezvadu
savienojums ir izveidots, jus varat aktivizét
attalinato ieslégSanu:

1. Pieskarieties Attalinata palaiSana a
taustinam; displeja uz dazam sekundém
SR L [
paradas im0~ 1~ indikators.
e Y,

-

2. Pieskarieties Start/Pause Dl taustinam,
lai aktivizétu attalinato ieslégSanu, pirms
171 indikators ir beidzis mirgot.

Indikatori & un =0 paradas programmas

kopsavilkuma ekrana, un durvis ir slégtas.

Tagad programmu var aktivizét attalinati.

®

Piesﬁar_oﬁes Start/Pause Dl taustinam,
kad H :":" indikators beidz mirgot,

bet iestatita programma sak darboties.

Lai nonemtu attalinato ieslégsanu,

piespiediet Attalinata palaiSana o taustinu
un apstipriniet izveli, piespiezot Start/Pause

Dl taustinu.

®

AtiestatiSanas pozicija ® deaktivizé
attalinato ieslégSanu.

12.5 Bezvadu atjauninasana
Lietotne var piedavat atjauninajumu jusu
iericei.

Atjauninajumu var pienemt tikai, izmantojot
lietotni.

Ja darbojas kada programma, lietotne pazino,
ka atjauninasana saksies péc programmas
beigam.

Atjauninasanas laika ierice rada HF
displeja.

d

Neizslédziet un neatviengjiet ierici no
elektrotikla atjauninasanas laika.

lerice bus atkal lietojama péc atjauninasanas
pabeigSanas, netiks paradits nekads
pazinojums par veiksmigu atjauninasanu.

Ja rodas kluda, ierice rada cre displeja:
vienkarsi nospiediet jebkuru taustinu vai
pagrieziet regulatoru, lai atgrieztos normalas
lietoSanas rezima.

12.6 Wi-Fi vienmeér ieslégts

Lietotné ir pieejama funkcija Wi-Fi vienmér
ieslegts (Wi-Fi Always On).

ST funkcija nodrogina ierices pastavigu
savienojumu ar tiklu pat tad, ja ierice ir
izslégta.

Indikators = pastavigi ieslédzas un izslédzas
(1 sekundi ieslégts, 5 sekundes izslégts).
lerici ir iespéjams ieslégt, nospiezot pogu
On/Off vai izmantojot lietotni.

@

Funkcija Wi-Fi vienmér ieslégts var
ietekmét elektroenergijas patérinu.
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13. IZMANTOSANA IKDIENA

/\ BRIDINAJUMS!
Skatiet sadalu "DroSiba".

13.1 lerices aktivizésana

1. Pievienojiet elektrofikla vada spraudni
elektrotikla kontaktligzdai.

2. Atveriet udens kranu.

3. Laiieslégtu ierici, dazu sekundes turiet
nospiestu taustinu On/Off.

Atskan 1ss skanas signals.

13.2 Velas ievietoSana tilpné

1. Atveriet ierices durvis.
2. IztukSojiet kabatas un atlokiet apgérba
gabalus pirms to ievietoSanas iericée.

3. levietojiet velu tilpné pa vienam gabalam.

Neievietojiet velas tilpné parak daudz velas.
4. Stingri aizveriet durvis.

/\ UZMANIBU!

Parliecinieties, ka neviens apgérba
gabals netiek iespiests starp blivéjumu
un durvim, lai izvairitos no Udens
noplides riska un velas sabojasanas.

®

Mazgajot loti netiru velu ar ellas traipiem,
var nodarit bojajumus velas masinas
gumijas dalam.

34 LATVIESU

13.3 Programmas iestatiSana

@

Ja vélaties mainit automatisko
mazgasanas lidzekla vai auduma
mikstinataja dozésanu, atveriet AutoDose
konfiguracijas rezimu, pirms turpinat
programmas iestafiSanu. Konfiguracijas
rezims var atcelt pagaidu iestatijumus.
Skatiet rindkopu "AutoDose
konfiguracijas rezims" sadala "AutoDose
tehnologija (automatiska dozésana)".

1. Pagrieziet programmu izvéles parslégu
izveéléetas mazgasanas programmas
pozicija.

Mirgo taustina Start/Pause Dl indikators.

Displeja redzams norado$s programmas

ilgums.

2. Lai mainitu temperaturu un/vai
izgrieSanas atrumu, piespiediet attiecigos
taustinus.

3. Ja vélaties, iestatiet vienu vai vairakas
iespéjas, pieskaroties attiecigajiem
taustiniem. Saistitie indikatori iedegas
displeja un noradita informacija attiecigi
mainas.

@

Ja izvéle nav iespéjama, atskan skanas
signals un displeja paradas = = —.

13.4 Programmas sakSana

@

Parliecinieties, ka mazgasanas lidzekla
dozators ir cieSi aizverts, jo pretéja
gadijuma programma nesaks darboties.

1. Pieskarieties taustinam Start/Pause D”
lai ieslégtu programmu. Programmu nav
iespéjams palaist, kad taustina indikators
ir izslégts un nemirgo (t.i., programmu
parslégs ir nepareiza stavokl).

Attiecigais indikators partrauc mirgot un

turpina degt.

2. Programma uzsak darbibu, durvis ir
blokétas. Displeja redzams indikators



"‘U, un tiek paradits simbols 5:[' kas
norada, ka joprojam iesp&jams apturét
ciklu un pievienot apgérbu.

®

Udens izsiiknéSanas siknis darbojas Tsu
bridi, pirms iericé ieplust udens.

13.5 Programmas palaiSana,
izmantojot atlikto startu

1.

Vairakkart piespiediet taustinu Delay
Start, ldz displeja redzams veélamais
atlikta starta laiks.

Pieskarieties taustinam Start/Pause D”
lerices durvis blokéjas un sakas atlikta
starta laika atskaite. Displejs rada

indikatoru =0.

Kad laika atskaite beigusies, programma
uzsak darbu automatiski.

Atlikta starta atcelSana laika
atskaites laika

Lai atceltu atlikto startu veiciet talak minéto.

1.

Pieskarieties taustinam Start/Pause|>||,

lai pauzétu ierici. Mirgo attiecigais

indikators.

Vairakkart pieskarieties pogai Delay Start,
. = - =N

lidz displeja paradas L

Piespiediet taustinu Start/PauseD”

atkartoti, lai nekavéjoties aktivizétu
programmu.

Atlikta starta mainiSana laika
atskaites laika

Lai mainttu atlikto startu veiciet talak minéto.

1.

Pieskarieties taustinam Start/PauseD”,
lai pauzétu ierici. Mirgo attiecigais
indikators.

Vairakkart piespiediet taustinu Delay
Start, ldz displeja redzams vélamais
atlikta starta laiks.

Veélreiz piespiediet taustinu Start/Pause

DI, 1ai saktu jaunu laika atskait.

13.6 SensiCare System velas
daudzuma noteikSana

@

Displeja redzamais programmas ilgums
attiecas uz vidéejullielu ievietotas velas
daudzumu.

Péc pieskarSanas taustinam Start/Pause |>||
maksimala noradita velas daudzuma
indikators izdziest, SensiCare System uzsak
velas daudzuma noteikSanu:

1. lerice nosaka ievietoto velas daudzumu
pirmo 30 sekunzu laika. Programmas,
kuras ir pieejama iespéja Time Manager,

Sis fazes laika funkcijas k9 indikators

mirgo un Time Manager joslas =~~~ zem
laika cipariem attélo vienkarsu animaciju.
Velas tilpne griezas Tsu bridi.

2. Programmas ilgumu var attiecigi pielagot,
un tas var palielinaties vai samazinaties.
Vel péc 30 sekundém ierice sak
piepildities ar tdeni.

NoteikS8anas procesa beigas velas tilpnes
parpildisanas gadijuma displeja mirgo
indikators MAX — 33da gadijuma ir
iespéjams iestatit ierices darbibas pauzi uz
30 sekundém un iznemt no tvertnes
vienumus svara samazinasanai.

Kad maksimalo svaru parsniedzosa velas
dala ir iznemta, pieskarieties taustinam Start/

Pause [, 1ai atkartoti iedarbinatu
programmu. Posmu SensiCare var atkartot
ne vairak ka tris reizes (skat. 1. punktu).

Svarigi! Ja velas daudzumu nesamazina,
mazgasanas programma atsak darbibu
jebkura gadijuma, neraugoties uz to, ka ierice
ir parslogota. Sada gadijuma nav iespejams
garantét labakos mazgasanas rezultatus.

@

Aptuveni 20 minltes péc programmas
darbibas sakuma programmas ilgumu var
noregulét vélreiz atkariba no audumu
udens uzsikSanas spé&jam.
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SensiCare noteikSanu veic tikai ar pilnam
mazgasanas programmam un ja nav
samazinats programmas ilgums,
izmantojot taustinu Time Manager.

®

Funkcija SensiCare nav pieejama tadam
programmam ka Wool, Rinse, Spin un
1sa cikla programmam.

13.7 Programmas partraukSana un
iespéju maina

Kad programma darbojas, mainit var tikai
dazas iespéjas:

1. Pieskarieties taustinam [>||

Mirgo attiecigais indikators.

2. Nomainiet iespé€jas. Displeja noradita
informacija attiecigi mainas.

3. Veélreiz nospiediet pogu D”

Mazgasanas programma turpina darboties.

13.8 Darbojosas programmas
atcelSana

1. Nospiediet pogu On/Off, lai atceltu
programmu un izslégtu ierici.

2. Veélreiz piespiediet pogu On/Off, lai
ieslégtu ierici.

Tagad varat iestatit jaunu mazgasanas

programmul.

®

Ja SensiCare faze jau darbojas un udens
sak ieplust velas tilpng, jauna programma
aktivizétas, neatkartojot SensiCare fazi.
Udens un mazgasanas lidzeklis netiek
izsUknéti, lai izvairitos no liekas resursu
izSkieSanas. Displeja redzams
programmas maksimalais ilgums, uzradot
jaunako informaciju aptuveni 20 minutes
péc jaunas programmas sakuma.

Ir ar alternativs atcelSanas veids:

1. Pagrieziet parslégu "Reset" (Atiestatit)
pozicija ® .

2. Nogaidiet 1 sekundes. Displeja redzams

Tagad varat iestatit jaunu mazgasanas
programmu.
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13.9 Tvertnes durvju atvérSana —
apgérba pievienosana )

@

Ja temperatura vai tdens limenis velas
tilpné ir parak augsti un/vai velas tilpne
joprojam griezas, durvis nevajadzétu
atveért.

lerices durvis ir blokétas laika, kad darbojas
programma vai atliktais starts. Displejs rada

indikatoru =1.
Lai papildus pievienotu vai iznemtu velu.

1. Pieskarieties taustinam Start/Pause [>||
Attiecigo durvju blokéSanas indikators
nodziest displeja.

2. Atveriet ierices durvis. Ja nepiecieSams,
ievietojiet vai iznemiet priekSmetus.
Aizveriet durvis un pieskarieties pogai
Start/Pause D”

Turpina darboties programma vai atliktais
starts.

13.10 Programmas darbibas beigas

« lerice automatiski apstajas.

« Atskan skanas signali (ja tie ir aktivizéti).
. - N T T

* Displeja paradas e,

« Taustina Start/Pause Dl indikators

izdziest. Durvju blokéSanas indikators ~—
izdziest un durvis atblokéjas.

» Piespiediet taustinu On/Off uz dazam
sekundém, lai izslégtu ierici.



®

Dazas mindtes péc programmas
beigam energijas taupiSanas funkcija
automatiski deaktivize ierici.

1.
2,
3

Iznemiet no ierices velu.
Parliecinieties, ka velas tilpne ir tuksa.
Turiet durvis un mazgasanas lidzekla
dozatoru pusvirus, lai iericé neveidotos
peléjums un smakas.

13.11 Udens izsiknésana no tilpnes
péc cikla beigam

Izvéloties programmu vai iespéju, kura
neizstkné tdeni péc peédejas skaloSanas
reizes, programma ir beigusies, tacu:

Laika josla redzams T un displeja
redzams, ka durvis ir noblokétas —
Tilpne joprojam pa laikam pagriezas, lai
novérstu velas burzisanos.

Durvis ir blokétas.

Lai atvertu vaku, vispirms Jums ir
jaizsukneé Udens no tilpnes:

Ja nepiecieSams, pieskarieties pogai

Spin, lai samazinatu ierices piedavato

velas izgrieSanas atrumu.

Piespiediet pogu Start/Pause[>||:

* Jair iestatits Rinse Hold |_| ierice
izsukné Udeni un izgriez velu.

» Ja esat iestatijis

silentd! ierice tikai izsakné tdeni

lespéju indikators Rinse Hold D un
silent U izdziest.

14. PADOMI UN IETEIKUMI

3. Kad programmas darbiba beigusies un

lGkas blokéSanas indikators —jr
izdzisis, jus varat atvért durvis.

4. Lai izslégtu ierici, paris sekundes
piespiediet pogu On/Off.

13.12 Gaidstaves funkcija

Gaidstaves funkcija automatiski izsledz ierici,
lai samazinatu energijas patérinu talak
minétajos gadijumos.

« Jus neizmantojat ierici 5 minates, kamer
neviena programma nedarbojas.
Nospiediet pogu On/Off, lai atkal ieslégtu
ierici.

* 5 mindtes péc mazgasanas programmas
beigam.

Nospiediet taustinu On/Off, lai atkal
ieslégtu ierici. Tagad varat iestatit jaunu
ciklu.

Ja parslégs ir pagriezts "Reset" (Atiestatit)

pozicija ® , ierice automatiski izslédzas péc
30 sekundém.

@

Ja iestatat programmu vai iesp€ju, kas
beidzas ar tdeni tilpné, Gaidstaves
funkcija neizslédz ierici, lai atgadinatu,
ka jaizsukné udens.

@

Talvadibas pults partrauc gaidstaves
funkciju, bet péc 15 mintatém ierice pariet
tikla gaidstaves rezima un displeja

redzams tikai 3 indikators.

/\ BRIDINAJUMS!

Skatiet sadalu "Drosiba".

14.1 Velas ielade

Saskirojiet velu Sadi: balta vela, krasaina
vela, sintétika, smalkvela un vilnas
izstradajumi.

leverojiet uz velas etiketem noraditas
mazgasanas norades.

* Nemazgajiet kopa baltus un krasainus
apgérbus.

» Dazi krasaini apgérbi var zaudét krasu
pirmaja mazgasanas reize. leteicam tos
mazgat atseviski dazas pirmas reizes.

e lzgrieziet uz aru daudzslanu audumus,
vilnu un drébes ar uzkrasotam
ilustracijam.
traipus.

« Groti nonemamus traipus mazgajiet ar
Tpasu velas mazgasanas lidzekli.
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* Rikojieties uzmanigi ar aizkariem.
Nonemiet akus vai ielieciet aizkarus
mazgasanas maisa vai spilvendrana.

« Tpasi neliels velas daudzums var radit
lldzsvara problémas izgrieSanas fazes
laika, kas izraisa parmérigas vibracijas. Ja
tas notiek:

a. partrauciet programmu un atveriet
durvis (skatiet sadalu “Ikdienas
lietosana”);

b. izkartojiet velu ar rokam, lai apgérba
gabali batu vienmérigi izklati velas
tilpne;

c. nospiediet Start/Pause taustinu.
Velas izgrieSanas faze turpinas.

» Aizpogajiet spilvendranas, aiztaisiet
ravejslédzejus, akiSus un spiedpogas.
Sasieniet jostas, auklas, kurpju Snores,
lentes un jebkadus citus valigus
elementus.

* Nemazgajiet apgérbu bez vilém un
apgérbu ar iegriezumiem. Izmantojiet
specialo velas mazgasanas maisu
maziem un/vai smalkiem apgérbiem
(piem., krusturus ar stipam, jostas,
zekbikses, kurpju $nores, lentes u.c.).

» lztukSojiet kabatas un atlokiet atloces.

14.2 Grati iztirami traipi
Daziem traipiem ar tdeni un mazgasanas
lidzekli nepietiks.

Més iesakam iepriek$ apstradat Sos traipus
pirms drébju ievietoSanas ierice.
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Jus varat iegadaties 1pasus traipu nonémejus.
Izmantojiet Tpasos traipu nonémeéjus, kas
pieméroti traipa un auduma veidam.

14.3 Mazgasanas lidzekla veids un
daudzums

Mazgasanas lidzekla izvéle un pareiza
daudzuma izmantoSana ne tikai ietekmé
velas mazgasanas rezultatu, bet ari palidz
izvairities no liekas resursu izSkieSanas, ka
ari pasargat vidi:

« Lietojiet tikai velas mazgajamam masinam
paredzétos mazgasanas un citus
lidzek|us. Vispirms ieverojiet Sadus
visparéjus noteikumus:

— velas pulverus visu veidu audumiem,
iznemot smalkvelai. Dodiet priekSroku
velas pulverim ar balinataju baltajiem
apgérbiem un velas dezinfekcijai,

— S$kidrus mazgasanas lidzek|us
programmam mazgasanai zemas
temperatiras (60 °C maks.) visu veidu
audumiem, vai 1pasi tikai vilnai.

* Velas mazgaSanas lidzekla izvéle un
daudzums atkarigs no: auduma veida
(smalkvela, vilnas izstradajumi, kokvilna
u.t.t.), apgérba krasas, velas daudzuma,
nefiribas pakapes, mazgasanas
temperatiras un izmantota tdens ciefibas
pakapes.

« leverojiet noradijumus uz mazgasanas
lidzek|u vai citu lidzeklu iepakojuma,
neparsniedzot maksimalo noradito limeni
(MAX).

* Nejauciet kopa dazadus mazgasanas
lidzeklu veidus.

* lzmantojiet mazak mazgasanas lidzekla:

— mazgajot nelielu daudzumu velas;

— javelair nedaudz netira;

— ja mazgasanas laika veidojas daudz
putu.

* lzmantojot mazgasanas lidzekli tableSu
forma, vienmér ielieciet to velas tilpné
nevis mazgasanas lidzekla dozatora.

Nepietieckams mazgasanas lidzekla

daudzums var izraisit:

* neapmierinoSus mazgasanas rezultatus;

* mazgajama vela var palikt peléka;

« taukainas drébes;

e peléjumu ierice.



Parmérigs mazgasanas lidzekl|a
daudzums var izraisit:

* putas;

+ sliktaku mazgasanas rezultatu;
* nepietiekamu skalo$anu;

* lielaku ietekmi uz vidi.

14.4 leteikumi vides aizsardzibai

Lai ekonométu tdens un stravas patérinu, ka
ari palidzétu aizsargat vidi, més iesakam
ieverot Sadus padomus:

+ Vidgji netiru velumazgajiet bez
priekSmazgasanas, tadéjadi ekonoméjot
mazgasanas lidzekl|us, tdeni un laiku
(sniegsiet savu ieguldijumu arT vides
aizsardziba!)

» levietojot iericé velu idz maksimalajai
noraditajai ietilpibai katrai programmai,
jus samazinasiet energijas un Gdens
patérinu.

» Traipus un koncentrétus netirumus var
nonemt, izmantojot atbilstoSu
pirmapstradi; tad velu var mazgat ar
zemaka temperatura.

» Lai izmantotu pareizo mazgasanas
lldzekla daudzumu, skatiet mazgaSanas

15. KOPSANA UN TIRISANA

/\ BRIDINAJUMS!
Skatiet sadalu "Drosiba".

15.1 Periodiskas tiriSanas grafiks

Periodiska tiriSana palidz pagarinat ierices
miizu.

Péc katra cikla atstajiet durvis un
mazgasanas lidzekla dozatoru mazliet
atvertu, lai iericé cirkulétu gaiss un izzitu
mitrums — tas noversis peléjumu un smakas.

Ja ierice netiek izmantota ilgaku laiku,
aizgrieziet udens kranu un atvienojiet ierici no
stravas padeves.

Orientejoss periodiskas tiriSanas grafiks:

AtkalkoSana Divreiz gada

Apkopes mazgasanas Reizi ménest

cikls

lldzekla razotaja ieteikto daudzumu, ka art
noskaidrojiet tidens cietibu sava majoklr.
Skatiet sadalu "Udens cietiba".

» lestatiet maksimalo iesp&jamo velas
izgrieSanas atrumuizveélétajai
mazgasanas programmai, pirms zaveéjat
velu velas zaveétaja. Jus ietaupisiet
energiju zavésanas laika!

14.5 Udens cietiba

Ja Udens jusu rajona ir ciets vai vidéji ciets,

meés iesakam izmantot velas mazgajamam

masinam paredzéto ddens mikstinasanas
lidzekli. Rajonos, kur Gdens ir miksts, udens

mikstinasanas lidzekli lietot nav
nepiecieSams.

Lai noskaidrotu Udens cietibas pakapi sava
rajona, sazinieties ar savu vietéjo tdens
piegades uznémumu.

Lietojiet pareizu dens mikstinataja
daudzumu. leveérojiet instrukcijas, kas
noraditas uz produktu iepakojuma.

Durvju blives tirisana Reizi divos ménesos

Velas tilpnes tiridana Reizi divos ménesos

Mazgasanas lidzekla do-  Divreiz gada
zatora un tvertnu AutoDo-

se tinsSana

Izvadsistémas sukna filtra Divreiz gada
firsana

Udens ieplides $litenes  Divreiz gada

un varsta filtra firiSana

Turpmakos paragrafos paskaidrots, ka katra
dala jatira.
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15.2 SveSkermenu iznem3$ana

®

Pirms cikla aktivizéSanas gadajiet, lai
visas kabatas batu tukSas un viss, kas
kustas, piesiets. Skatiet sadalu “Velas
ielade” nodala “Padomi un ieteikumi”.

Iznemiet visus sveSkermenus (pieméram,
metala spradzes, pogas, monétas u.t.t.),
kuras var atrast durvju blive, filtros un velas
tilpné. Skatiet sadalas “Durvju blive un
dubultas apmales noslégs”, “Velas tilpnes
finsana”, “Aizplides sukna tirisana” un
“lepludes $lutenes un varsta filtra tiriSana”. Ja
nepiecieSams, sazinieties ar pilnvaroto
apkopes centru.

15.3 Arpuses tiriSana

Tiriet ierici tikai ar maigam ziepém un siltu
udeni. Pilniba nosusiniet visas virsmas.
Nelietojiet abrazivus siklus vai citus
skrapéejosSus materialus.

/\ UZMANIBU!

kimikalijas.

/\ UZMANIBU!

Netiriet metala virsmas ar tiriSanas
lldzekliem uz hlora bazes.

15.4 AtkalkoSana

®

Ja tdens ciefiba jusu apkartné ir augsta
vai vidéja, iesakam izmantot Udens
atkalkoSanas produktu velas
mazgajamam masinam.

Regulari parbaudiet velas tilpni, lai pamanitu
kalkakmens veidoSanos.

Parastie mazgasanas lidzekli jau satur udens
mikstinaSanas lidzek|us, tacu més iesakam
ieslégt ciklu ar tukSu velas tilpni un
atkalkoSanas lidzekli.

®

Vienmeér ievérojiet uz produkta
iepakojuma sniegtas norades.
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15.5 Apkopes mazgasana

Atkartoti un ilgstosi lietojot programmas ar
zemu temperatdru, velas tilpné un tvertné var
uzkraties mazgasanas lidzeklis, pukas un
baktérijas. Tas var izraisit sliktu smaku un
peléjumu. Lai likvidéetu Sis atliekas un iztiritu
ierices iekSpusi, regulari ieslédziet apkopes
mazgasanas ciklu (vismaz reizi ménesi):

@

Skatiet rindkopu “Tvertnes tirisana”.

15.6 Durvju divkarss blivejums

Sai iericei ir pasattiro$a tidens
iztuk§osanas sistéma, kas |auj no apgérba
atdalijusas nelielas pukas izvadit kopa ar
Udeni. Regulari parbaudiet blivéjumu. Cikla
beigas var izvakt monétas, pogas un citus
mazus priekSmetus.

Notiriet to nepiecieSamibas gadijuma,

izmantojot amonjaka kréma firiSanas lidzekli,
nesaskrapéjot blivéjuma virsmu.

@

Vienmeér ievérojiet instrukcijas, kas
noraditas uz produktu iepakojuma.

15.7 Velas tilpnes tiriSana
Regulari parbaudiet velas tilpni, lai novérstu
neveélamu nogulsnéjumu veidosanos.

Velas tilpné var veidoties rusa, ko izraisa
oksidéejosi sveskermeni vai dzelzi satuross
krana udens

Iztiriet velas tilpni, izmantojot nerdiséjoSam
téraudam 1pasi paredzétus firiSanas lidzek|us.



®

Vienmeér ievérojiet uz produkta
iepakojuma sniegtas norades.

Nekada gadijuma nefiriet velas tilpni ar
katlakmens nonems$anas lidzekliem,
tinSanas Ndzekliem, kas satur hloru vai
dzelzi, vai ar dzelzs sukli.

un izvelciet mazgasanas lidzekla
dozatoru.

Rapigai firsanai.

1. Iznemiet velu no velas tilpnes.

2. Deaktivizéjiet funkciju AutoDose
mazgasanas ldzeklim un velas
mikstinatajam.

3. Palaidiet programmu Cottons
visaugstakaja temperatiras iestatijuma.
Ja jusu ierice var izveidot savienojumu ar
Wi-Fi, ipaso programmu Machine Clean ir
iespéjams lejupieladét ari ar lietotni.

4. Manuali pievienojiet nelielu daudzumu
pulverveida mazgasanas lidzekla vai
specifiska produkta tuksa velas tilpné, lai
izskalotu palikusas atliekas.

2. Iznemiet mikstinatajam paredzéto ieliktni
un, ja tas ir ievietots, Skidra mazgasanas
lidzekla tvertni.

Reizém cikla beigas displeja var bat
redzama ikona :” tas ir ieteikums veikt

velas tilpnes tiriSanu. Tiklidz veiksiet
velas tilpnes tiridanu, ikona izzudis.

15.8 Mazgasanas lidzekla dozatora
un AutoDose tvertnu tiriSana

/N UZMANIBU!

Ja vélaties mainit lidzekla zimolu,
koncentraciju vai biezumu, ieteicams
lidzekla nodalijumu iztirit.

®

Pirms firiSanas parliecinieties, ka visi
nodaljumi ir tuksi.

Lai noveérstu izkaltuSa mazgasanas lidzekla
atlieku, sarecéjusa velas mikstinataja vai
peléjuma veidoSanos mazgasanas lidzek|a
dozatora un/vai sarecéjusus Skidros
papildlidzeklus AutoDose tvertnés, laiku pa
laikam rikojieties, ka noradits turpmak.

1. Atveriet mazgasanas lidzekl|a dozatoru.
Piespiediet atduri, ka tas noradits attéla,

3. Piespiediet atduri aizmuguré, ka tas
paradits attéla, un paceliet augsejo
parsegu, lai to nonemtu.
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Ad

4. Lai atbrivotos no jebkadam mazgasanas
idzek|a atliekam vai pievienota nepareiza
Nidzekla, iztukSojiet atvilktnes saturu
izlietné vai piemeérotos Skidruma
konteineros.

5. lzmazgajiet atvilktni un visus ieliktnus
zem teko$a udens vai notiriet ar mitru
draninu.
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/\ UZMANIBU!

Nelietojiet asas vai metala sukas vai
stklus. Nemazgajiet atvilktni trauku
mazgasanas masina.

6. Apgrieziet dozatora otradi un atveriet
apak$é€jo parsegu, ka paradits attela.

7. Parliecinieties, ka visas mazgasanas
lidzekla atliekas ir iztiritas no tvertnes.
Lietojiet tikai mikstu, mitru dranu.

8. Uzlieciet apakSejo parsegu atpakal,
izlidzinot atveres atvilkines akos, ka tas
paradits attéla. Aizveriet, lidz atskan
klikskis.



/\ UZMANIBU!

Piespiediet apakséjo parsegu, ka
paradits attela. Parliecinieties, ka tas ir
pienacigi aizverts.

5

/\ BRIDINAJUMS!

Netiriet ar asam vai metala sukam,
jebkadiem rikiem vai siikniem, jo
mazgasanas lidzekla atvilktnes
aizmugure atrodas sensori. Ja
nepiecieSams, lietojiet tikai mikstas,
mitras draninas.

/\ BRIDINAJUMS!

Ja tvertnu dziluma paliek kadas atliekas,
meércéjiet mazgasanas lidzekla atvilktni
silta adeni. Netiriet to ar rikiem. Pirms
meércésanas nonemiet rokturi, iespiezot
sarkano podu un izvelkot rokturi, ka
paradits attela.

9. Izfiriet visas mazgasanas lidzekla atliekas
no padzilinajuma augséjas un apakséjas
dalas. Padzilinajuma firiSanai izmantojiet
nelielu suku.

10. Atkartoti samontéjiet atvilktni Sadi:
a. uzlieciet rokturi, ja tas bija nonemts;
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b. uzlieciet virsu apaksé€jo parsegu un
piespiediet, lldz atskan klikskis;

c. uzlieciet virst aug$€jo parsegu uz
tvertnes nodalijuma un piespiediet,
[1dz atskan klikskis;

d. uzlieciet atpakal manuala nodaljuma
detalas.

11. levietojiet mazgasanas lidzekla dozatoru
vadotnés un saudzigi aizveriet to, lidz
atskan klikskis. Palaidiet skaloSanas
programmu, neievietojot tilpné velu.

Lai atjaunotu funkcionalitati, uzpildiet
tvertnes ar mazgasanas lidzekli un
mikstinataju.

Lai iztiritu saikni, rikojieties Sadi:

15.9 Udens izvadsistémas siikna

tinsana

Regulari parbaudiet izvadsistémas sukna

filtru un parliecinieties, ka tas ir firs.

Tiriet sukni, ja:

« lerice neizsukné Gdeni.

« velas tilpne negriezas;

» lerice rada neparastu skanu tadél, ka ir
aizséréjis udens izvadsistemas suknis.

« ekrana paradas klimes kods EE-' i

/\ BRIDINAJUMS!

» Atvienojiet ierices kontaktspraudni no
elektrotikla kontaktligzdas.

» Neiznemiet filtru ierices darbibas laika.

» Netfiriet stkni, ja Udens iericé ir karsts.
Nogaidiet, lidz tdens ir atdzisis.

» Atkartojiet 3. soli vairakas reizes,
aizverot un atverot varstu, lidz Gdens
beidz izplust.

Vienmeér turiet pa rokai lupatu, jo, iznemot
filtru, var izplust Gdens.
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/\ BRIDINAJUMS!

Parliecinieties, ka griezas sukna lapstinritenis. Ja tas negriezas, sazinieties ar pilnvaroto
servisa centru. Parliecinieties, ka filtrs ir pareizi piegriezts, lai novérstu Gdens nopltdes.

Izvadot Udeni ar Sis arkartas udens 2. Aktivizejiet programmu, lai izsuknétu
izvadiSanas proceddras palidzibu, noplides udeni.
sistému atkal nepiecieSams aktivizét:
1. lelejiet 2 litrus Gdens mazgasanas
lidzekla dozatora galvenaja nodaljuma.
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15.10 lepludes Slatenes un varsta filtra tiriSana

®

uzkratas nogulsnes.

leteicams laiku pa laikam firit ieplides $|utenes un varsta filtrus, lai likvidetu laika gaita

15.11 Arkartas iztukSosana

Ja ierice neizsUkné tdeni, veiciet to pasu
proceduru, kas minéta rindkopa “Nopludes
sitkna firisana”. Ja nepiecieSams, iztiriet
sukni.

Izvadot Gdeni ar Sis arkartas tdens
izvadiSanas proceduras palidzibu, noplides
sistému atkal nepiecieSams aktivizét:

1. lelejiet 2 litrus Gdens mazgasanas
ldzekla dozatora galvenaja nodaljuma.

2. Aktivizéjiet programmu, lai izsuknétu
udeni.

15.12 Bridinajumi par salu

Ja ierice uzstadita vieta, kur gaisa
temperatira var sasniegt 0 °C vai zemaku
temperatiru, izlaidiet atlikuSo tdeni no

ieplides Slutenes un izsuknégjiet to no sukna.

46 LATVIESU

Atvienojiet kontaktdaksu no
kontaktligzdas.

2. Aizgrieziet udens kranu.
3. lelieciet iepludes $lutenes divus galus

konteinera un laujiet Gdenim izplUst no
§|atenes.

4. |ztukSojiet sukni. Skatiet arkartas Udens

izvadiSanas procedduru.

5. Kad suknis ir tukSs, uzstadiet atpakal

iepludes Slateni.

/\ BRIDINAJUMS!

Parliecinieties, ka temperatura ir
augstaka par 0 °C, pirms atkal lietojat
ierici.

Razotajs neatbild par bojajumiem, kas
raduSies zemas temperatiras rezultata.




16. PROBLEMRISINASANA

/\ BRIDINAJUMS!

Skatiet sadalu "DroSiba"

/\ BRIDINAJUMS!
Pirms jebkuras parbaudes veikSanas

16.1 Bridinajuma kodi un

iespéjamas kliimes

lerici neuzsak darbu vai ari darbibas laika ta
partrauc darboties. Vispirms méginiet rast
problémas risinajumu (skatiet tabulas).

atvienojiet ierici no elektrotikla.

Dazu probléemu gadijuma displeja tiek
attélots bridinajuma kods un var

nepartraukti mirgot tausting Start/Pause Dl

Bridinajuma kodi

lespéjamais risinajums

]

Ell

lerice pienacigi neuzpildas
ar adeni.

» Parliecinieties, ka ir atvérts adens krans.

« Parbaudiet, vai tdens padeves spiediens nav parak zems. Lai sanemtu $o in-
formaciju, sazinieties ar savu vietéjo idensapgades uznémumu.

« Parliecinieties, ka nav aizsprostots udens krans.

« Parliecinieties, ka ieplides lokanais savienojums nav salocijies, bojats vai sa-
liekts.

« Parliecinieties, ka ir pareizi izveidots aizpludes lokana savienojuma pieslé-
gums.

« Parliecinieties, ka nav aizsprostots ieplides lokana savienojuma filtrs un varsta
filtrs. Skatiet ,Apkope un tiri§ana”.

]
EC
lerice neizsukné Udeni.

» Parliecinieties, ka nav aizsprostots izlietnes sifons.

« Parliecinieties, ka aizplides lokanais savienojums nav salocijies vai saliekts.

« Parliecinieties, ka nav aizsprostots izvadsistémas filtrs. NepiecieSamibas gadi-
juma notfiriet filtru. Skatiet ,Apkope un tiriSana”.

« Parliecinieties, ka ir pareizi izveidots aizpludes lokana savienojuma pieslé-
gums.

+ lestatiet aizplides programmu, ja iestatat programmu bez aizplides fazes. Ja
programmu parsléga nav pieejama tdens izsikné$anas programma, to var
iestatit, izmantojot lietotni.

« Ja esat izvélgjies iespéju, kuras beigas Gdens netiek izvadits no velas tilpnes,
iestatiet aizplides programmu.

[

4!

lerices durvis ir atvértas vai
nav pareizi aizvértas.

» Parliecinieties, ka ierices durvis ir kartigi aizvértas.

(
ES |
lek$éja klume. lerices elek-

tronisko elementu starpa
nav sazinas.

* Programma netika pienacigi pabeigta, vai ierice parak atri partrauca darbibu.
Izslédziet ierici un ieslédziet to atkartoti.
« Jabridinajuma kods paradas atkartoti, sazinieties ar pilnvaroto servisa centru.

EAL

lerices velas tilpnes durvis ir
atvértas vai nav pareizi aiz-
vertas.

« Parliecinieties, ka velas tilpnes durvis ir kartigi aizvertas.
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!
EH I Elektroenergijas apgades frekvence ir arpus pielaujama diapazona.
EHLJ Elektroenergijas apgades spriegums ir parak augsts.
EH3 Elektroenergijas apgades spriegums ir parak zems.

EF_:,’ » Atvienojiet ierici un aizveriet idens kranu. Sazinieties ar pilnvaroto servisa
Udens pretnopliides sistéma centru.

ir ieslégta.
Ja displeja paradas bridinajuma kodi, Citu ar ierici saistitu problému gadijuma
izslédziet ierici un ieslédziet to atkartoti. Ja skatiet iespéjamos risinajumus turpmak

probléma atkartojas, sazinieties ar pilnvaroto sniegtaja tabula.
servisa centru.

Dazas kludas var nerasties. Informacija var
mainities bez iepriek$éja pazinojuma.

lespéjamas klimes lespéjamais risinajums

« Parliecinieties, ka ierices kontaktspraudnis ir pieslégts stravas padeves kon-
taktligzdai.

< Parliecinieties, ka ierices durvis ir kartigi aizvértas.

« Parbaudiet, vai dro$inataju kasté nav izdegus$u droSinataju.

Nevar palaist programmu. ~ * Parliecinieties, ka nospiests taustin$ Start/Pause D”
« Jairiestatits atliktais starts, atceliet iestatjumu vai gaidiet laika atskaites bei-
gas.
« Parliecinieties, ka ir cieSi aizverts mazgasanas lidzekla dozators.
* lzslédziet Bérnu droSibas funkciju, ja ta ir ieslégta.
» Parbaudiet izvélétas programmas pogas stavokli.

« Parliecinieties, ka aizpltdes lokanais savienojums atrodas pareiza pozicija. le-
spéjams, lokanais savienojums ir novietots parak zemu. Skatiet ,Uzstadisanas
norades”.

lerice piepildas ar deni un
nekaveéjoties to izsukné.

« lestatiet velas izgrieSanas programmu. Ja programmu parsléga nav pieejama
tdens izsuknéSanas programma, to var iestatit, izmantojot lietotni.
Nedarbojas velas izgrie$a- « Parliecinieties, ka nav aizsprostots tdens izvadsistémas filtrs. NepiecieSami-
nas faze, vai mazgasanas bas gadijuma notiriet filtru. Skatiet ,Apkope un tirisana”.
cikls noris ilgak neka ierasts. «  Manuali izlidziniet velas tilpné ievietotos apgérba gabalus un atkartoti palaidiet
velas izgrie$anas fazi. So problému var izraisit nevienmérigi sabalanséts
svars.

« Parliecinieties, ka Gdens lokano savienojumu pieslégumi ir cieSi noslégti un no
tiem nav Gdens noplides.

« Parliecinieties, ka tdens ieplides un aizplides lokanajos savienojumos nav
bojajumu.

« Parliecinieties, ka izmantojat piemérotu velas mazgasanas lidzekli atbilsto$a
daudzuma.

Udens noplidis uz gridas.
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lespéjamas klimes

lespéjamais risinajums

Nevar atvért ierices durvis.

« Parliecinieties, ka nav izvéléta mazgasanas programma, kuras beigas tdens
paliek velas tilpné.

» Parliecinieties, ka velas mazgaSanas programma ir pabeigta.

« Javelas tilpné ir palicis Gdens, iestatiet Gdens izsiknéSanas vai velas izgrieSa-
nas programmu. Ja programmu parsléga nav pieejamas velas izgrieSanas un
udens izsuknésanas programmas, tas var iestatit, izmantojot lietotni.

« Parliecinieties, ka iericei pienak elektroenergija.

«  So problému var izraisit ierices atteice. Sazinieties ar pilnvaroto servisa centru.

« Parliecinieties, ka nav aktivizéta funkcija x. Izslédziet to.

Displeja nav redzams bezva-
du indikators =

« Parbaudiet bezvadu fikla signalu.

« Parliecinieties, ka bezvadu tikla savienojums ir aktivs. Skatiet rindkopu ,Velas
masinas bezvadu savienojuma konfiguré$ana” nodala “Wi-Fi — savienojuma iz-
veide”.

« Parbaudiet savu majas tiklu un marsrutétaju.

« Restartéjiet marsrutétaju.

« Sazinieties ar savu bezvadu interneta pakalpojumu sniedzéju, ja rodas papildu
problémas ar bezvadu tiklu.

Lietotne nevar izveidot sa-
vienojumu ar ierici.

» Parbaudiet bezvadu fikla signalu.

« Parbaudiet, vai JUsu viedierice ir savienota ar bezvadu tiklu.

« Parbaudiet savu majas tiklu un marsrutétaju.

« Restartéjiet marsrutétaju.

« Sazinieties ar savu bezvadu interneta pakalpojumu sniedz€ju, ja rodas problé-
mas ar bezvadu tiklu.

* lerice, viedierice vai ta abas ir jakonfiguré vélreiz, jo ir ticis uzstadits jauns
marsrutétajs vai ir mainita marsrutétaja konfiguracija.

Lietotne biezi nevar izveidot
savienojumu ar ierici.

« Parliecinieties, ka bezvadu tikla signals sasniedz ierici. Méginiet parvietot ma-
jas mar$rutétaju péc iespéjas tuvak iericei vai apsveriet bezvadu signala dia-
pazona paplasinataja iegadi.

« Parliecinieties, ka bezvadu signala darbibu netraucé mikrovilnu krasns. Izslé-
dziet mikrovilnu krasni. Izvairieties vienlaikus izmantot mikrovilnu krasni un at-
talinato ierices vadibu.

[l
Displeja redzams I I_IEI .
Visas pogas ir neaktivas, iz-
nemot On/Off .

* lerice lejupieladé pieejamos atjauninajumus. Uzgaidiet, lidz Sis process no-
slégsies. Ja izslégsit ierici atjauninajumu veik$anas laika, Sis process atsak-
sies, atkartoti to ieslédzot.

lerice rada neparastus troks-
nus un vibre.

« Parliecinieties, ka ierice ir pareizi nolimenota. Skatiet ,UzstadiSanas norades”.

« Parliecinieties, ka ierice ir izpakota un/vai ir izskrivétas transportéSanai pare-
dzétas skruves. Skatiet ,Uzstadisanas norades”.

« lelieciet velas tilpné vairak velas. lesp&jams, velas tilpné ir parak maz velas.

Programmas darbibas laika
palielinas vai samazinas pro-
grammas darbibas ilgums.

* Funkcija SensiCare System var noregulét programmas darbibas ilgumu atbil-
stosi velas veidam un daudzumam. Skatiet nodalas “lkdienas lieto§ana” sada-
lu “SensiCare System velas daudzuma noteik$ana”.
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lespéjamas klimes

lespéjamais risinajums

Neapmierinosi velas mazga-
Sanas rezultati.

Palieliniet velas mazgasanas Ilidzekla daudzumu vai izmantojiet citu velas
mazgasanas ldzekli.

Griti izmazgajamu traipu apstradei pirms velas mazgasanas izmantojiet ipa-
Sus traipu tiri$anas lidzeklus.

Parliecinieties, ka ir iestatita atbilstoSa velas mazgasanas temperatira.
Samaziniet velas tilpné ievietotas velas daudzumu.

Izmantojot AutoDose tvertnes, parliecinieties, ka tas nav tuk$as.

Izmantojot AutoDose tvertnes, parbaudiet ieprieks iestafito mazgasanas lidz-
ekla/auduma mikstinataja dozéjumu. Skatiet nodalas “AutoDose tehnologija”
sadalu “Pamata iestafijumi”.

Parliecinieties, ka AutoDose tvertnes ir iztiritas, pirms sakat lietot cita zimola
un veida mazgasanas [idzekli, velas mikstinataju vai citas piedevas.

Parak daudz putu velas tilp-
né mazgasanas cikla laika.

Samaziniet mazgasanas lidzekla daudzumu vai tablesu skaitu, vai vienas de-
vas mazgasanas lidzeklus.

Izmantojot AutoDose tvertnes, parbaudiet iepriek$ iestatito mazgasanas lidz-
ekla/auduma mikstinataja doz&jumu. Skatiet nodalas “AutoDose tehnologija”
sadalu “Pamata iestafijumi”.

Mazgasanas idzekl|a/audu-
ma mikstinataja limenis péc
mazgasanas nepazeminas
AutoDose tvertnés.

Tas ir normali — tvertnes ir diezgan lielas, un mazgasanas lidzekla patérins var
nebdt uzreiz pamanams.

Péc parbaudes ieslédziet ierici. Programma

Servisa centram nepiecieSamie dati ir noraditi

turpina darboties no tas vietas, kur ta tika tehnisko datu plaksnité.
partraukta. Ja probléma atkartojas,
sazinieties ar pilnvaroto servisa centru.

17. PATERINA DATI

17.1 Piezime

®

QR kods uz ierices komplektacija ieklautd energomarkéjuma sniedz timekla saiti uz
informaciju par ES EPREL datu baze ieklauto ierices ekspluatacijas parametru informaciju.
Glabajiet energoefektivitates markéjumu kopa ar lietotdja rokasgramatu un visiem
paréjiem ierices komplektacija ieklautajiem dokumentiem.

So pasu informaciju var uzzinat ari EPREL, atverot saiti https://eprel.ec.europa.eu un
noradot ierices energoefektivitates nominalo datu plaksnité noradito modela nosaukumu
un produkta numuru. Lai noskaidrotu tehnisko datu plaksnites atrasanas vietu, skatiet
nodalu “Izstradajuma apraksts”.

®

Vértibas un programmu ilgums var atSkirties atkariba no dazadiem apstakliem (piem.,
istabas temperatlras, Udens temperatiras un spiediena, velas daudzuma un veida,
elektrotikla sprieguma), ka art no programmas nokluséjuma iestatijumu mainas.
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17.2 Saskana ar Komisijas regulu ES 2019/2023

Eco 40-60 pro- . . o o apgr./
gramma kg kWh Litri hh:mm % C min1)
Pilns velas ielades 9 0.760 64 3:40 53.00 33 1351
daudzums

Daléjas noslodzes tilp-

nes velas ielades 4,5 0.440 47 2:45 53.00 27 1351
daudzums

Ceturtdalas pilnibas pa-

kapes velas ielades 2,5 0.300 39 2:35 54.00 26 1351
daudzums

1) Maksimalais velas izgrieSanas atrums.

Jaudas patérin$ dazados darbibas rezimos

Izslegts (W)

Gaidstave (W)

(w)

Atliktais starts Tikla gaidsta-
ve (W)

0.50

0.50

4.00

2.001)

Laiks lidz izslegtam/gaidstaves rezimam ir ne vairak ka 15 minutes.

1) Pieslégtas funkcijas energopatérins ir aptuveni 17,5 kWh gada. Lai atslégtu So funkciju, skatiet sadalu “Wi-Fi

savienojamibas iestati$ana”.

17.3 Biezi lietotas programmas

R kg KWh Liti  hh:mm % ¢ 2pgrimi
ggt}gns R 9 2.75 85 4:00 52.00 85 1400
ggtfgns 9 1.65 80 3:30 52.00 55 1400
ggt}gns 2) 9 0.35 80 3:00 52.00 20 1400
f(‘)”ltche“"s 4 0.85 75 2:30 35.00 40 1200
g’g'j%ates 3) 2 0.35 60 1:25 35.00 30 1200
\3{\609(': 1,5 0.30 70 1:05 30.00 30 1200

1) Piemérota |oti netiru audumu mazgasanai.

2) Piemérota viegli netiru kokvilnas, sintétikas un jauktu audumu izstradajumu mazgasanai.

3) Ta veic arf atru mazgasanas ciklu viegli nefirai velai.

LATVIESU
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18. ISA PAMACIBA

18.1 lerices izmantosana ikdiena

[

-] Ty

Pievienojiet kontaktdaksu kontaktligzdai.
Atgrieziet udens kranu.
levietojiet velu.

Izmantojot AutoDose tvertnes,
mazgasanas lidzeklis un velas mikstinatajs
tiek uzpilditi automatiski. Parliecinieties, ka
tvertnes nav tuk$as.

Izmantojot manualos nodalijumus, ielejiet

mazgasanas lidzekli un citus lidzeklus
attiecigajos nodalijumos.

®

Izmantojot Skidro mazgasanas lidzekli
manualaja nodalijuma, ievietojiet Skidram
mazgasanas lidzeklim paredzéto tvertni.
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1. Nospiediet On/Off pogu, lai ieslégtu ierici.

2. Pagrieziet programmu izvéles parslégu,
lai iestatitu vélamo programmu.

3. Pieskaroties attiecigajiem
skarientaustiniem, iestatiet vélamas
papildiespé€jas.

4. Lai aktivizétu programmu, pieskarieties
pie taustina Start/Pause Dl

5. lerice ieslédzas.

Péc programmas beigam iznemiet velu.

Nospiediet On/Off pogu, lai izslégtu ierici.



18.2 Udens izvadsistémas sikna filtra tirisana

Regulari iztiriet So filtru, 1pasi, ja displeja paradas bridinajuma kods £

18.3 Programmas

levietojamais

Programma velas daudz- Produkta apraksts
ums
9k Balti un krasaini kokvilnas izstradajumi. Ideali piemérots vidéji netirai
Cottons 9 un loti nefirai velai.
Synthetics 4 kg Sintétikas vai jauktu audumu izstradajumi.
Delicates 2 kg Smalki audumi, pieméram, akrila, viskozes, poliestera izstradajumi.
A Vilnas izstradajumi, kurus var mazgat velas masina, vilnas un smalki
wool &.12) 1.5kg izstradajumi, kurus jamazga ar rokam.
Rapid 20min 3 kg Viegli netiri vai vienreiz valkati kokvilnas un sintétikas izstradajumi.
i Visi audumi, iznemot vilnas izstradajumus un smalkvelu. Programma
Rinse 9kg Sanai iariesanai
skalo$anai un velas izgrieSanai.
i i 9k Visi audumi, iznemot vilnas izstradajumus un smalkvelu. Programma
Spin/Drain 9 velas izgrie$anai un Gdens izsiknésanai.
Jeans 4 kg DZinsa un trikotaZas apgérbi.
Sport 4 kg Sporta apgeérbi.
Silk 0,5 kg Tpasa mazgasanas programma zida un sintétiskiem izstradajumiem.
Duvet 3 kg Viena sintétiska sega, gultas parklajs, virspalags.
» 2,5 kg1) - = o
Outdoor . ’ 2 Moderni ara sporta apgérbi.
1 kg )
Balta kokvilnas vela. ST programma likvidé vairak neka 99,99 % bakté-
i a» 9k '
Hygiene EDJ ur g riju un vTrusu3)
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levietojamais

Programma velas daudz- Produkta apraksts
ums
Eco 40-60 9 kg Balta un krasaina kokvilna. Vid&ji netiri apgérbi.

1) Mazgasanas programma.
2) Mazgasanas programma un Gdensnecaurlaidibas atjauno$anas faze.

3) pParbaudita pret zeltaino stafilokoku (Staphylococcus aureus), enterokokiem (Enterococcus faecium), raugveida
sénitém (Candida albicans), baktériju Pseudomonas aeruginosa un MS2 bakteriofagu aréja parbaude, kuru
2021. gada veica uznémums “Swissatest Testmaterialien AG” (parbaudes zinojuma nr. 202120117).

19. APSVERUMI PAR VIDES AIZSARDZIBU

Nododiet otrreizéjai parstradei materialus ar Neizmetiet ierices, kas apzimétas ar So

A . - - . . —
simbolu TO. levietojiet iepakojuma materialus | simbolu S kopa ar majsaimniecibas
atbilstoSajos konteineros to otrreizéjai atkritumiem. Nododiet izstradajumu vietéja
parstradei. Palidziet aizsargat apkartéjo vidi otrreiz€jas parstrades punkta vai sazinieties
un cilvéku veselibu, atkartoti parstradajot ar vietéjo pasvaldibu.

elektrisko un elektronisko iekartu atkritumus.
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electrolux.com

£ Available on the A\, GETITON
« App Store >/’ Google Play

The software in this product contains components that are based on free and open source software. Electrolux
gratefully acknowledges the contributions of the open software and robotics communities to the development project.

To access the source code of these free and open source software components whose license conditions require
publishing, and to see their full copyright information and applicable license terms, please visit:
http://electrolux.opensoftwarerepository.com (folder NIUS)
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